CHAIN PRODUCTS 


eer | 


FOR ALL-MAKES AGRICULTURAL AND CONSTRUCTION EQUIPMENT 


INDUSTRIAL 
HEAVY-DUTY 
FARM & AGRICULTURAL EQUIPMENT 


‘elidel a. ee a ee sshd » aid 


—- 


Table of Contents 


CHAIN SPECIFICATIONS 


INDUSTRIAL CHAIN 
PROOF CoiL, HIGH TEST, TRANSPORT, ALLOY 


CARGO SECUREMENT 
BINDER CHAINS, LOAD BINDERS 


MERCHANDISERS 


TRAILER SAFETY CHAIN 
WINCH LINE TAIL CHAINS 


CHAIN ACCESSORIES 
GRAB/SLIP HOoKs, DouBLe CLEvis, ANCHOR SHACKLES, 


COLD SHUTS, Quick LINKs, LAP LINKS, CONNECTING LINKS, 
SPRING LINKS, HITCH PIN CLips, S-HooKs, SNAPS 


Wire Rope 
SPOOLS, CLIPS, THIMBLES, STOPS, TURNBUCKLES 


Rope & RACHET TiE Downs 
NyYLon, MANILA, POLY, TRUCK STRAPS 


RUBBER STRAPS 

TARP, BUNGEE, LOAD SECUREMENT BARS 

V10 GRADE 100 CHAIN COMPONENTS 
TRACTION TIRE CHAINS 


TRACTION ACCESSORIES 


CAUTIONS & WARNINGS 


02 

03 - 07 
08 - 14 
15 - 18 
19 - 20 
21-29 
30 - 33 
34 

35 - 37 


47 - 56 


65 - 68 


Proof Coil (P3/P30) Grade 30 


Trade Size 


3/16" (5.5 mm) 
1/4" (7 mm) 
5/16” (8 mm) 
3/8” (10 mm) 
1/2" (13 mm) 


Nominal Wire Dia. 
(Inches) 


0.217 
0.274 
0.328 
0.392 
0.509 
0.625 
0.781 
0.904 
1.032 


High Test (P4/P43) Grade 43 


Trade Size 
1/4" (7 mm) 
5/16" (8 mm) 
3/8" (10 mm) 
1/2" (13 mm) 


Nominal Wire Dia. 
(Inches) 


0.274 
0.328 
0.392 
0.509 
0.625 
0.781 
0.904 
1.032 


Transport (P7/P70) Grade 70 


Trade Size 


1/4" (7 mm) 
5/16” (8 mm) 
3/8" (10 mm) 
11.9 mm 
1/2" (13 mm) 
5/8" 


Nominal Wire Dia. 
(Inches) 


0.274 
0.334 
0.392 
0.467 
0.510 
0.625 


Transport (PA8) Grade 80 


Trade Size 


eye” 
5/16" 
3/8" 
1/2" 


Nominal Wire Dia. 
(Inches) 


0.279 
0.341 
0.392 
0.512 
0.625 
0.781 
0.906 
1.032 


Transport (PA10) Grade 100 


Nominal Wire Dia. 
(Inches) 


Trade Size 


Seve" 
5/16" 
3/8" 
1/2" 


0.279 
0.342 
0.404 
0.529 
0.625 


Nominal Inside Length 
(Inches) 


0.950 
1.236 
1.285 
1.374 
1.782 
2.016 
2.610 
2.570 
2.900 


Nominal Inside Length 
(Inches) 


1.236 
1.285 
1.374 
1.782 
2.016 
2.610 
2.570 
2.870 


Nominal Inside Length 
(Inches) 


1.236 
1.120 
1.374 
1.620 
1.782 
2.016 


Nominal Inside Length 
(Inches) 


0.870 
1.010 
1.226 
1.570 
1.930 
2.420 
2.660 
2.900 


Nominal Inside Length 
(Inches) 


0.870 
1.010 
1.226 
1.570 
1.930 


DO NOT EXCEED CAPACITY! 
See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


Minimum Inside 
Width (Inches) 


0.405 
0.480 
0.480 
0.551 
0.750 
0.851 
1.020 
1.260 
1.435 


Minimum Inside 
Width (Inches) 


0.480 
0.480 
0.551 
0.750 
0.851 
1.020 
1.260 
1.420 


Minimum Inside 
Width (Inches) 


0.480 
0.480 
0.551 
0.660 
0.750 
0.851 


Minimum Inside 
Width (Inches) 


0.405 
0.480 
0.560 
0.750 
0.865 
1.140 
1.260 
1.420 


Minimum Inside 
Width (Inches) 


0.405 
0.480 
0.560 
0.750 
0.865 


WLL (Lbs.) 
1,300 
1,300 
1,900 
2,650 
4,500 
6,900 
10,600 
12,800 
17,900 


WALL (Lbs.) 
2,600 
3,900 
5,400 
9,200 
13,000 
20,200 
24,500 
30,000 


WALL (Lbs.) 
3,150 
4,700 
6,600 
8,750 
11,300 
15,800 


WLL (Lbs.) 
3,500 
4,500 
7,100 
12,000 
18,100 
28,300 
34,200 
47,700 


WLL (Lbs.) 
4,300 
5,700 
8,800 
15,000 
22,600 


Weight Per 100 Feet 
(Lbs.) 


40 
63.5 
$13} 
136 
230 
369 
533 
775 
1010 


Weight Per 100 Feet 
(Lbs.) 


63.5 
93 
136 
230 
369 
533 
Uh 
1010 


Weight Per 100 Feet 
(Lbs.) 


63.5 
100 
136 
201 

230 
347 


Weight Per 100 Feet 
(Lbs.) 


77 
112 
152 

266.5 
360.4 
562 
766 
1010 


Weight Per 100 Feet 
(Lbs.) 
Ue) 


112 
152 
278.7 
374 
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Grade 30 Proof 
Coil Chain (wacm) 


A general utility chain for farm, industrial and home applications such as: log 


chain, cargo lashing, pipeline hanging, tailgate, guard rail, tow and switch 
chain. Order unit is foot. NOT FOR OVERHEAD LIFTING. 


Self-Colored 


PCC501 
PCC501 
PCC501 
PCC501 
PCC501 


PCC50 


PCC501 


PCC50 


1113 
1213 
1313 
1413 
1613 
0813 
0913 
1013 


PCC5101113 


Stock # 


Zinc 
PCC5011133 
PCC5011233 
PCC5011333 
PCC5011433 
PCC5011633 
PCC5010833 


Half Drum 


Self-Col- 
ored 


PCC5011114 
PCC5011214 
PCC5011314 
PCC5011414 
PCC5011614 


Stock # 


Zinc 
PCC5011134 
PCC5011234 
PCC5011334 
PCC5011434 
PCC5011634 


HDG 


PCC561 
PCC561 
PCC561 
PCC561 
PCC561 


PCC56 
PCC50 
PCC50 


0147 
0247 
0347 
0447 
0647 
0847 
0947 
1047 


PCC5101147 


HDG 
PCC5610148 
PCC5610248 
PCC5610348 
PCC5610448 
PCC5610648 


5 Gallon Square Pail 


Stock # 


ZINC 
PCC5411135 
PCC5411235 
PCC5411335 
PCC5411435 
PCC5411635 


HDG 
PCC5411165 
PCC5411265 
PCC5411365 
PCC541 1465 


Trade 
Size 


In. 
3/16 
1/4 
5/16 


MM 
5B) 
7 
8 


Trade Inside Link 
Size Wire Dim. (Inches) 
Dia. Length Width 

In. MM (In.) | (Nom.) (Min.) 
B/G eo Ora OL SOME OAOS 
1/4 7 0.274 1.236 0.480 
5/16) 8 | 0.328] 1.285 | 0.480 
3/8 10 0.392 1.374 0.551 
1/2 IOS OSM S2Or/50 
5/8 16 0.625 2.016 0.851 
3/4 | 20 | 0.781} 2.610 | 1.020 
718° 22 ~=-:0.904 2.570 1.260 
1 26 | 1.032 | 2.900 | 1.435 
Inside Link 

Trade Size Wire Dim. (Inches) 
Dia. Length Width 
In. MM. (In.) ) (Nom.) | (Min.) 
3/16 |} 5.5 | 0.217) 0.950 | 0.405 
1/4 7 0.274, 1.236 0.480 
5/16 8 |0328| 1.285 | 0.480 
3/8 10 0.392, 1.374 0.551 
1/2 13 O509 1.732 | 07/50 

Inside Link Dim. 

Wire nae Ft. Net 
Dia. Length Width Per Wt. 
(In.) (Nominal) (Min.) Pail (Lbs.) 
O27 0.950 0.405 250 100 
0.274 1.236 0.480 141 90 
0.328 e285 0.480 92 86 
0.392 1.374 0.551 63 86 
0.509 1.782 O70 315 81 


DO NOT EXCEED CAPACITY! 
See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


Ft. 
Per 
Drum 


800 
800 
550 
400 
200 
150 
100 
75 
60 


Ft. 
Per 
Drum 


400 
400 
2 
200 
100 


Working Load 


Limit 
Lbs. Kgs. 
800 363 
1,300 590 
1,900 862 
2,650 1,202 
4,500 2,042 


Net 
Wt. 
(Lbs.) 


320 
508 
Dill 
544 
460 
554 
542 
573 
606 


Net 
Wt. 
(Lbs.) 


160 
254 
256 
272 
230 


Working 
Load Limit 


Lbs. 
800 
1,300 
1,900 
2,650 
4,500 
6,900 
10,600 
12,800 
17,900 


Kgs. 
363 
590 
862 
1,202 
2,042 
3,131 
4,808 
5,806 
8,119 


Working 
Load Limit 


Lbs. 
800 
1,300 
1,900 
2,650 
4,500 


Kgs. 
363 
590 
862 


Grade 43 High Test Chain (wacm) 


Grade 43 Chain features both high tensile strength and resistance to wear needed by modern = 
hauling and heavy duty trucking, farm and construction firms. Working load limits exceed those at ae 
of ordinary low carbon or general utility chain. Order unit is foot. | te oN : 
NOT FOR OVERHEAD LIFTING. ALIS : 
Full Drum 
Trade Inside Link Working Load 
Stock # Size Wire Dim. (Inches) Ft. Nee Limit 
Self- Dia. Length Width Per Wt. 
Colored Zinc HDG In. MM. (in.) | (Nom.)  (Min.) Drum (Lbs.) ~~ Lbs. Kgs. 


PCC5031213 PCC5031233 PCC5630247 1/4 7 |01274) 1.236 | 0.480 | 800 | 508 | 2,600 | 1,180 
PCC5031313 PCC5031333 PCC5630347 5/16 8 0.328 1.285 0480 550 512 3,900 1,770 
PCC5031413 | PCC5031433 | PCC5630447 | 3/8 | 10 | 0.392) 1.374 | 0.551 | 400 | 544 | 5,400 | 2,450 
PCC5031613 PCC5031633 PCC5630647 1/2 13 0.509 1.782 0.750 200 460 9,200 4,174 


PCC5030813 -- PCC5630847 5/8 Gp OlG2 5 aeA OG Orso 150 554 13,000 5,897 
PCC5030913 --- PCC5030947 93/4 20 0.781 2.610 | 1.020 100 542 20,200 9,163 
PCC5031013 --- PCC5031047 7/8 A S04 || 2Evl0) | 17X80) WS) be PALSi0l0) || 1141, 133 
PCC5301113 --- PCC5301147 1 26 «1.032 2.870 | 1.420 60 606 30,000 13,608 
Half Drum 

; Inside Link Working 
Stock # Trade Size Wire Dim. (Inches) Ft. Net Load Limit 

Self-Col- Dia. Length Width Per Wt. 
ored Zinc HDG In. MM (In.) | (Nom.) (Min.) Drum) (Lbs.) Lbs. Kgs. 


PCC5031214 PCC5031234 PCC5630248 1/4 7 0.274 | 1.236 | 0.480} 400 | 254 | 2,600 | 1,180 
PCC5031314 PCC5031334 PCC5630348 5/16 8 0.328 1.285 0480 275 256 3,900 1,770 
PCC5031414 PCC5031434 PCC5630448 3/8 10 | 0.392) 1.374 | 0.551} 200 | 272 | 5,400 | 2,450 
PCC5031614 PCC5031634 PCC5630648 = 1/2 13 0.509 1.782 0.750 100 230 9,200 4,174 


5 Gallon Square Pail 


; Inside Link Dim. Working Load 
Stock # Trade Size Wire (Inches) Ft. Net Limit 
Dia. Length Width Per Wt. 
Self-Colored In. MM (In.) (Nominal) (Min.) Pail (Lbs.) Lbs. Kgs. 
R@@543 171 Sameel/ 4 7 0.274 1.236 0.480 150 96 2,600 1,180 
PCC5431315 5/16 8 0.328 1.285 0.480 100 93 3,900 1,770 
PCC5431415 3/8 10 0.392 1.374 0.551 75 102 5,400 2,450 


DO NOT EXCEED CAPACITY! 
See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


Grade 70 Domestic 


Transport Chain (wacm) saci 


Transport chain is considered the chain of choice for load binding mLUINE F hes 


applications. It is also well suited for tie-downs, towing and logging 
operations. Its strength to weight ratio exceeds that of Proof Coil 
and High Test. Transport chain meets Department of Transportation 
regulations. Order unit is foot. NOT FOR OVERHEAD LIFTING. 


Full Drum 
Inside Link Dim. Working Load 
Stock # Trade Size Wire (Inches) Ft. Net Limit 
Yellow Dia. Length Width Per Wt. 

Chromate Inches MM © (Inches) (Nominal) (Min.) | Drum (Lbs.) Lbs. Kgs. 
PCC5041253 1/4 7 0.274 (| 230 0.480 800 508 3}, 1510) 1,429 
PCC5040353* 5/16 8 0.334 1.120 0.480 550 550 4,700 2,132 
PCC5041453 3/8 10 0.392 (Leva 0.551 400 544 6,600 2,994 
PCC5041653 1/2 13 0.510 1.782 0.750 200 460 11,300 5,127 
PCC5040853 5/8 16 0.625 2.016 0.851 150 521 15,800 7,166 


*Made to Short Link specs 


evr 


Half Drum 
Inside Link Dim. Working Load 
Stock # Trade Size Wire (Inches) Ft. Net Limit \ 
Yellow Dia. Length Width Per Wt. 
Chromate Inches MM © (Inches) (Nominal) (Min.) Drum (Lbs.) Lbs. Kgs. 
PCC5041254 1/4 vf 0.274 1.236 0.480 400 254 3,150 1,429 
PCC5040354* 5/16 8 0.334 1.120 0.480 275 275 4,700 2,132 wn 
PCC5041454 3/8 10 0.392 1.374 0.551 200 DYD 6,600 2,994 oe 
PCC5041654 1/2 13 0.510 1.782 0.750 100 230 11,300 5,127 Ty Gye ” 
PCC5040854 5/8 16 0.625 2.016 0.851 715 261 15,800 7,166 


*Made to Short Link specs 


5 Gallon Square Pail 


; Inside Link Dim. Working Load 
Stock # Trade Size Wire (Inches) Ft. Net Limit 
Yellow Dia. Length Width Per Wt. 

Chromate Inches MM | (Inches) (Nominal)  (Min.) Pail (Lbs.) Lbs. Kgs. 
PCC5440255 1/4 7 0.274 1.236 0.480 150 96 3}, 150 1,429 
PCC5440355* 5/16 8 0.334 1.120 0.480 100 100 4,700 2,132 
PCC5440455 3/8 10 0.392 1.3374! 0.551 75 102 6,600 2,994 


*Made to Short Link specs 


All G70 domestic chain 

(5/16, 3/8, 1/2) is stamped with 
the Working Load Limit every 
10 links as shown. 


7 WARNING 


DO NOT EXCEED CAPACITY! 
See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


[ 


G80 Alloy Chain 
Stock # Trade Size 
Black Inches MM 


PCC5050224 = 9/32 7 
PCC5050324 5/16 8 
PCC5050424 3/8 10 
PCC5050624 1/2 3 


= 


| 


Approved for 
Overhead Lifting 


G80/100 Alloy Chain 


Peerless alloy chain is rugged, versatile, high-strength, low-weight 
chain manufactured from special analysis alloy steel. It is quenched 
and tempered before proof testing and the ultimate tensile strength is 
over twice that of ordinary steel chain. Tensile strength following heat 
treatment meets or exceeds all existing OSHA, Government, NACM 
and ASTM specification requirements. 


G80 Alloy Chain - Full Drum 


Stock # — Trade Size wire Inside Link Dim. (In.) Working 
Dia. Length Width Ft. Per Net Wt. 

Black Inches MM_ (inches) (Nominal) (Min) Drum __ (Lbs.) Lbs. Kgs. 
PCC5050223 9/32 7 0.279 0.827 0.405 800 610 3,500 1,588 
PCC5050323 5/16 8 0.310 0.945 0.480 500 457 4,500 2,041 
PCC5050423 3/8 10 0.392 1.182 0.560 500 737 7,100 3,22 
PCC5050623 1/2 13. 0.516 1.535 0.750 300 743 12,000 5,443 
PCC5050823 5/8 16 0.630 1.890 0.902 200 725 18,100 8210 
PCC5050923 3/4 20 0.781 2.420 1.140 100 575 28,300 12,837 
PCC5051023 7/8 = 22 © 0.906 2.660 1.260 100 793 34,200 15,513 
PCC5051123 1 26 1.032 2.900 1.420 50 520 47,700 21,636 
P€E5051223* | 1-1/4 | 32 | 1.260 3.780 1.640 66 1,023 72,300 32,795 

= Half Drum | a 
Inside Link Dim. ; 4 
Wire (In.) Ft. Net Working ‘ 

Dia. Length Width Per Wt. 

(In. (Nominal) (Min) Drum (Lbs.) Lbs. Kgs. . 
0.279 0.827 0.405 400 305 3,500 1,588 \ ; 
0.310 0.945 0.480 250 229 4,500 2,041 
0.392 1.182 0.560 250 369 7,100 3) On| = 
0.516 1.535 0.750 150 372 12,000 5,443 


Grade 80 Chain: P8 stamped every 8-12 links USA every link 


DO NOT EXCEED CAPACITY! 
See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


G100 Alloy Chain - Full prum 


Stock # 


Dia. Length 
Black Inches MM. (In.) | (Nominal) 


RECESS L23 Vez 7 | 0.283 0.870 
PCC5510323 5/16 8 0.332 1.010 
PCC5510423 3/8 10 0.404 1.226 
PCC5510623— 1/2 13 | 0.529 1.570 
PE€E5510823 | 5/8 16 =0.641 1.988 
PCC5510923 3/4 20 = =0.812 2.417 
PE€€5511023) 7/8 22 0.906 2.660 
PCC5511123 1 26 ~—- 1.032 3.092 


G100 Alloy Chain - Half prum 


Stock # 


Dia. Length 
Black Inches MM _ (In.) | (Nominal) 


PCC5510224 9/32 Ve Ok233) 0.870 
PCC5510324 5/16 So | 07332 1.010 
PCC5510424 3/8 10 0.404 1.226 
PCC5510624 = 1/2 13. 0.529 1.570 


Width 
(Min) 


0.405 
0.480 
0.560 
0.750 
0.902 
1.139 
1.260 
1.420 


Trade Size Wire Inside Link Dim. (In. 


Width 
(Min) 


0.405 
0.480 
0.560 
0.750 


Trade Size Wire Inside Link Dim. (In.) 


) 


Vie 

ine 
Ft. Net 
Per Wt. 

Drum _ (Lbs.) 
800 616 
500 560 
500 760 
300 813 
200 748 
100 629 
100 793 
50 505 
Ft. Net 
Per Wt. 

Drum _ (Lbs.) 
400 308 
250 280 
250 380 
150 407 


Working 
Lbs. Kgs. 
4,300 1,950 
5,700 2,585 
8,800 3,992 
15,000 6,804 
22,600 | 10,251 
35,300 = 16,012 
42,700 19,368 
59,700 27,079 
Working 
Lbs. Kgs. 
4,300 1,950 
5,700 2,585 
8,800 3,992 
15,000 6,804 


WMustrial Group 
LAER rea Tee 
WARNINGS section | 


chai sa, 


ese proc 


Grade 100 Chain: 
P10 stamped 
every 10 links 
USA every link 


Ce es 


tie ere 
ucts. Pages 65-68. 


Binder Chain Assemblies 


Peerless can provide binder chain assemblies for all your tie-down requirements. 
Meets DOT/CVSA/CCMITA requirements. NOT FOR OVERHEAD LIFTING. 


= r= 


sees 
———— 


Gso Binder Chain 
Assembly - nacu 


Stock # Working Load Limit 


Trade Size Length Qty. Per — Lbs. Per 
Drum (Inches) (Feet) Drum Drum Lbs. Kgs. 
PCC8607617 3/8 20 10 310 7,100 3,220 
PCC8610503 1/2 10 10 285 12,000 5,553 
PCC8607630 1/2 20 10 532 12,000 5) 53} 


———— 


G70 Binder Chain 
Assembly - nacm 


Working 
Trade Qty. Lbs. Qty. Lbs. Pai 
Stock # Size Length Per Per Per Per Load Limit 
Drum Carton (In.) (Feet) Drum Drum Ctn. Ctn. — Lbs. Kgs. 
PCC5261063* PCC5261060* 14 25 390 1 16 
RECS Is | PACCEAS I eo 16 25) 443 1 18 
REGS Gina -- Slee 16 2S 443 -- -- 4,700 2 ee 
PGE@5261/363* | PE€C5261360* 20 25) 600 1 24 
PCC5261463* PCC5261460* D5 25 600 1 30 
PCC5262063 PCC5262060 14 25 600 1 24 
PCC5262163 PCC5262160 16 20 500 25 All G70 domestic chain 
PCC5262363 PCC5262360 3/8 20 20 680 1 34 6,600 2,994 (5/16, 3/8, 1/2) is stamped with 
PCC5262354** _ 20 25 722 the Working Load Limit every 
10 links as shown. 
PCC5262463 PCC5262460 25 15 615 41 
PCC8605182 PCC8610107 1/2 20 10 560 1 Somes o0 5,126 


*Made to short link specs **UPC Tagged 


= G43 Binder Chain Assembly - nacm 


Stock Te liteadl Ge (ope) eer ee peuoee ime 

Drum Carton (In.) (Feet) Drum Drum. Ctn. | Ctn. Lbs. Kgs. 
PCC5239462 PCC5239460 5/16 20 25) 476 1 19 3,900 1,769 
PCC5233462 PCC5233460 14 25 525 1 21 
PCC5233424 PCC5233499 14 25 525 2 42 
PCC5234462 PCC5234460 16 25 600 1 24 
PCC5234424** -—- 3/8 16 25 600 --- -—- 5,400 
PCC5231462 PCC5231460 20 25 750 ] 30 
PCC5231424** --- 20 25 750 --- --- 
PCC5231262 PCC5231260 25 20 720 ] 36 
**UPC Tagged 


DONOTEXCEEDCAPACITY! = : pcre 
/\ WARNING See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


Binder Chain Assemblies cont. 


T80O Binder Chain Assembly - short Link 


T80 Alloy chain assemblies come in a black finish. Meets DOT/CVSA/CCMTA requirements. 
Packaged bulk in drums or each in retail single packs. 
NOT FOR OVERHEAD LIFTING. 


ASTM Spec. short link for longer life. 


Stock # Trade 
Size Qty. Per Lbs. Per Qty. Per Lbs. Per 
Drum Carton (Inches) Length Drum Drum Carton Carton 
PCCH3334-5524 -—- 3/8 16 20 520 -—- a 
PCCH3334-5624 PCCH3340-5624 3/8 20 20 640 1 32 
PCCH3334-6124 -- 1/2 15 10 430 - a+ 
PCCH3334-6224 PCCH3340-6224 1/2 20 10 550 1 55 


G70 Binder Chain Assembly - short Link 


G70 assemblies have a yellow zinc finish for easier identification and for protection of the chain. 
Meets DOT/CVSA/CCMTA requirements. Packaged bulk in drums or each in retail single packs. 
NOT FOR OVERHEAD LIFTING. 


ASTM Spec. short link for longer life. 


————— 


Tie Down 


om 


Stock # Trade 

Size Length Qty. Per Lbs. Per Qty. Per Lbs. Per 

Drum Carton (Inches) (Feet) Drum Drum Carton Carton 
PCCH3226-5020 PCCH3240-5020 5/16 14 30 450 1 15 
PCCH3226-5120 =PCCH3240-5120 5/16 16 30 600 1 20 
PCCH3226-5220 PCCH3240-5220 5/16 20 aS) 600 {| 24 
PCCH3226-5320 PCCH3240-5320 5/16 25 20 600 1 30 
PCCH3226-5420 PCCH3240-5420 5/16 30 115 640 1 32 
PCCH3226-5920 =PCCH3240-5920 3/8 12 30 660 1 22 
PCCH3226-5720 PCCH3240-5720 3/8 14 25 600 1 24 
PCCH3226-5520 =PCCH3240-5520 3/8 16 20 500 ] 25 
PCCH3226-5620 PCCH3240-5620 3/8 20 20 680 1 34 
PCCH3226-5820 PCCH3240-5820 3/8 25 15 615 | 4) 
PCCH3226-6020 PCCH3240-6020 1/2 10 20 560 1 48 
PCCH3226-6120 PCCH3240-6120 1/2 15 10 440 | 44 
PCCH3226-6220 PCCH3240-6220 1/2 20 10 560 1 56 


DO NOT EXCEED CAPACITY! 
See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


Working Load Limit 


Lbs. 
7,100 
7,100 
12,000 
12,000 


Working Load Limit 


Lbs. 
4,700 
4,700 
4,700 
4,700 
4,700 
6,600 
6,600 
6,600 
6,600 
6,600 
11,300 
11,300 
11,300 


Kgs. 
3,220 
3,220 
5,443 
5,443 


Kgs. 
2 AS2 
2,132 
DAZ 
2,132 
DAZ 
2,994 
2,994 
2,994 
2,994 
2,994 
5,126 
5,126 
5,126 


G70 Binder Chain Assembly - nmacm 


NACM spec long link chain has a longer pitch link for less weight per assembly. Pitch is 
the inside lengh measurement of a link. NOT FOR OVERHEAD LIFTING. 


Working Load 


Stock # Limit 


Trade Size Qty. Per Lbs. Per 
Drum (Inches) Length Drum Drum Lbs. Kgs. 
PCCH3275-5220 5/16 20 25 550 4,700 2,132 
PCCH3275-5620 3/8 20 20 620 6,600 2,994 


G70 Binder Chain Assembly - 
With Eye Grab Hooks - Short Link 


NOT FOR OVERHEAD LIFTING. 


ASTM Spec. 
short link for longer life. 


Stock # Trade Working Load Limit 
Size Qty. Per Lbs. Per Qty. Per Lbs. Per 
Drum Carton (Inches) Length Drum Drum Carton Carton Lbs. Kgs. 
PCCH3226-5580 PCCH3240-5580 3/8 16 20 500 { Dis) 6,600 2,994 
PCCH3226-5680 PCCH3240-5680 3/8 20 20 640 1 32 6,600 2,994 


G43 Binder Chain Assembly - short Link 


High Test chain assemblies come in a self color tumbled finish. Meets D.O.T/CVSA/CCMTA requirements. 
Packaged bulk in drums or each in retail single packs. NOT FOR OVERHEAD LIFTING. 


ASTM Spec. short link for longer life. 


Stock # Trade Working Load Limit 
Size Qty. Per Lbs. Per Qty. Per Lbs. Per 
Drum Carton (Inches) Length Drum Drum Carton Carton Lbs. Kgs. 
PCCH3132-5205 PCCH3140-5205 5/16 20 25) 600 1 24 3,900 1,769 
PCCH3132-5605 PCCH3140-5605 3/8 20 20 580 1 29 5,400 2,449 


DO NOT EXCEED CAPACITY! 
See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


Z\ WARNING 


Binder Chain Assembly Usage Chart 


This chart is provided as a guide to meet the basic minimum current in service requirements of the FMCSAt and the DOT+ published Sept 27, 
2002. The following table lists the minimum number of chain assemblies required to secure a load per DOT & CVSAS8. *This chart is only to be 
used as a reference. 


*Many factors affect the proper method of cargo securement including the length and type of the cargo to be secured. Refer to the most 
recent revision of The Dept. of Transportation (DOT) Title 49 regulations for more complete requirements regarding the proper methods and 
number of tiedowns required. 


tFMCSA: +DOT: §CVSA: 
Federal Motor Carrier Safety Admin. Department of Transportation The Commercial Vehicle Safety Alliance 


Net weight of cargo to be secured in Lbs. 


Size 
Chain Grade (Inches) WLL 20,000 25,000 30,000 35,000 40,000 45,000 50,000 
Alloy 5/16 4,500 3 3 4 4 5 5 6 
Grade 80 
(PS. 58, SX8, 3/8 7,100 2 D 3 3 3 4 4 
¥-80) 1/2 12,000 1 D 2 o 2 2 3 
Transport 1/4 3, a0 4 4 5 6 7 8 8 
el se 5/16 4,700 3 3 4 4 5 5 6 
5-70, AC7) 3/8 6,600 2 2 3 2 4 4 4 
1/2 11,300 1 2 2 2 2 2 3 
High Test 1/4 2,600 4 5 6 7 8 9 10 
ane 4 6xa 5/16 3,900 3 4 4 5 6 6 7 
S-43) 3/8 5,400 2 3 3 4 4 5 5 
1/2 9,200 2 D 2 a 3 3 3 


This chart is based on each tie-down secured to a trailer pont ened across or through the load and then secured to another anchor 
point on the trailer. If used py seeing the tie-down to the trailer anchor point and attaching it directly to an article of cargo (i.e., a vehicle), 
the quantity of tie-down required shall be two times (2x) the quantity listed in the chart above. 


Load Binders 


———} 


= 
Lever Loadbinder ~~ Ratchet Loadbinder = 


Chain Size Chain Size 


Working Working 

Stock # (In.) Take- Handle Qty. Lbs. Pita Stock # (In.) Take- Handle Qty. Lbs. Pita 
Up Length Per Per Load Limit Up Length Per Per Load Limit 

Blue G70 G43 (In.) (In.) Pkg. Pkg. Lbs. Kgs. Blue G70 G43 (In.) (In.) Pkg. Pkg. Lbs. Kgs. 
PCC5200120—- Aes OOM ea nO One 13 | 2,600) 1,179 PCC5200320) 5/16 | 3/8 | 8.00} 15.50 | 4 50 5,400 2,449 


PCC5200420 5/16 3/8 5.00 1550 4 | 32 5,400 2,449 PCC5200675 3/8 =1/2 8.00 1400 4 50 9,200 4,173 


DO NOT EXCEED CAPACITY! 
See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


Load Binders 


Tamper resistant. 


QuikBinder” Plus 


This premium patented ratchet binder is unlike any 
other binder available on the market today. Now it 
is better than ever, with higher working load limits 
designed for use with either Grade 70 Transport or 
Grade 80 Alloy tie-down chains. 


The QuikBinder™ PLUS is easier to install than 
standard ratchet loadbinders. The 3-position pawl 
offers the user a choice of ratchet extension, ratchet 
take-up or a “free spin” setting for fast adjustment 
in either direction. A load can be secured in half the 
time. It is available in three sizes and features a vinyl 
coated barrrel for a strong, comfortable grip. 


The folding handle makes the QuikBinder™ PLUS 
safer (no handle sticking out) and more convenient 
to use. Simply fold the handle down after the 

load is secure or when storing on your cab rack. 
Stronger, faster, safer and more functional than 
standard ratchet binders. 


The QuikBinder™ PLUS can be locked to the tie- 
down chain with a long shank padlock, making it 
more difficult to tamper with the binder, assembly 
or the load. 


Our loadbinders meet all DOT/CVSA/CCMTA 
requirements. The special hook construction 
supports the load of the chain and will not bind. 
Loadbinders are heat treated and proof tested with 
forged heat treated hooks. The Working Load Limit 
is permanently marked on handle. Our loadbinders 
feature special links with controlled flash welds. 


QuikBinder™ Plus Ratchet Loadbinder 


Stock # 
Yellow 
PCCH5125-0658 
PCCH5125-0858 
PCCH5125-0958 


7 WARNING 


pern ae Handle Length Qty. Per Lbs. Per 
(Inches) (Inches) Folded Straight Package Package Lbs. 
5/16 or 3/8 6.00 9.50 13.90 4 46 7,100 
3/8 or 1/2 6.00 9.50 13.90 4 56 12,000 
1/2 or 5/8 6.00 9.50 13.90 7) By 18,100 


DO NOT EXCEED CAPACITY! 
See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


Working Load Limit 


Kgs. 
3,220 
5,443 
8,210 


Forged Safety Release Lever Loadbinder 


This binder design allows the user to release the binder tension without any kickback of the handle typical of a lever style binder. 
The center body of the binder independently rotates, free of the handle, to release the tension smoothly and easily. This elimi- 
nates the chance for injuries from the handle swinging with substantial force when released. 


The saftey release handle 


makes this loadbinder less Stock # a hs Take- Handle Qty. bbs. Working Load 

dangerous than other lever Up Length ‘Per Per Limit 
style loadbinders on the Yellow G70 G43 (In.) (In.) Pkg. Pkg. Lbs. Kgs. 
niet ek edey PCCH5250-0658 5/16 3/8 400 13.00 4 39 5,400 2,449 
PCCH5250-4252 = 3/8 1/2 4.75 17.24 4 58 9,200 4,173 

Lever Loadbinder 
Stock # a Handle = Qty. Lbs. sis a 
Tak-Up | Length Per Per 

Yellow G70 G43 (Inches) (Inches) Pkg. Pkg. Lbs. Kgs. 
PCCH5023-4052 —--- 1/4 3.00 11.42 6 21 2,600 1,179 
PCCH5023-4152 5/16 3/8 3/5 15.43 6 50 5,400 2,449 
PCCH5023-4252 3/8 1/2 4.25 17.24 6 73 9,200 4,173 
PCCH5023-4452 1/2 5/8 4.75 21.00 4 80 13,000 5,897 


Fully Forged Lever Loadbinder 


Stock # Chain Size (In.) Handle mora ee 
Take-Up Length Qty. Per Lbs. Per 

Yellow G70 G43 (Inches) (Inches) — Pkg. Pkg. Lbs. Kgs. 

PCCH5225-4152 5/16 3/8 4 15.75 6 48 5,400 2,449 

PCCH5225-4252 3/8 1/2 4.75 L735 6 76 9,200 4,173 


Forged Compression 
Lever Loadbinder 


Chain Size . 
Stock # (In.)  Take- Handle Qty. Lbs. Mooring Pee 
Up Length Per Per 
Yellow G70 G43 (In.) (In.) Pkg. Pkg. Lbs. Kgs. 


PE@CH5275-4152) 5/16} 3/8 | 3.00!) 15.75 2 37 | 5,400 | 2,449 
PCCH5275-4252 3/8 1/2 4.00 17.36 2 39, 9,200) 4,173 


Stock # Handle WLL 
Take-Up Length Qty. Per Lbs. Per : 
Yellow (Inches) | (Inches) Pkg Pkg. Lbs. Kgs. 


PCCH5027-0352 = 1.85 9.05 12 20 250 (3 


DO NOT EXCEED CAPACITY! 
See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


Load Binders 


Our loadbinders meet all DOT/CVSA/CCMTA requirements. Special hook construction 
supports the load of the chain and will not bind. Loadbinders are heat treated and 
proof tested with forged heat treated hooks. The Working Load Limit is permanently 
marked on handle. All loadbinders feature special links with controlled flash welds 
and are painted with yellow, powdercoat enamel. 


= = yo, 
Ratchet Binder Plus Loadbinder rN 
Ratchet Binder Plus has higher strength ratings for use with either Sib 
Grade 70 Transport or Grade 80 Alloy tie-down chains. This premium O\. 
o 


binder features high quality yellow zinc plated hooks. 


Stock # Chain Size Handle ll Fa 
G70 or G80 Take-Up Length Qty. Per Lbs. Per 
Yellow (Inches) (Inches) (Inches) Package Package Lbs. Kgs. 
PCCH5121-4158 5/16 or 3/8 6.50 13.92 2D 22. 7,100 3,220 
PCCH5121-4258 3/8 or 1/2 6.50 13.92 Z 28 12,000 5,443 
PCCH5121-4458 1/2 or 5/8 6.50 13.92 2 35 18,100 8,210 


Ratchet Loadbinder 


Chain Size : 
Stock # (Inches) Handle ert na oe 
Take-Up Length Qty. Per Lbs. Per 
Yellow G70 G43 (Inches) | (Inches) Package Package Lbs. Kgs. 
PCCH5123-4052 1/4 5/16 5.00 (6.7/5 2 9 3,900 1,769 
PCCH5123-4152 5/16 3/8 6.50 13.92 2 22 5,400 2,449 
PCCH5123-4252 3/8 1/2 6.50 13.92 2 26 9,200 4,173 
PCCH5123-4452 1/2 5/8 6.50 13.92 2 32 13,000 5,897 


™~ 


ProLok66" Adjustable Lever Loadbinder 


Our adjustable lever loadbinder features the ultimate in ease and versatility 
in a lever binder with the added safety of a self-locking handle. 


ProLok66™ has a built-in knurled adjustable nut feature so the binder doesn’t have 
to be repositioned on the chain (like standard lever binders) to achieve the best pos- 
sible fit and perfect tension on the chain. The binder adjusts a full 2” to give the 
user optimum link location. No more problems getting that last extra half link hook- 
up. The handle's safety latch is automatically engaged when the handle is closed. 
This locks the handle in the closed position until it is released. This features makes 
our adjustable binder safer than standard lever binders. The convenient thumb- 
release latch is easy to use and has no loose parts to misplace. 


Chain Working 
Stock # Size Take- Handle Load Limit 
G70 Up Length Qty. Per Lbs. Per 
Yellow (Inches) | (Inches) (Inches) Package Package Lbs. Kgs. 
PCCH5025-0652 5/16 or 3/8 31,//5) 15.43 4 43 6,600 2,994 


DO NOT EXCEED CAPACITY! 
See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


/\ WARNING 


DO NOT EXCEED CAPACITY! 


See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


Domestic Binder 
Chains, QuikBinders, 
Standard Style Ratchet 
& Lever Load binders. 


#PCC4120085 


*Short-Link, 
**NACM Link 


Domestic Binder 
Chains, QuikBinders, 
Ratchet Binder Plus 
& Prolok 66. 


#PCC4120086 


*Short-Link, 
**NACM Link 


Import Binder Chains, 
QuikBinders, Standard 
Style Ratchet & Lever 
Load binders. 
#PCC4120087 


*Short-Link, 


Import Binder Chains, 
QuikBinders, Ratchet 
Binder Plus & Prolok 66. 
#PCC4120088 


*Short-Link, 


Import Binder Chains, 
QuikBinders, Standard 
Style Ratchet & Lever 
Load binders. 


#PCC4120089 
**NACM Link 


Consisting of 
Stock # 


PCC5261363 
PCC5262363 
PCCH5125-0658 
PCCH5123-4152 
PCCH5123-4252 
PCCH5023-4152 
PCC4120090 


Consisting of 
Stock # 


PCC5261363 
PCC5262363 
PCCH5125-0658 
PCCH5121-4158 
PCCH5025-0652 
PCC4120090 


Consisting of 
Stock # 


PCCH3226-5220 
PCCH3226-5620 
PCCH5125-0658 
PCCH5123-4152 
PCCH5123-4252 
PCCH5023-4152 
PCC4120090 


Consisting of 
Stock # 


PCCH3226-5220 
PCCH3226-5620 
PCCH5125-0658 
PCCH5121-4158 
PCCH5025-0652 
PCC4120090 


Consisting of 
Stock # 


PCCH3275-5220 
PCCH3275-5620 
PCCH5125-0658 
PCCH5123-4152 
PCCH5123-4252 
PCCH5023-4152 
PCC4120090 


Description 
5/16" x 20' G70 Binder Chain Assembly* gage 
3/8" x 20’ G70 Binder Chain Assembly** = * 
5/16" or 3/8" G70 or G80 QuikBinder Plus Load Binder 
5/16” G70 or 3/8” G43 Ratchet Load Binder 
3/8" G70 or 1/2” G43 Ratchet Load Binder 
5/16” G70 or 3/8” G43 Lever Load Binder 
Binder Chain & Load Binder Rack 


Description 
5/16" x 20' G70 Binder Chain Assembly* gga 
3/8" x 20’ G70 Binder Chain Assembly** = 
5/16” or 3/8" G70 or G80 QuikBinder Plus Load Binder 
5/16” or 3/8" G70 or G80 Ratchet Binder Plus Load Binder 
5/16” or 3/8" G70 ProLok66 Lever Load Binder 
Binder Chain & Load Binder Rack 


Description 

5/16” x 20’ G70 Binder Chain Assembly* 

3/8" x 20’ G70 Binder Chain Assembly* 
5/16" or 3/8" G70 or G80 QuikBinder Plus 
5/16" G70 or 3/8” G43 Ratchet Load Binder 
3/8" G70 or 1/2” G43 Ratchet Load Binder 
5/16” G70 or 3/8" G43 Lever Load Binder 

Binder Chain & Load Binder Rack 


Description 
5/16” x 20’ G70 Binder Chain Assembly* 
3/8" x 20’ G70 Binder Chain Assembly* 

5/16” or 3/8" G70 or G80 QuikBinder Plus Load Binder 
5/16” or 3/8" G70 or G80 Ratchet Binder Plus Load Binder 
5/16” or 3/8" G70 ProLok66 Lever Load Binder 
Binder Chain & Load Binder Rack 


Description 
5/16” x 20’ G70 Binder Chain Assembly** 
3/8" x 20' G70 Binder Chain Assembly** 
5/16” or 3/8" G70 or G80 QuikBinder Plus 
5/16" G70 or 3/8" G43 Ratchet Load Binder 
3/8" G70 or 1/2” G43 Ratchet Load Binder 
5/16” G70 or 3/8” G43 Lever Load Binder 
Binder Chain & Load Binder Rack 


DO NOT EXCEED CAPACITY! 
See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


Pkg 
Qty. 


Pkg 
Qty. 


Initial 
Order 
Qty. 


Initial 
Order 
Qty. 


25 
25 


4 
6 
4 
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Initial 
Order 
Qty. 


Initial 
Order 
Qty. 


25 
20 


4 
6 
4 
| 


Initial 
Order 
Qty. 


Display 
Rack 
Qty. 

25 
25 
4 


6 


Display 
Rack 
Qty. 

25 
25 
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Display 
Rack 
Qty. 

25 
20 
4 


6 


Display 
Rack 
Qty. 

25 
20 


6 


Display 
Rack 
Qty. 

25 


20 


PCCH9800-0400 - PCCH9800-0450 - Easy Load Gondola Display 
Chain & Fittings Assortment Pail stackers & welded chain assortment with 6 pails of welded chain. Also includes 19 different chain accessories and bins. 


: ; Assortment b h ith ithout tter. (G | included 
Free standing display rack & welded chain assortment with 6 pails and 18 different chain SSG IINISD sale pe chase INNO Wont a cullel Coomeclenet neice”) 


accessories. Assortment can be purchased with or without a cutter. Assorted Assorted 
Item Stock # Trade Size Description Finish = Qty. Wt./Lbs. 
Assorted Assorted : a ; 

Item Stock # Trade Size Description Finish Qty. | Wt/Lbs. 1 PCCHO110-0311 3/16" x 250! Proof coil pail BZ 104.00 
1 PCCHO110-0311 3/16" x 250' Proof coil pail BZ 1 104.00 2 PCCHO110-0411 | 1/4" x 141° Proof coil pail BZ 80.51 
2 PCCHO110-0411 1/4" x 141! Proof coil pail BZ 1 80.51 3 PCCHO110-0511 5/16" x 92' Proof coil pail BZ 1 76.36 
3 PCCHO110-0511 5/16" x 92" Proof coil pail BZ 1 76.36 4 — PCCHO110-0611 3/8" x 63" Proof coil pail BZ 88.00 
4 PCCHO110-0611. 3/8" x 63' Proof coil pail BZ 1 88.00 5 | PCCHO810-2111} 2/0 x 350° Straight link coil pail BZ (| 101.15 
5 PCCHO810-2111 2/0 x 350' Straight link coil pail BZ 1 101.15 6 = PCCHO910-2111 2/0 x 300° Passing link pail BZ 102.00 
6 | PCCHO910-2111 2/0 x 300' Passing link pail BZ 1 102.00 7 PCC8013230 1/4" Clevis slip hooks BZ 20 9.70 
7 PCC8013230 4/4" Clevis slip hooks BZ 10 4.85 For Transportation, YOU ty 8 PCC8013330 5/16" Clevis slip hooks BZ 20 13.80 
8  PCC8013330 5/16" Clevis slip hooks BZ 10 6.90 9 PCC8013430 3/8" Clevis slip hooks BZ 10 11.20 
9 PCC8013430 3/3" Clevis slip hooks BZ 10 11.20 10 PCC8023230 1/4" Clevis grab hooks BZ 20 9.20 
10  PCC8023230 1/4" Clevis grab hooks BZ 10 4.60 11. PCC8023330 5/16" Clevis grab hooks BZ 20 15.00 
11. PCC8023330 5/16" Clevis grab hooks BZ 10 7.85 12 PCC8023430 3/8" Clevis grab hooks BZ 20 23.60 
12 PCC8023430 3/8" Clevis grab hooks BZ 10 11.80 13, PCC4417640 3/16" Repair lap links BZ 60 3.36 
13 PCC4417640 3/16" Repair lap links BZ 60 3.36 14 | PCC4417740 1/4" Repair lap links BZ 60 3.72 
14. PCC4417740 4/4" Repair lap links BZ 60 3.72 15 PCC4417840 5/16" Repair lap links BZ 60 MALS 
15 PCC4417840 5/16" Repair lap links BZ 60 11.16 16 | PCC4417940 3/8" Repair lap links BZ 60 16.86 
16 PCC4417940 3/8" Repair lap links BZ 60 16.86 7 RECA NAb. 3/16" Quick links BZ 60 2.76 
7  PCC4421240 1/4" Quick links BZ 40 3.92 18 | PCC4421240 1/4" Quick links BZ 40 3.92 
8  PCC4421340 5/16" Quick links BZ 40 7.68 19 PCC4421340 5/16" Quick links BZ 40 7.68 
9  PCC4421440 3/8" Quick links BZ 20 5.08 20 PCC4421440 3/8" Quick links BZ 20 5.08 
20  PCC8027235 1/4" - 5/16" Double Clevis BZ 20 6.00 21_|PCC8027235 | 1/4" - 5/16" Double Clevis BZ 20 6.00 
21 PCC4412840 3/16" Spring links BZ 60 2.10 22 PCC4412840 3/16" Spring links BZ 60 2.10 
22 PCC4410440 1/4" Spring links BZ 60 3.54 23_| PCC4410440 en Spring links BZ 60 3.54 Rack measures: 
23 PCC4410240 5/16" Spring links BZ 20 3.24 24 PCc4410240 5/16" Spring links BZ 20 3.24 me Hig 
24 ~ PCC4425240 3/8" Spring links BZ 20 6.36 25 | PEC4425240 3/8" Spring links BZ 20 6.36 24” Deep. 
25 PCC4000222 -_ Ratchet style welded chain _ 1 16.00 Rack measures: 26 PCC4000244 = Hydraulic style welded chain __ 1 36.00 

cutter 29” Wide, cutter 
26  PCCH9830-0220 = Additional small plastic bins | -- 6 1.20 ve a 27 PCCH9830-0224 = Small, long plastic bins = 11 5.39 
27 ~— PCCH9850-0109 == Additional bin rails = 1 2.00 28 PCCH9830-0230 --- Large plastic bins --- 8 4.80 
---  PCCH9850-0500 -— Display rack with 12 bins - 1 57.00 29 PCCH9850-0128 = E-Z Load stackers (pair) —- 3 42.00 
===) | PEEH9850-9999 _ Laminated Chain Chart & _ 1 0.50 30 = PCCH9850-0130 _ Hydraulic cutter mounting = 1 1.25 
Bin Tags kit for pail stackers 
---  PCCH9800-0400 _ Complete rack & assortment _ 748.94 31 PCCH9850-0915 an 48" Retail display sign w/ a 1 1.50 
listed above mounting hardware 
___, PCCH9850-9999 _ Laminated Chain Chart & _ 1 0.50 
Bin Tags 
__  PCCH9800-0400 ie Complete rack & assortment = _ me 801.74 
listed above 


DO NOT EXCEED CAPACITY! DO NOT EXCEED CAPACITY! 
See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


S-Hooks = neat Treated Hooks W/Latches = neat Treated 


Stock # Hooks Qty. Lbs. GVWR Stock # Hooks Qty. Lbs. GVWR 


Hook Trailer Wire Inside Per Per Hook Trailer Wire Inside Per Per 
Zinc No. Class Dia. Length Pkg. Ea. Lbs. Kgs. Zinc No. Class Dia. Length Pkg. Ea. Lbs. 


PC€C7983535| 835 1 40.375) 2.870} 50 | 0:23' | 2,000) 910 
PCC7983935 839 2&3 0.454 3.880 50 0.40 5,000 2,270 
PCC7983735 837 4 0.531 3.880 50 0.60 7,600 3,447 


Trailer Chain Class 1 


Class 1 - All Types of trailers with a trailer Gross Vehicle Weight 
Rating (GVWR) (trailer pounds including it’s load) not to exceed 


Kgs. 


RE@/O93535)Eo35 1 |0:375) 3.500) 50! | 0:26 |2,000) 910 
PCC7993935 939 2&3 0454 3.500 50 0.40 5,000 2,270 
RECT SS;| SIi7/ 4 0.531 3.500 50 0.60 7,600 3,447 


Trailer Chain Class 4 & Above 


Ag Trailer Chain &@ 


Peerless Ag-Safety chains meet the requirements of ANSI/ 
ASAE Standard $338.5. All chains come with latch-type grab 
hooks, which ensure that the chain will not separate from the 
towing vehicle. A permanent ID tag states the gross vehicle 
pounds for which the chain is intended. 


Class 4 - All Types of trailers with a GVWR of over 5000 Ibs (2270 kg) and not to 
exceed 10,000 Ibs (4540 kg) GVWR. Two chains must be used per trailer. 


Stock # Trade Qty. Lbs. GVWR 
Size Length Per Per 
Zinc (Inches) (inches) Hooks Drum Drum _ Lbs. Kgs. 
PCC8607006 8/0 (0.342) 30 1 (S-Hook) 100 DDI 7,600 3,447 
PCC8604229 8/0 (0.342) 36 1 (S-Hook) 100 190 7,600 3,447 
PCC6807902 8/0 (0.342) 30 1 (w/Latch) 100 220 7,600 3,447 
PCC8607260 8/0 (0.342) 36 1 (w/Latch) 00 307 7,600 3,447 
PCC8607903 5/16 G30 36 ~—1 Clevis Slip Hook & Latch +100 375 7,600 3,447 
PCC6800028 = 1/4 G70 36 1 Clevis Slip Hook & Latch 250 225 12,600 5,714 
PCC8605734 3/8 G43 36 ~—-1 Clevis Slip Hook & Latch +50 160 16,200 7,348 
PCC6800026 3/8 G70 36 1 Clevis Slip Hook & Latch +100 185 26,400 11,975 


2,000 Ibs (910 kg). Two chains must be used per trailer. 


Stock # Trade GVWR 
Size Length Qty. Per Lbs. Per 
Zinc (Inches) (inches) | Hooks Drum Drum Lbs. Kgs. 
PCC6870110 3/16 G30 24 1 (w/Latch) 250 245 2,000 910 
PCC6800031 3/16 G30 48 2 (w/Latch) 100 195 2,000 910 


Trailer Chain Class 2 & 3 


Class 2 - All types of trailers with a GVWR of over 2,000 Ibs (910 kg) and not to 
exceed 3,500 Ibs (1,590 kg) GVWR. 

Class 3 - All types of trailers with a GVWR of over 3,500 Ibs (1,590 kg) and not to 
exceed 5,000 Ibs (2,270 kg) GVWR. Two chains must be used per trailer. The chains 
in the chart below meet both class 2 & 3 specifications. 


Stock # Trade GVWR 
Size Length Qty. Per Lbs. Per 

j Zinc (Inches) (inches) Hooks Drum Drum Lbs. Kgs. 
= PCC8640210 1/4 G30 24 1 (S-Hook) 50 227 5,000 2,270 
inl PCC8671115 1/4 G30 30 1 (S-Hook)) 00 190 5,000 2,270 
~ PCC8640220 1/4 G30 36 1 (S-Hook) 00 220 5,000 2,270 
PCC8666230 1/4 G30 48 2 (S-Hook) 00 307 5,000 2,270 
K PCC8650240 1/4 G30 60 2 (S-Hook) 50 BS 5,000 DO 
Aer PCC8666250 1/4 G30 72 2 (S-Hook) 50 225 5,000 2,270 
\ \ PCC8607716 1/4 G30 24 1 (w/Latch) 00 160 5,000 2,270 
: \_* PCC6840215 1/4 G30 30 1 (w/Latch) 00 185 5,000 2,270 
; PCC8610115 1/4 G30 36 1 (w/Latch) 2S 265 5,000 DATO 
PCC6800032 1/4 G30 48 2 (w/Latch) 00 300 5,000 2,270 
PCC6800033 1/4 G30 60 2 (w/Latch) 00 360 5,000 2,270 
PCC8610956 1/4 G30 72 2 (w/Latch) 50 208 5,000 2,270 


DO NOT EXCEED CAPACITY! 
See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


Stock # Qty. Lbs. System Strength 
Trade Size Length Per Per 
Zinc (Inches) (inches) Pkg. Pkg. Lbs. Kgs. 
PCC8607193 1/4 (G43) 59 50 220 6,400 2,903 
PCC8607187 5/16 (G43) 59 50 305 10,000 4,581 
PCC8607224 5/16 (G70) 60 50 355) | 16,0001 | 7,303 
PCC8607189 3/8 (G70) 59 25 225 20,000 9,163 
PCC8607191 7/16 (G70) 64 20 280 30,000 13,789 
PCC8607225 1/2 (G70) 70 20 340 40,000 18,371 
PCC8607195 5/8 (G70) 107 1 37 ~=60,000 27,488 


Winch Line Tail Chain & 


ACCO's Winch Line Tail Chain is a flexible attachment for use with wire rope. Length specified is exclusive of hook. Use same size 
chains as wire rope. The hook is dropped forged alloy steel and heat treated for extra durability. The hook is designed to prevent 
wear on wire rope. NOT FOR OVERHEAD LIFTING. 


Low Carbon Alloy 
; . Trade 
Stock # ‘Trade Size No. Wire Lbs. WLL. Stock # Size No. Wire — Lbs. WLL. 
of Rope Per of Rope _ Per 

Black In. MM Lgth.Links Dia. Ea. Lbs. | Kgs. Black In. MM Lgth. Links Dia. a. Lbs. — Kgs. 
PCC574280818) 1/2 | 13 | 18 | 11 [5/16 = 3/8) 816 | 9,200)4,172 PCC574480818 1/2 13 18 8 5/16-3/8 68 12,000 5,442 
PCC574281018 5/8 16 18 8 1/2-5/8 9.8 13,000 5,896 PCC574481018 5/8 16 18 1/2-5/8 8.9 18,100 8,209 
PECS74281218) 3/4) 19 | 18 | 6 | 3/4 = 7/8 | 15.0)20'200) 9161 PCC574411218 3/4 19 18 3/4-7/8 15.5 28,300 12,834 


Design Factor 3.5:1 


PCC574481424 7/8 22 24 


PCC574481624| 1 | 26 | 24 
Design Factor 3.5:1 


1 - 1-1/8 22.2 34,200 15,510 
1- 1-1/8 24.0 47,700 21,633 


Oy} CO |}OV;]™ 


DO NOT EXCEED CAPACITY! 
See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


Forged Hooks not ror overtean LFTING. 


Transport (T80) Clevis Grab Hook - pomestic 


Siocleu Dimensions (Inches) 


Chain Qty. 

Size Per 

Self Colored (Inches) A B C D Pkg. 
PCC8024215 1/4 0.310 0.380 0.330 1.880 10 
PCC8024315 5/16 0.380 0.440 0.390 2.380 10 
PCC8024415 3/8 0.450 0.500 0.500 2.630 10 
PCC8024615 1/2 0.590 0.660 0.590 3.310 10 
PCC8024815 5/8 0.750 0.780 0.750 3.940 5 


Transport (G63) Clevis Slip Hook - Domestic 


Stock # 


Self Colored 
PCC8014215 
PCC8014315 
PCC8014415 
PCC8014615 


Chain 
Size 
(Inches) 
1/4 
5/16 
3/8 


1/2 


Dimensions (Inches) 


A 
0.310 
0.380 
0.470 
0.590 


B 
0.940 
1.060 
1.250 
1.750 


C 
0.340 
0.390 
0.500 
0.590 


D 
2.310 
2.560 
3.000 
3.940 


Qty. 
Per 


Pkg. 


10 
10 
10 
10 


Transport (T8O) Clevis Grab Hook 


Stock # 


Black 
PCC8008450 


PCC8008650 


Chain 
Size 
(Inches) 


3/8 
1/2 


Dimensions (Inches) 


A 
0.480 


0.750 


B 
0.500 


0.660 


C 
0.470 


0.630 


D 


2.630 
3.190 


Qty. 


Per 


Pkg. 


10 
10 


Transport (G70) Clevis Grab Hook 


Stock # 


Self 
Colored 


PCC8022215 
PCC8022315 
PCC8022415 
PCC8022615 


7S WARNING 


Yellow Zinc 
PCC8022255 
PCC8022355 
PCC8022455 
PCC8022655 
PCC8022855 


Chain 


Size 
(In.) 
1/4 

5/16 
3/8 
1/2 
5/8 


Dimensions (Inches) 


A 
0.360 
0.380 
0.450 
0.750 
0.910 


DO NOT EXCEED CAPACITY! 
See the CAUTIONS & WARNINGS section before using these products. 


B 
0.400 
0.440 
0.500 
0.620 
0.780 


C 
0.380 
0.440 
0.470 
0.630 
0.750 


D 
1.970 
2.340 
2.660 
3.280 
3.780 


Lbs. 
Per 
Each 


0.42 
0.72 
1.14 
2.32 
4.08 


Lbs. 
Per 
Each 


0.50 
0.76 
ls 
2.59 


Lbs. 
Per 
Each 


1.00 
2.20 


Qty. 
Per 


= 


——— 


Working Load 


Limit 
Lbs. Kgs. 
3,500 1,588 
4,500 2,041 
7,100 320 
12,000 5,443 
18,100 8,210 
SS 
Working Load 
Limit 
Lbs. Kgs. 
2 SO) 1,247 
3,600 1,633 
5,500 2,495 
9,400 4,264 


Working Load 


Limit 
Lbs. Kgs. 
7,100 3,220 
12,000 5,443 
Working 
Libs: Load Limit 
Per 
Each Lbs. — Kgs. 
0.40 | 3,150 | 1,429 
0.72 4,700 2,132 
1.07 | 6,600: | 2,994 
2.16 11,300 5,127 


3.75 | 15,800)| 7,166 


Pages 65-68. 


Forged Hooks & Connectors 


NOT FOR OVERHEAD LIFTING. 


Transport (G70) Clevis Slip Hook - w/atch 


Working Load 


Chain Dimensions (Inches) 
Stock # | ‘Size Qty. 
(Inch- Per 
Yellow Zinc es) A B Cc D Pkg. 
PCC8015275 1/4 0.440 0.750 0.380 2.610 10 
PCC8015375 5/16 0.455 0.900 0.440 2.870 10 
PCC8015475 3/8 0.545 1135 0.470 3.310 10 
PCC8015675 1/2 0.700 1.345 0.630 4.000 5 
PCC8015875 5/8 0.900 1.750 0.750 4.940 5 


Stock # 


Yellow Zinc 
PCC8153055 


PCC8153155 
PECSIS255 
PCC8153355 
PCC8153455 


Chain 
Size 
(Inches) 


1/4 
5/16 
3/8 
1/2 
5/8 


A 
0.580 


0.630 

0.880 

1.000 
i338 


Transport (G70) Double Clevis Link 
Drop forged, quenched & tempered. Use with G70 chain. 


Stock # 


Chain 
Size 
Yellow Zinc (Inches) A R D 
PCC8057235 = 1/4-5/16 0.470 1.180 0.380 
PCC8057435 3/8 0.530 1.340 0.470 
PCC8057635 = 7/16-1/2 0.650 1.750 0.560 


Dimensions (Inches) 


G 
0.430 


0.480 
0.630 


DO NOT EXCEED CAPACITY! 
See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


ibe. Limit 

Per 

Each Lbs. Kgs. 
0.65 3,150 | 1,429 
0.87 4,700 = 2,132 
1.30 6,600 2,994 
2.85 11,300 5,127 
5.30 | 15,800) 7,166 


Transport (G70) Coupling Link 


Dimensions (Inches) 


B 
0.700 


0.900 

1.000 

1.450 
l/s 


Working Load 


Qty. Lbs. 
Per Per 


Pkg. Each 
28) 


.60 
00 11 


10 | 0 
10 0 
Oe 


€ 
1.800 


2.250 

2.650 

3.400 
41 


Limit 


Lbs. 
4,700 


6,600 
,300 


D 
0.380 


0.400 

0.510 

0.630 
0.75 


Kgs. 
2 (sv 
2,994 
5), 27 


ul 


Working Load 


Limit 
Lbs. Kgs. 
3,150 1,429 
4,700 2,132 
6,600 2,994 
11,300 5,127 
15,800 7,166 


G43 Clevis Grab Hook 


Dimensions (Inches) 


Stock # Chain Qty. 
Self Size Per 
Colored Zinc (In.) A B Cc Pkg. 
PCC8023215 PCC8023235 1/4 0.360 0.400 0.380 1.970 10 
PCC8023315 PCC8023335 5/16 0.400 0.440 0.440 2.260 10 
PCC8023415 PCC8023435 3/8 0.480 0.500 0.470 2.630 10 
PCC8023615 PCC8023635 1/2 0.750 0.660 0.630 3.190 5 
PCC8023715 PCC8023865 5/8 0.910 0.780 0.750 4.090 5) 
G43 Clevis Slip Hook - w/atch 
Stock # Dimensions (Inches) 
_ Qty. 
Chain Size Per 
Zinc (Inches) A B Cc D Pkg. 
PCC8016275 1/4 0.440 0.790 0.380 2.560 10 
PCC8016375 5/16 0.500 0.930 0.440 2.870 10 
PCC8016475 3/8 0.590 |} 1.140 | 0.470 | 3.250 10 
PCC8016675 1/2 0.750 1.420 0.630 4.000 5 
G43 Clevis Slip Hook 
Stock # Dimensions (Inches) 
_ Qty. 
Chain Size Per 
Zinc (Inches) A B Cc D Pkg. 
PCC8013235 1/4 0.440 | 0.940} 0.370 | 2.560 10 
PCC8013335 5/16 0.500 1.060 0.440 2.870 10 
PCC8013435 3/8 0.590 | 1.310 | 0.470 | 3.250 10 
PCC8013635 1/2 0.750 1.690 0.630 4.000 5 
G43 Eye Grab Hook 
Dimensions (Inches) 
Stock # Chain Qty. Lbs. 
Size Per Per 
Self Colored ZINC (Inches) A B Cc Pkg. Each 
PCC8025215 8025235 1/4 0.500 1.970 0.340 10 0.28 
PCC8025315 8025335 5/16 0.560 2.250 0.440 10 0.45 
PCC8025415 8025435 3/8 0.660 2.560 0.500 10 0.79 
PCC8025615 8025635 1/2 0.880 3.380 0.660 10 1.80 


7S WARNING 


DO NOT EXCEED CAPACITY! 


See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


Lbs. 
Per 
Each 


0.47 
0.75 
1.10 
2.52 
4.20 


Working 
Load Limit 


Lbs. 
2,600 
3,900 
5,400 
9,200 
13,000 


Kgs. 
liv 
1,769 
2,450 
4,173 
5,897 


Working Load 


Lbs. 
Per 
Each 


0.59 
0.93 
1.30 
3.21 


Limit 
Lbs. Kgs. 
ZCOOM WS 
3,900 1,769 
5,400 2,450 
9,200 4,173 


Working Load 


Lbs. 
Per 
Each 


0.45 
0.69 
1.10 
2.45 


Limit 
Lbs. Kgs. 
2,600! | 1,179 
3,900 1,769 
5,400 2,450 
9,200 4,173 


Working Load Limit 


Lbs. 
2,600 
3,900 
5,400 
9,200 


Kgs. 
Wo 
1,769 
2,450 
4,173 


.\ 4 
‘ 


} 


\. 


~~ 


o 


Chain Accessories 


NOT FOR OVERHEAD LIFTING. 


G43 Eye Slip Hook - w/atch 


Stock# Chain 
Size 
Zinc (Inches) 


PCC8011275 1/4 
PCC8011375 = 5/16 
PCC8011475 3/8 
PCC8011675 1/2 


Dimensions (Inches) 


A 
0.500 
0.630 
0.720 
0.940 


B C D 
2.560! | 0.750 | 0.790 
2.950 0.880 0.790 
3.360 1.100 1.020 
4.280 1.380 1.300 


Stock# 


Zinc 
PCC8011235 
PCC8011335 
PCC8011435 
PCC8011635 


G43 Double Clevis Link 


Stock # Chain 


Size 
Zinc (Inches) 
PCC8027235 =1/4-5/16 
PCC8027435 3/8 


PCC8027635 = 7/16-1/2 


Dimensions (Inches) 


A R D 
0.470 1.180 0.380 
0.530 1.340 0.470 
0.650 1.750 0.560 


Qty. 


Per 


Pkg. 


10 
10 
10 
10 


Chain 
Size 


(Inches) 


1/4 
5/16 
3/8 
1/2 


G 
0.430 
0.480 
0.630 


DO NOT EXCEED CAPACITY! 


See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


G43 Eye Slip Hook 


Working Load Limit 


Lbs. 
Per 
Each Lbs. Kgs. 
0.42 2,600 1,179 
0.72 3,900 1,769 
1.03 5,400 2,450 
2.45 9,200 4,173 
Dimensions (Inches) 
Qty. 
Per 
A B C Pkg. 
0.500 2.560 0.940 10 
0.630 2.950 1.060 10 
0.720 | 3.360 | 1.310 10 
0.940 4280 1.690 10 
Working Load 
Qty. Lbs. Limit 
Per Per 
Pkg. Each Lbs. Kgs. 
10 } 0:30 3,900 1,769 
10 0.40 5,400 2,450 
10 0.98 9,200 4173 


Lbs. 
Per 
Each 


Working Load Limit 


Lbs. 
2,600 
3,900 
5,400 
9,200 


Kgs. 
1,179 
1,769 
2,450 
4,173 


Peer-Lift Galvanized Anchor Shackles 


Screw Pin Anchor Shackles are ideal for those applications where frequent pin removal is needed. 
Safety Pin Anchor Shackles are complete with bolt, nut and cotter pin. 


® Meet or exceed FED SPEC RR-C-271 requirements 
© Hot Dipped Galvanized to ASTM A153 


Peer-Lift Screw Pin Anchor Shackles (rr-c-271F, Type ia, Grade A, Class 2) 


Stock# Trade Pin 
Size Dia. 
HDG (In.)  (D) 
PCC8058105 3/16 1/4 
PCC8058205 1/4 5/16 
PCC8058305 5/16 3/8 
PCC8058405 3/8 7/16 
PCC8059205 7/16 1/2 
PCC8058505 1/2 5/8 
PCC8058605 5/8 3/4 
PCC8058705 3/4 7/8 
PCC8058805 7/8 1 
PCC8058905 1 1-1/8 
PCC8058005 1-1/8 1-1/4 
PCC8059005 1-1/4 1-3/8 
PCC8059305 1-3/8 1-1/2 
PCC8059105 1-1/2 1-5/8 
PCC8059405 1-3/4 2 
PCC8059505 2 = 2-1/4 


WwW 
0375 
0.469 
0.531 
0.656 
0.750 
0.812 
1.062 
1.250 
1.438 
1.688 
1.812 
2.031 
DSO) 
2.375 
2.875 
3.250 


A E (Min) 
0.875 0.562 
1.125 | 0.750 
[P25 Ome 
1.438 0.938 
1.688 1.062 
1.875 1.188 
2 Siow ea 00 
2.812 1.750 
3.312 2.000 
3.150: .|) 2.312 
4.250 | 2.625 
4688 2.875 
5750) BAKO 
5.750 | 3.375 
7.000 4.500 
7.750 5.250 


Dimensions (Inches) 


G (Max) 
0.625 
0.875 
1.000 
1.125 
1.250 
1.375 
1.875 
2.125 
23/5 
2.625 
2.875 
3.250 
3.500 
3.750 
4.500 
5.250 


B (Min) 
0.180 
0.240 
0.300 
0.360 
0.420 
0.480 
0.590 
0.710 
0.830 
0.950 
1.070 
1.190 
1.310 
1.420 
1.660 
1.900 


25 
25 
25) 
25 
25) 


Qty. Per Lbs. Per 
Pkg. 


Each 
0.06 
0.11 
0.19 
0.31 
0.49 
0.73 
1.337 
2.36 
3.62 
5.07 
7 Al 
9.51 
13.25 
17.70 
30.40 
45.04 


© Proof load at 2 times Working Load Limit 
@ Ultimate load at 6 times the Working Load Limit 


WLL 
(Ton) 


1/3 


Peer-Lift Bolt, Nut & Cotter Anchor Shackles (rr-c-271F, Type wa, Grade A. Class 3) 


Stock# Trade Pin 
oes" — Size Dia. 


HDG (In.)  (D) 
PCC8063005 3/16 1/4 
PCC8063105 1/4 5/16 
PCC8063205 5/16 3/8 
PCC8063305 3/8 7/16 
PCC8063405 7/16 1/2 
PCC8063505 1/2 5/8 
PCC8063605 5/8 3/4 
PCC8063705 3/4 7/8 
PCC8063805 7/8 1 
PCC8063905 1 
PCC8064005 1-1/8 1-1/4 
PCC8064105 1-1/4 1-3/8 
PCC8064205 1-3/8 1-1/2 
PCC8064305 1-1/2 1-5/8 
PCC8064405 1-3/4 2 
PCC8064505 2 


A E (Min) 
0.875 | 0.562 
1.125 0.750 
1250 O82 
1.438 0.938 
1.688 1.062 
1.875 1.188 
DS) || 15100 
2.812 1.750 
3.312 | 2.000 
3.750 = 2.312 
4.250 | 2.625 
4688 2.875 
520s 250 
5.750 | 3.375 
7.000 4.500 
7.750 5.250 


Dimensions (Inches) 


G (Max) 
0.625 
0.875 
1.000 
1.125 
1.250 
1.375 
1.875 
2.125 
DSHS 
2.625 
2.875 
3.250 
3.500 
3.750 
4.500 
5.250 


B (Min) 
0.180 
0.240 
0.300 
0.360 
0.420 
0.480 
0.590 
0.710 
0.830 
0.950 
1.070 
1.190 
1.310 
1.420 
1.660 
1.900 


DO NOT EXCEED CAPACITY! 
See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


25 
25 
25 
25 
25 


Qty. Per Lbs. Per 
Pkg. 


Each 
0.06 
0.11 
0.22 
0.33 
0.51 
0.79 
1.68 
2.72 
3.95 
5.67 
8.28 
11.73 
15.83 
18.35 
33.93 
52.29 


WLL 
(Ton) 


1/3 


Peer-Lift Screw Pin Chain Shackles (rr-c-271F, type iva, Grade A. Class 2) 


Stock# Trade 
Size 
HDG (In.) 


PCC8060005 3/16 
PCC8060105, 1/4 
PCC8060205 5/16 
PCC8060305 3/8 
PCC8060505 = 1/2 

PCC8060605 5/8 
PCC8060705 3/4 
PCC8060805 7/8 
PCC8060905 1 

PCC8061005 1-1/8 
PCC8061105 1-1/4 
PCC8061205 1-3/8 
PCC8061305 1-1/2 


Pin 
Dia. 
(D) 
1/4 
5/16 
3/8 
7/16 
5/8 


C 
0.375 
0.469 
0.531 
0.656 
0.812 
1.062 
1.250 
1.438 
1.688 
1.812 
2.031 
2.250 
DBMS 


Repair Lap Links 


Low carbon steel. For temporary chain repair and coupling of attachments when using lap 
links with chain. Use one size larger than chain size. 


Stock # 
Self 
Colored Zinc 
PCC8030125 PCC8030135 
PCC8030225 PCC8030235 
PCC8034225 PCC8034235 
PCC8030325 PCC8030335 
PCC8030425 PCC8030435 
PCC8034425 PCC8034435 
PCC8034625 --- 


7’\ WARNING: 


Dimensions (Inches) 


A G (Max) 
0.750 0.625 
0.875 0.875 
1.031 1.000 
1.125 1.250 
1.625 L3y5 
2.000 1.875 
2/5 DNZS 
2.812 2.375 
3.188 2.625 
3.562 2.875 
3.938 3.250 
4.438 3.500 
4.875 3/50) 


B (Min) 
0.180 
0.240 
0.300 
0.360 
0.480 
0.590 
0.710 
0.830 
0.950 
1.070 
1.190 
1.310 
1.420 


Qty. Per 
Pkg. 
25 
25 
25 


Lbs. Per 
Each 


0.05 
0.11 
0.18 
0.30 
0.59 
1.27 
2.60 
3.15 
4.75 
6.75 
9.00 
15.00 
22.00 


WALL (Ton) 


1/3 


Commercial Grade Screw Pin Anchor Shackles 


Stock# Trade Pin 

Size Dia. 

HDG Zinc (In.) — (D) 
PCC8065005 PCC8065805 3/16 1/4 
PCC8065105 PCC8065905 1/4 5/16 
PCC8065205 PCC8066005 5/16 3/8 
PCC8065305 PCC8066105 3/8 7/16 
PCC8065405 7/16 = 1/2 
PCC8065505 - 1/2 | 5/8 
PCC8065605 5/8 3/4 
PCC8065705 - 3/4 7/8 


Trade Size 
(Inches) 


3/16 
1/4 
1/4 

5/16 
3/8 
3/8 
1/2 


Dimensions 
(Inches) 

A B 
1.000 0.505 
1.250 0.512 
2.000 0.680 
1.500 0.730 
1.625 0.785 
2.000 0.840 
2.500 1.010 


DO NOT EXCEED CAPACITY! 
See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


Dimensions (Inches) 


W 
0.350 
0.470 
0.590 
0.630 
0.630 
0.870 
1.100 
1.300 


Qty. Per 
Pkg. 


100 
50 
50 
50 
50 
50 
50 


A 
0.870 
1.100 
1.220 
1.420 
1.770 
1.890 
2.320 
2.640 


E 
0.630 
0.750 
0.830 
1.020 
1.070 
1.300 
1.620 
1.930 


Lbs. Per 


Each 
0.03 
0.07 
0.10 
0.15 
Ons 
0.27 
0.59 


B 
0.200 
0.240 
0.280 
0.360 
0.400 
0.480 
0.590 
0.750 


Qty. 


Per 


Pkg. 


10 
10 
10 
10 
10 
10 
5 

4 


Lbs. Per 
Each 


0.04 
0.08 
O23 
O23 
0.31 
0.55 
1.08 
1.76 


~B-- 


Cold Shuts 


Spring Links Vp 


Low carbon steel. For temporary chain repair and coupling of attachments Low carbon steel. Fast, easy connection for permanant or temporary connection. Uf } 
when using chain, use one size larger than chain size. / 
Stock# Damier Working Load Limit y / in| 
Dimensions os Trade Size Length Qty. Per Lbs. Per Se Vf 7 
. ae Zinc (Inches) | Inches = MM (Inches) Pkg. Each Lbs. Kgs. i | 
Stock # (Inches) Working Load Limit 
om Veg Qty. | Lbs. “ — PCC4412240 | 0155 | 4 1.570 10 0.03 70 32 f ' 
e Ize er er ie i I f 
Colored Fine (Inches) A B Pkg. Each libs: Kgs. PCC4412840 3/16 0.188 5 2.000 20 0.04 100 45 AY 
PCC8040115 PCC8040140 3/16 0.89 0.83 25 0.03 390 Wa? soe Ue oe S ze zo nee we ie Xv j 
: : i PCC4410640 9/32 0.276 7 2.750 20 0.09 225 102 
PCC8040215 PCC8040235 1/4 1.10 0.84 25 0.05 750 340 PCC4410240 5/16 0.310 8 3.125 20 0.16 350 159 ool 
PCC8040315 PCC8040335 5/16 122 |) 103 2 O41 1,250 567 7 PCC4426040 11/32 0.350 9 3.500 10 0.23 400 181 ee 
PCC8040415 PCC8040440 3/8 1.45 1.33 20 0.17 1,630 739 ROAD te oe ie a ie = a ee 
A PCC4426140 7/16 0.433 11 4.750 10 0.45 750 340 
PCC8040615 PCC8040630 = 1/2 1.60 | 168 | 25 | 039] 3,500 1,588 pccaa27140~—Sss2sti(‘<«i SCt«*iD 479A 10 0.55 1200 54d 
| ' 
— Hitch Pin Cli 
a a P 
Connecting Links Stock # Wire Diameter Dimensions Qty. Per Lbs. Per 
Zinc Trade Size Inches Gauge = Overall Length Shaft Diameter Pkg. Each 
Low carbon steel. For temporary chain repair and coupling of attachments when using PCC3440335 3 0.091 11 1.630 1/4 to 1/2 2000 0.007 
lap links with chain. Use one size larger than chain size. PCC3440635 6 0.177 5 3 330 5/8 to 1 500 0.050 
PCC3440735 If 0.091 11 2.310 1/4 to 5/8 2000 0.010 
Dimensions PCC 3440835 8 0.177 5 3.750 7/8 to 1-1/4 500 0.055 
Stock # ying (Inches) i Working Load Limit PCC3440935 9 0.148 7 2.450 3/4 to 1-1/8 1000 0.034 
self finch i Bee PCC3441135 11 0.125 8 2.620 7/16 to 3/4 2000 0.018 
Calored Fine es) A B | Pkg. | Each the: Kgs. PCC3441935 19 0.243 3 4.060 1 to 1-1/2 250 | 0.115 
PCC8050215 PCC440840403 1/4 1.000 0.500 10 0.06 1,300 590 
PCC8050315 PCC440840503 5/16 1.063 0.563 10 0.11 1,900 862 Kk 
= = 
PCC8050415 PCC440840603 3/8 1.312 | 01625 10 0.18 2,650 1,202 Ss Hoo Ss Lows Carbon Steel 
PCC8050615  PCC440840802 1/2, «1.625. 0.750 +10 ~=—- 0.36 4,500 2,042 Stock# Diameter Working Load Limit 
= Hook | S-Hook Qty. Per Lbs. Per SP 
Zinc No. Type Wire Dia. Inside Length Pkg. Each Lbs. Kgs. 
PCC7902735 DI ll 0.080 1.000 1,000 0.003 2 5 
PCC7906335 63 ll 0.105 .000 1,000 0.006 31 14 
= = PCC7900835 8 ll 0.120 1.000 1,000 0.008 46 21 
Quick Links PCC7904335 43 ll 0.120 1.000 1,000 0.008 48 22 
PCC7900935 9 Il 0.162 1.000 1,000 0.016 106 48 
Low carbon steel. Fast, easy connection for permanant or temporary connection. PCC7949835 498 II 0.120 500 1,000 0.012 28 13 
PCC7901035 10 | 0.135 1.500 1,000 0.015 75) 11 
Trade Diameter Dimensions (Inches) Qty Working Load PCC7900635 6 | 0.192 1.500 1,000 0.033 70 32 
Stock# Se made: | jacas Ber’ |e: Per Limit PCC7911035 110 I 0.192 1.500 1,000 0.032 117 53 
Zinc (In.) Inches MM — Length Width Opening Pkg. Each Lbs. Kgs. PCC7900435 4 | 0.225 500 ,000 0.047 129 59 
PCC8056035 1/8 0.125 3 1.200 0.410 0.180 20 0.02 | 220 100 PEC7901435 | 14 | 0.187 2.000 1,000 0.038 53 24 
PCC8056135 3/16 0.197, 5 1.560 0.500 0.270 20 005 616 279 — PCC7953235 532 | 0.249 2.000 1,000 _|_0.071 142 64 
PCC8056235 1/4 0.240 6 1900 0.630 0310 20 0.08 880 400 BOGE RAE Te l Sa ZL eS OS ise oe 
PCC8056335 5/16 0310 8 2300 0750 0370 20 0.18 1,540 699 SSC EEE y Sc a De aa mila 
PCC8056435 3/8 0.350 9 2560 0.780 0440 10 0.24 1,900 862 oabsciee 2 : pore 2a oe re ae 2. 
PCC8056635 2 0.470 12 3.270 0.890 0.540 10 0.53 2,650 = 1,202 : ; ; 
s : > > PCC7901835 18 | 0.375 2.500 250 0.206 457 207 
PCC7906635 66 ll 0.375 2.500 250 0.215 428 194 


*Made from Galvanized Wire. 


DO NOT EXCEED CAPACITY! DO NOT EXCEED CAPACITY! 
See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


Stock # 
PCC4433440 
PCC4415340 
PCC4415140 
PCC4433240 
PCC4415240 
PCC4414840 
PCC4424840 
PCC4426740 
PCC4424740 
PCC4433340 
PCC4434340 

4434640 


PCC4414440 
PCC4410340 
PCC4414340 
PCC4410540 
PCC4424540 
PCC4410940 
PCC4410040 
PCC4414040 
PCC4413540 
PCC4415440 
PCC4414140 
PCC4418040 
PCC4410140 
PCC4414640 
PCC4425340 
PCC4415540 
PCC4417340 
PCC4412340 
PCC4414540 
PCC4436240 
PCC4431240 
PCC4431540 
PCC4432440 
PCC4432840 
PCC4432940 
PCC4433040 
PCC4434140 
PCC4434240 
PCC4434940 
PCC4437140 


9/16 
5/8 
1-1/8 
3/4 


5/8 
11/16 
3/4 
11/16 


3/4 
7/8 
3/4 


Eye Dia. Overall Lgth. 


3-1/4 
3-5/8 
2-3/4 
3-1/8 
3-1/2 
4-5/8 
321/72 
3 
3-7/16 
4-3/8 
4-1/4 
3-1/4 


3-1/4 
4 
2-9/16 
3-7/8 
3-3/8 
3-5/8 
3-3/16 
3-3/16 
4 
3-3/4 
3-1/2 
3-1/2 
4-5/8 
3-5/16 


Type 

Swivel Eye Quick Snap (B) 
Swivel Eye Quick Snap (B) 
Swivel Eye Trigger Snap 
Swivel Eye Bolt Snap ( 
Swivel Eye Bolt Snap ( 


Swivel Eye Bolt Snap ( 
Double End Bolt Snap (P) 


Swivel Strap Eye Bolt Snap (A) 


Fixed Eye Quick Snap (|) 
Swivel Eye Boat Snap (B) 
Snap Hook (0) 
Fixed Boat Snap (|) 


Swivel Eye Quick Snap (B) 
Swivel Eye Bull Snap (D) 
F) 
F) 
Swivel Eye Cap Snap (H) 


Swivel Eye Trigger Snap ( 
Swivel Eye Trigger Snap ( 
Swivel Eye Cap Snap (H) 
Swivel Eye Bolt Snap (J) 
Swivel Eye Bolt Snap (J) 
Swivel Eye Bolt Snap (J) 


Key Ring Swivel Eye Bolt Snap (L) 


Open End Bolt Snap (N) 

Double End Bolt Snap (P) 

Double End Bolt Snap (P) 
Fixed Eye Bolt Snap (F) 


Fixed Strap Eye Bolt Snap (K) 
Key Ring Swivel Spring Snap (E) 


Open End Swivel Snap (G) 
Open End Spring Snap (M) 
Fixed Eye Safety Snap (0) 
Rope Snap Hook (E) 
Double End Bolt Snap (P) 
Mall Swivel Snap (H) 
Swivel Simplex Snap 
Swivel Spring Snap 
Swivel Spring Snap 
Swivel Trigger Snap (F) 
Mall Open Snap (N) 
Swivel Eye Panic Snap 


Fixed Spring Snap 
Swivel Bolt Snap (A) 


Dimensions (Inches) 


DO NOT EXCEED CAPACITY! 
See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


Stock # 
PCC4426540 


PCC4426640 


PCC4414240 


PCC4427040 


PCC4428640 


=p @&sd 


Dimensions (Inches) 


Qty. 
Per 
Overall Lgth. Type Pkg. 
2-15/16 Swivel Eye Bolt 20 
Snap (J) 
4-1/4 Swivel Eye Bolt 20 
Snap (J) 
3-1/8 Open End 20 
Swivel Snap (G) 
3 Anodized 25) 
Spring Link (Q) 
3 Camo Spring = 25 
Link-Gear Clip 
(Q) 


Lbs. 
Per 
Each 


0.09 
0.14 


0.073 


Multi-Colored Finish 


0.05 


0.05 


Galvanized 
Wire Rope - 


Small Reels 


Stock # 
PCC4501090 
PCC4500905 
PCC4500990 
PCC4501104 
PCC4501190 
PCC4503215 
PCC4503308 
PCC4501110 
PCC4501115 
PCC4503290 
PCC4503210 
PCC4503317 
PCC4503320 
PCC4503405 
PCC4503501 
PCC4503505 


7’\ WARNING’ 


Diameter 
(Inches) 


6 
3/32 
3/32 
1/8 
1/8 
3/16 
1/4 
1/8 
1/8 
3/16 
3/16 
1/4 
1/4 
5/16 
3/8 
3/8 


Construction Pkg. 


UXT 
7x7 
Vaxe 
7x7 
xe 
7x7 
axe 
7X1 
VA 
7x 
EX 
7x 
UX 
7x 
UX 
7x 


WO |W] WO |W] O [WO] O | WO] 0 


7x7 
Construction 


7x19 
Construction 
(available with 
vinyl coating) 


6x 19 
Construction 
(Fiber Core) 


Ft. 
Per 


500 
250 
500 
250 
500 
500 
250 
250 
500 
250 
500 
250 
500 
500 
250 
500 


Lbs. 
Per 


Pkg. 


5 


120 


Working 
Load Limit 
Lbs. Kgs. 
96 43 
184 83 
184 83 
340 =—154 
340 8154 
740 = 335 

1220 53) 
400-181 
400-181 
840 = 381 
840 = 381 
1,400 635 
1,400 635 
2,000 907 
2,880 1,306 
2,880 1,306 


DO NOT EXCEED CAPACITY! 
See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


Three Common wire ropes 


for consumer applications. 


7 x 7 construction with seven strands of seven wires, uses 
heavier gauge wire which offers better abrasion resistance than 


7 x 19, but it is not as strong and less flexible. 


7 x 19 construction is the most practical. With its seven 
strands of nineteen wires each, it is stronger than the other two 
types, has excellent flexibility and good abrasion resistance. 


6 x 19 fiber core wire rope is the most economical where 
large diameters are required and it offers very good abrasion 


resistance. It is less flexible and not as strong as the other 


types. Often used for longer, straight runs. 


Galvanized Wire 


Rope = Large Spools 


Stock # 


PCCH4008-001 


PCCH4008-01 


PCCH4008-021 


PCCH3808-02 


PCCH3808-031 
PCCH3808-041 
PCCH3808-051 
PCCH3808-061 


ae eS eS eS — = 


Dia. 
(In.) 
1/16 
3/32 
1/8 
1/8 
3/16 
1/4 
5/16 
3/8 


Construction 
UXT 
7x7 
Vaxe) 
7x19 
TxA9 
7x19 
71x19 
7x19 


Ft. 
Per 
Pkg. 


1,000 
1,000 
1,000 
1,000 
1,000 
1,000 
1,000 
1,000 


Lbs. 
Per 


Pkg. 


16 
19 
29 
32 
70 
119 
184 
243 


Working 
Load Limit 


Lbs. 
96 
184 
340 
400 
840 
1,400 
2,000 
2,880 


Kgs. 
43 
83 
154 
181 
381 
635 
907 

1,306 


IWRC* & Fiber Core 
Wire Rope - small Reels 


Stock # 
PCC4503315 
PCC4500105 
PCC4500205 
PCC4500305 
PCC4500350 


Dia. 
(In.) 
1/4 
5/16 
3/8 
1/2 
1/2 


Construction 
6x 19 
6x19 
6x 19 
6x19 
6x 19 


*Independent Wire Rope Core 


Core 
Type 
Fiber 
Fiber 
Fiber 
Fiber 
IWRC* 


ZS WARNING 


Ft. Per — Lbs. Per 
Package Package 
500 55 
500 80 
500 120 
250 105 
250 WW 


Vinyl Coated 
Wire Rope - small Reels 


Stock # 
PCC4501091 
PCC4501290 
PCC4500805 
PCC4501390 
PCC4501308 
PCC4500705 


Working Load 


Limit 


Lbs. 
1,096 
1,704 
2,400 
4,280 
4,600 


Diameter 
Diameter w/Coating 
(Inches) (Inches) 

1/16 1/8 
3/32 3/16 
1/8 3/16 
3/16 1/4 
3/16 1/4 
1/4 5/16 


DO NOT EXCEED CAPACITY! 


See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


Kgs. 
497 
773 
1089 
1,941 
2,087 


Construction 


VaxXe) 

7x7 

Xa) 
7x19 
7x19 
7x19 


500 
250 
250 
100 
250 
200 


Ft. Per Lbs. Per 
Pkg. 


Pkg. 
q 


Working Load 


Limit 
Lbs. Kgs. 
96 43 
184 83 
340 154 
840 = 381 
840 381 
1,400 635 


Turnbuckles 


Stock # 


HDG 
PCC4530220 
PCC4530345 
PCC4530010 
PCC4530210 
PCC4530335 
PCC4530360 


Trade 


Size 
(In.) 
3/8 
1/2 
1/4 
3/8 
1/2 
1/2 


Take-U 
(Inches 


6 


9 
4 
6 
9 


—s 


2 


Type 


Qty. 
Per 


Pkg. 


Hook & Eye 10 
Hook & Eye 10 


Eye & Eye 
Eye & Eye 
Eye & Eye 
Eye & Eye 


10 
10 
10 
10 


Lbs. Per 
Pkg. 


10 
21 
4 


Za 
25 


NMalleable Wire 


Working Load 


Limit 


Lbs. 
1,000 
1,500 
400 
1,200 
2,200 
2,200 


Kgs. 
454 
680 
181 
544 
998 
998 


y 


4 

| 

| 
ae 


Rope Clips = Commercial Grade 


Stock # 
Zinc 
PCC4503040 
PCC4503140 
PCC4503340 
PCC4503440 
PCC4503540 
PCC4503640 
PCC4503840 
PCC4503940 
PCC4504040 


Trade 


Size 
(In.) 
1/16 
1/8 
3/16 
1/4 
5/16 
3/8 
1/2 
5/8 
3/4 


Forged Wire Rope Clips 


FED SPEC # FF-C-450D 11, C1 


Stock # 
HDG 


PCCH4345-021 
PCCH4345-031 
PCCH4345-041 
PCCH4345-051 
PCCH4345-061 


PCCH4345-07 


PCCH4345-081 


PCCH4345-09 


PCCH4345-101 


PCCH4345-11 


PCCH4345-121 


PCCH4345-13 


Trade 


Size 
(In.) 
1/8 
3/16 
1/4 
5/16 
3/8 
7/16 
1/2 


Min. No. 


Wire Rope 


Clips Turn Back 


Req. 
2 


nn BR BP WW Wnn NY EN 


(Inches) 
B25 
3./5 
4.75 
5.25 
6.50 
7.00 
W500) 
12.00 
18.00 
19.00 

26.00 
34.00 


Tightening 
Torque 
(Ft./Lbs.) 


45 
75 
15 
30 
45 
65 
65 
95 
130 
225 
225 
225 


DO NOT EXCEED CAPACITY! 
See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


Qty. 
Per 
Pkg. 
100 
100 
100 
100 
100 
50 
50 
50 
25 
25 
10 
10 


Min. No. 
Clips Req. 


a BR WW WwW Ww Ww Ww 


Lbs. 
Per 
Pkg. 


6 
10 
20 
30 
47 
38 
40 
53 
38 
53 
26 
29 


Wire Rope 
Turn Back 
(Inches) 


4.00 
4.75 
5.50 
7.00 
Vee 
9.50 
De23) 
16.00 
DDD 


Tightening 
Torque Qty. Per Lbs. Per 
(Ft./Los.) Pkg. Pkg. 
2 50 3.60 
3 50 4.80 
45 50 7.00 
15 0 6.00 
il) 0 7.00 
30 0 9.20 
45 0 7.00 
75 0 9.20 
75 0 7.00 


Aluminum Oval Sleeves & Stops 


Stock # 


Sleeves 
PCCH3629-0014 
PCCH3629-0114 
PCCH3629-0214 
PCCH3629-0314 
PCCH3629-0414 
PCCH3629-0514 
PCCH3629-0614 


Wire Rope Thimbles 


Stock # 
Zinc 
PCC4514040 
PCC4514140 
PCC4514240 
PCC4514340 
PCC4514440 
PCC4514540 


Wire Rope Thimbles - nteavy Duty Type 


Stops 
PCCH3728-0014 
PCCH3728-0114 
PCCH3728-0214 
PCCH3728-0314 
PCCH3728-0414 
PCCH3728-0514 
PCCH3728-0614 


Trade Size 


(Inches) 
1/8 
3/16 
1/4 
5/16 
3/8 
1/2 


FED SPEC # FF-1-276B, TYPE Ill 


Stock # 


HDG 
PCCH4230-041 
PCCH4230-051 
PCCH4230-061 
PCCH4230-071 
PCCH4230-081 
PCCH4230-09 
PCCH4230-101 
PCCH4230-11 
PCCH4230-121 


Ol] U1} On] 1 Por] Wn | or] Ww} on 


Trade 
Size 
(Inches) A 
1/4 2.19 
5/16 2.50 
3/8 2.88 
7/16 3.25 
1/2 3.63 
5/8 4.25 
3/4 5.00 
7/8 5.50 
1 6.13 


For Cable Size 
(Inches) 


6 
3/32 
1/8 
3/16 
1/4 
5/16 
3/8 


B 


1.63 
1.88 
23 
2.38 
25) 
3.25 
5/5 
4.25 
4.50 


Qty. Per Pkg. 
Sleeves Stops 
50 25 
50 25 
50 25 
50 25 
Ze 25 
25 25 
Des) 73) 


Quantity Per 


Package 
10 


0 
0 
0 
0 
0 


C 


1.50 
1.81 
Pale 
2.38 
DMD 
3.13 
33) 
4.25 
4.94 


ZS WARNING 


DO NOT EXCEED CAPACITY! 
See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


Lbs. Per Pkg. 
Sleeves Stops 
0.05 0.03 
0.10 0.05 
0.30 0.08 
0.75 0.25 
0.63 0.53 
0.63 0.53 
0.63 0.53 


Lbs. Per Package 


D 


0.88 
1.06 
ll 
1.25 
1.50 
1.75 
2.00 
2.25 
2.50 


2.88 
2.96 
3.20 
2.76 
2.76 
2.52 


Dimensions (Inches) 


0.41 
0.50 
0.63 
0.72 
0.81 
0.97 
22 
1.38 
lesi6) 


0.23 
0.28 
0.34 
0.38 
0.41 
0.50 
0.66 
0.75 
0.88 


Qty. Per 
Pkg. 


100 
100 
100 
50 
50 
50 
25 
25 
10 


Lbs. Per 


Pkg. 
7 
13 
26 
18 
30 

37 
41 
45 
31 


Stock # 
White 
PCC2804893 
PCC2805332 
PCC2804894 
PCC2804895 
PCC2804892 


Stock # 
Natural 
PCC2871290 
PCC2871295 


Diameter 
(Inches) 


1/4 
5/16 
3/8 
1/2 
3/16 


Diameter 
(Inches) 


3/8 
1/2 


Ft. Per Package 


800 
600 
330 
165 
1000 


Stock # 
Natural 
PCC2880025 
PCC2880030 
PCC2880035 
PCC2880040 


Ft. Per Package 


600 
300 


Lbs. Per 
Package 


11 
15 
11 
11 
9 


Diameter 


(Inches) 
3/8 
1/2 
5/8 
3/4 


Poly Truck Rope - Reels 


Lbs. Per 
Package 


20 
15 


Standard 
Handle Ratchet - with s-Hooks 


Stock # 
PCC2952009 
PCC2953009 
PCC2951004 
PCC2951009 


Solid Braided Nylon Rope - reels 


Working Load Limit 


Lbs. 
160 
280 
330 
400 
82 


Ft. Per Package 
600 
600 
600 
600 


Kgs. 
72 
127 
149 
181 
Sy 


Lbs. Per 
Package 


25 
56 
80 
95 


Working Load Limit 


Lbs. 
270 
420 


Length 
(feet) 


Description 
DBL J-HKS - 2” x 27’ - Yellow 
FLAT HKS - 2” X 27’ - Yellow 
DBL J-HKS - 1-1/2" X 15' - Yellow 
DBL J HOOKS - 2” X 27’ - Yellow 


DO NOT EXCEED CAPACITY! 
See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


A} 
27 
il) 
27 


Kgs. 
122 
190 


Qty. Per 
Package 


10 
10 
2 
2 


Working Load Limit 


Lbs. 
22 
240 
400 
490 


Lbs. Per 
Package 


57 
60 
Zi 
13 


Lbs. 
3,000 
3,000 
1,667 
3,333 


Kgs. 
53) 
109 
181 
222 


Working Load Limit 


Kgs. 
1,360 
1,360 
756 
1,511 


Rubber & Elastic Tie-Down Accessories 
EPDM Rubber Rope 


Length Qty. Per Lbs. Per 

Stock # Size (inches) Type (Feet) Package Package 
PCCCC8170 3/8 Hollow Core 150 1 @ 
PCCCC8173 3/8 Solid Core 150 1 11 
REGEEESi7i5 7/16 Hollow Core 150 i 12 
PCCCC8178 7/16 Solid Core 150 1 14 


EPDM Rubber Tarp Strap - with Hooks 


Retail tarp straps are packaged 2 per poly bag with a header card. All tarp straps 
are UPC coded for sale. 


Stock # mer eel ak Qty. Per Package Lbs. Per Package 
Bulk Retail (inches) (Inches) (Inches) Bulk Retail Bulk Retail 
PCCCC8409 PCCCC8459 9 14 18-20 50 12 pr 10 6 
PCCCC8415 PCCCC8465 15 20 24-28 50 12 pr 11 h5 
PE@E@S42 1 PEEGESA7 eat 26 30-35 50 12 pr 14 8 
PCCCC8431  PCCCC8481 31 36 40-48 50 12 pr 18 11 
PCCCC8441 PCCCC8491 = 41 46 50-60 50 12 pr , 13 


Rubber Rope S-J Hook Tarp Strap S-Hook 


Stock #: PCCCC8199 f= Stock #: PCC3501760 

: Finish: Bright Zinc ih 4 “\ Finish: Galv Wire 
} Wire diameter: 0.160” ig } Wire Diameter: 0.177" 
Inside length: 3.0” | Inside Length: 2.50” 
\ Weight: 0.05 Lbs /Ea. | Weight: 0.04 Lbs/Ea. 
& Factory Package: 100/Ctn. f] ia fy Factory Package: 100/Bag 

Order Unit: Each | | Order Unit: Each 

=—_~, | Stock #: PCC7953935 

_.\~ 4 I Factory Package: 1000/Ctn. 


| = 


Lg 
Stretch Cords 


Retail packaged cords are packaged 2 per poly bag with a header card 
except for the 5mm size which is packaged 4 per poly bag. 


Cord Dia. Overall Length Max Stretch Qty. Per Lbs. Per 


Stock # (MM) (Inches) (Inches) Package Package 
RGGEES8555 5 10 14 12 bags 2 
PCCCC8562 8 12 18 2 bags 25 
PCCCC8568 8 18 26 2 bags 3 
PCCCC8574 8 24 36 2 bags 2 
PCCCC8580 8 30 44 2 bags 3,5) 
PCCCC8586 8 36 48 2 bags 4 


DO NOT EXCEED CAPACITY! 
See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


SmartBar" 
The Most Versitile Loadlock On The Market! 


Our SmartBar™, with high leverage and flexible feet, mean superior holding 
power. Square vs. round tubing provides a stronger bar (less susceptible to 
bending and more surface area to cargo). The SmartBar™ can brace a 
whole load or just part of one. 


e Easier to use and store. 140 SmartBars™ can ship on a standard pallet! 
e@ Up to 20% more holding power than conventional loadlocks. 


e Adjusts continuously from 48”- 108”. Securement range from small truck 
bed to full high cube trailer width. 


The vinyl coated lever provides smooth, positive operation. Closed bar locking 
tab is easily locked / unlocked with the convenient thumb release. 


The SmartBar™ is designed for use in trailers with flexible walls. The feet have 
extra cushioning to compensate for the flex of some trailers. 


With optional E-Track attachment (#CC5015), the SmartBar™ can easily be 
adapted for use in A & E track, doubling the front to back holding power. 


Stock # Reach Qty. Per Weight 
Zinc Plated — (Inches) Description Package Package _ (Lbs /Ea.) 
PCCCC5010 48-108 3 Section Steel SmartBar™ 4 Bundle 13.50 


c = q 
: | 
-~_— 


SmartBar™ Parts 


E-Track Kit SmartBar” Repair Kit as! 
Stock #: PCCCC5015 . Stock #: PCCCC5016 

Weight: 0.12 Lbs./Ea. ~ Weight:0.16 Lbs./Ea. SS Ly © 
Factory Package: 12 Kits/Ctn. Factory Package: 12 Kits/Ctn. ~~ 


Order Unit: Each Order Unit: Each 


Replacement Foot (small) 


Stock #: PCCCC5018 
Weight: 0.40 Lbs./Ea. 
Factory Package: 12/Ctn. 
Order Unit: Each 


Replacement Foot (large) 


Stock #: PCCCC5019 
Weight: 0.45 Lbs /Ea. 
Factory Package: 12/Ctn. 
Order Unit: Each 


DO NOT EXCEED CAPACITY! 
See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


SecureBar” & GrabBar™ V10" Component Reference 
SecureBar™ Single Leg Chain Slings 


Versatile Loadlock For Light Truck & Passenger Vehicles 


Chain Size 5 a . F 
sj i he olen Eye eligi Clevis : r yale Eye ma oe ae Self- 
j H j j 4 Oblong Coupling Eye Gra Clevis Grab ClevisGrab Shortening Sling Hook Sling Hook Eye Foundry Foundry Locking Locking Locking 
Durable square tubing provides added strength. It Is versatile and can be used In In. MM Master Link Hook Hook with Latch Clutch with Latch with Latch Hook Hook Hook Hook Hook 


pickups, SUVs, vans and passenger cars. The soft rubber feet provide excellent grip 
and won't mar surfaces. Retail package is a 46” four color card with pictures and 
instructions for use. Hangs vertical or horizontal on standard peg hooks. 


72 6 — PCC8851000 PCC8952900 PCC8927100 PCC8928100 PCC8938100 PCC8948100 PCC8917100 PCC8918100 PCC8977100 PCC8987100 PCC8997100 PCC8998100 PCC8999100 
9/32. 7~—-PCC8851000 - PCC8953100 PCC8927200 PCC8928200 PCC8938200 PCC8948200 PCC8917200 PCC8918200 PCC8977200 PCC8987200 PCC8997200 PCC8998200 PCC8999200 
5/16 8 — PCC8851100 PCC8953000 PCC8927200 PCC8928300 PCC8938300 PCC8948300 PCC8917200 PCC8918300 PCC8977200 PCC8987300 PCC8997200 PCC8998300 PCC8999200 
e Adjusts continuously from 44” to 78”. 3/8 10 PCC8851200 PCC8953210 PCC8927400 PCC8928400 PCC8938400 PCC8948400 PCC8917400 PCC8918400 PCC8977400 PCC8987400 PCC8997400 PCC8998400 PCC8999400 


1/2 13 PCC8851300 PCC8953300 PCC8927600 PCC8928610 PCC8938600 PCC8948600 PCC8917600 PCC8918600 PCC8977600 PCC8987600 PCC8997600 PCC8998600 PCC8999600 


© Easy operation - Positive locking lever action and quick thumb release. 
5/8 16 PCC8851400 PCC8953400 PCC8927700 PCC8928710 PCC8938700 PCC8948700 PCC8917700 PCC8918700 PCC8977700 PCC8987700 PCC8997700 PCC8998700 PCC8999700 


e Zinc plated for maximum rust protection. 3/4 20 PCC8851500 PCC8953510 PCC8927810 PCC8928810 =_ —_ PCC8917800 PCC8918800 PCC8977800 _ PCC8997800 PCC8998800 = 

718 22 PCC8851600 PCC8953610 PCC8927900 PCC8928910 _ _ PCC8917900 +PCC8918900 —_ _ PCC8997900 PCC8998900 _ 

Stock # Reach Qty. Per 1 26 PCC8851700 PCC8453700 PCC8928000 — — —_ PCC8918000 —_ — _ —_ —_ — 

Zinc Plated (In.) Description Package Package 11/4 32 PCC 8851800 _ _ _ ~ ~ _ _ ~ _ ~ _ _ 

PCCCC5225 44-78 SecureBar™ CargoBar - Retail Pkg. 4 Carton 11/2 36 ~— PCC8851900 = = = = = = = = = = = = 
PCCCC5225-B 44-78 SecureBar™ CargoBar - Bulk Pkg. 160 Crate 


Double Leg Chain Slings 


Chain Size 


Eye Clevis Eye Clevis Eye Self- — Clevis Self- Swivel Self- 
Oblong Coupling EyeGrab  ClevisGrab ClevisGrab Shortening Sling Hook Sling Hook Foundry Foundry Locking Locking Locking 
In. MM Master Link Hook Hook with Latch Clutch with Latch with Latch Hook Hook Hook Hook Hook 


7/32 6 PCC8851000 PCC8952900 PCC8927100 PCC8928100 PCC8938100 PCC8948100 PCC8917100 PCC8918100 PCC8977100 PCC8987100 PCC8997100 PCC8998100 PCC8999100 


GrabBar™ 


Designed for cargo stabilization inside trailers with wood or metal rails. Feet adjust 
to board/rail thickness ranging from 1/3" - 1 3/4". Collapses down to 46” for easy 
storage, with a full adjustment range to 106”. The rubber feet provide excellent 
grip and will not damage surfaces. Use the GrabBar™ stop collar for rigidity in 
stake side truck applications. The GrabBar™ can also be used in conjuction with 


9/32 7 PCC8851100 PCC8953100 PCC8927200 PCC8928200 PCC8938200 PCC8948200 PCC8917200 PCC8918200 PCC8977200 PCC8987200 PCC8997200 PCC8998200 PCC8999200 
5/16 8 PCC8851200 PCC8953000 PCC8927200 PCC8928300 PCC8938300 PCC8948300 PCC8917200 PCC8918300 PCC8977200 PCC8987300 PCC8997200 PCC8998300 PCC8999200 
3/8 10 CC8851300 PCC8953210 PCC8927400 PCC8928400 PCC8938400 PCC8948400 PCC8917400 PCC8918400 PCC8977400 PCC8987400 PCC8997400 PCC8998400 PCC8999400 
1/2 13 PCC8851400 PCC8953300 PCC8927600 PCC8928610 PCC8938600 PCC8948600 PCC8917600 PCC8918600 PCC8977600 PCC8987600 PCC8997600 PCC8998600 PCC8999600 


5/8 16 CC8851500 PCC8953400 PCC8927700 PCC8928710 PCC8938700 PCC8948700 PCC8917700 PCC8918700 PCC8977700 PCC8987700 PCC8997700 PCC8998700 PCC8999700 


the SmartBar™ (see photo at right). 3/4 20 + PCC8851600 PCC8953510 PCC8927810 PCC8928810 - - PCC8917800 PCC8918800 PCC8977800 - PCC8997800 PCC8998800 _ 

718 22 PCC8851700 PCC8953610 PCC8927900 PCC8928910 — _ PCC8917900 +PCC8918900 _ — PCC8997900 PCC8998900 _ 

Stock # Reach Weight 1 26 PCC8851800 PCC8453700 PCC8928000 _ —- — PCC8918000 _ _ —- — — _ 

Zinc Plated (Inches) Description Qty. Per Package Package (Lbs /Ea.) 11/432: PCC8851900 2 = = = = = = = = - 28 & 
PCCCC5200 46 - 106 GrabBar™ 2 Bundle 17.50 


Triple & Quad Leg Chain Slings 


Chain Size Sub Assemblies . . . . 
Eye Clevis Eye Clevis Eye Self- Clevis Self- Swivel Self- 
Small Large Coupling EyeGrab Clevis Grab Clevis Grab Shortening Sling Hook Sling Hook Foundry Foundry Locking Locking Locking 
In. MM Sub-Links — Sub-Links Link Hook Hook with Latch Clutch with Latch with Latch Hook Hook Hook Hook Hook 


7/32 6 = PCC8852110 PCC8852100 PCC8952900 PCC8927100 PCC8928100 PCC8938100 PCC8948100 PCC8917100 PCC8918100 PCC8977100 PCC8987100 PCC8997100 PCC8998100 PCC8999100 


SecureBar' & GrabBar' Parts 9/32 7 PCC8852110 PCC8852100 PCC8953100 PCC8927200 PCC8928200 PCC8938200 PCC8948200 PCC8917200 PCC8918200 PCC8977200 PCC8987200 PCC8997200 PCC8998200 PCC8999200 
5/16 8  PCC8852210 PCC8852200 PCC8953000 PCC8927200 PCC8928300 PCC8938300 PCC8948300 PCC8917200 PCC8918300 PCC8977200 PCC8987300 PCC8997200 PCC8998300 PCC8999200 
Replacement Foot Replacement Foot GrabBer Stop Collar 3/8 10 PCC8852310 PCC8852300 PCC8953210 PCC8927400 PCC8928400 PCC89I38400 PCC8948400 PCC8917400 PCC8918400 PCC8977400 PCC8987400 PCC89I97400 PCC8998400 PCC8999400 
(For CC5200) 
(Small for CC5225) (Large for C5225} 1/2 13 PCC8852410 PCC8852400 PCC8953300 PCC8927600 PCC8928610 PCC8938600 PCC8948600 PCC8917600 PCC8918600 PCC8977600 PCC8987600 PCC8997600 PCC8998600 PCC8999600 
Stock #: PCCCC5238 Stock #: PCCCC5239 Stock #: PCCCC5212 5/8 16 PCC8852510 PCC8852500 PCC8953400 PCC8927700 PCC8928710 PCC8938700 PCC8948700 PCC8917700 PCC8918700 PCC8977700 PCC8987700 PCC8997700 PCC8998700 PCCR999700 
Weight: 0.42 Lbs./Ea. Weight: 0.42 Lbs./Ea. Weight: 1.00 Lbs./Ea. 
Factory Package: 12/Ctn. Factory Package: 12/Ctn. -)) Factory Package: 6/Ctn. 3/4 20 PCC8852610 PCC8852600 PCC8953510 PCC8927810 PCC8928810 —  PCC8917800 PCC8918800 PCC8977800  -- —~PCC8997800 PCC899B800 
Order Unit: Each Order Unit: Each fa Order Unit: Each 7/8 22 ~~ PCC8852710 PCC8852700 PCC8953610 PCC8927900 PCC8928910 — - PCC8917900 PCC8918900 _ _ CC8997900 PCC8998900 _ 


1 26 PCC8852810 PCC8852800 PCC8453700 PCC8928000 eo — = PCC8918000 = = = = = so 


\ 


DO NOT EXCEED CAPACITY! DO NOT EXCEED CAPACITY! 
See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


Approved for 
Overhead Lifting 


Stock # 


Blue 


PCC8851 
PCC8851 
PCC8851 
PCC8851 
PCC8851 
PCC8851 
PCC8851 
PCC8851 
PCC8851 
PCC8851 


000 
100 
200 
300 
400 
500 
600 
700 
800 
900 


Mfr. # 
XPA13 
XPA16 
XPA18 
XPA22 
XPA26 
XPA32 
XPA40 
XPA45 
XPA50 
XPA57 


B1 


Al 


Oblong Master Links 


Dimensions (Inches) 


Trade Size 
Inches MM A 
1/2 13 0.512 
5/8 16 0.630 
3/4 18 0.709 
7/8 22 0.866 
1 26 1.024 
1-1/4 32 1.260 
1-1/2 38 1.496 
1-3/4 45 1.772 
2 50 1.969 
2-1/4 60 2.362 
B 
(e 
A 


Sub-Assemblies w/Small Sub-Links 


Trade Size 
Stock # Mfr. # Inches MM 
PCC8852110 PCCXPAK18 3/4 18 
PCC8852210 PCCXPAK22 7/18 22 
PCC8852310 PCCXPAK26 i 26 
PCC8852410 PCCXPAK32 1-1/4 32 
PCC8852510 PCCXPAK36 1-1/2 36 
PCC8852610 PCCXPAK5132 1-3/4 51 
PCC8852710 PCCXPAK5136 2D Dil 
PCC8852810 PCCXPAK57 2-1/4 57 


DO NOT EXCEED CAPACITY! 


A 
0.709 
0.866 
1.024 
1.260 
1.417 
2.008 
2.008 
2.244 


2953) 
3.543 
3.937 
4.331 
Die, 
7.480 
7.480 
7.874 


C 
5315 
6.299 
7.087 
7.874 
10.236 
13.780 
13.780 
15.748 


Dimensions (Inches) 


Al 
0.512 
0.630 

pcc0.709 
0.866 
1.024 
1.260 
1.417 
1.575 


B 
2.362 
2.362 
2953) 
3.543 
31937) 
4.331 
5.906 
7.087 
7.480 
7.874 


BI 
0.984 
1.339 
s/s 
1.969 
ZS) 
2.756 
2953 
3.150 


C 
4.331 
4.331 
55) 
6.299 
7.087 
7.874 
10.827 
13.386 
13.780 
15.748 


C1 
2.126 
2.756 
3.346 
4.528 
Spal 
5.906 
6.693 
6.693 


Lbs. Per 


Each 
2.6 
4.9 
7.4 
13.3 
21.9 
51.4 
56.9 
56.9 


Approved for 
Overhead Lifting 
WLL 2 Leg 
Lbs. Per Chain Sling 
Each @60° 
0.8 4,700 
1.2 7,400 
1.8 9,900 
3.3 15,200 
el 26,000 
8.6 39,100 
16.5 61,100 
28.3 74,000 
36.4 103,400 
59.5 156,600 


WLL 3-4 Leg 


Chain Sling 
@60° 


11,200 
14,800 
22,900 
39,000 
58,700 
91,700 
110,900 
155,105 


See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


B 
B1 
C 
a Ss 
A 
Al 


Approved for 


Overhead Lifting 


Sub-Assemblies w/Large Sub-Links 


Trade Size 
Stock # Mfr. # Inches MM A 
PCC8852100 PCCXPUSAK2014 3/4 20 0.787 
PCC8852200 PCCXPUSAK2316 7/8 23 0.906 
PCC8852300 PCCXPUSAK2720 1 i} 1.063 
PCC8852400 PCCXPUSAK3327 1-1/4 33 1.299 
PCC8852500 PCCXPUSAK4033 1-1/2 38 1.496 
PCC8852600 PCCXPUSAK4540 1-3/4 45 WA 72 
PCC8852700 PCCXPUSAK5045 2 50 1.969 
PCC8852800 PCCXPUSAK6050 2-1/4 60 2.362 
Coupling Link : 
Trade Size 
Stock # Mfr. # Inches MM A 
PCC8952900 PCCCLX06 = 7/32 6 0.551 
PCC8953100 PCCCLXO7 9/32 7 0.701 
PCC8953000 PCCCLX08 5/16 8 0.748 
PCC8953210 PCCCLX10 3/8 10 0.937 
PCC8953300 PCCCLX13 = 1/2 3) 1.102 
PCC8953400 PCCCLX16 85/8 16 1.350 
PEES89535110) | PEEELX20!) 3/4 20 1.654 
PCC8953610 PCCCLX22 7/8 22 1.929 
PCC8453700 PCCCLX26 1 22 2.244 


7S WARNING’ 


Dimensions (Inches) 


Bl 
2.756 
3.150 
3.740 
4.331 
5.118 
5.906 
7.087 
7.480 


B C Al 
3.740 6.299 i551 
4.331 6.299 0.630 
4.331 7.480 0.787 
5.118 9.055 1.063 
5.906 10.827 1.299 
7.087 13.386 1.496 
7.480 13.780 72: 
7.874 15.748 1.989 
Dimensions (Inches) 
C O P 
0.709 0.709 0315 
0.787 0.807 0.402 
1.004 0.925 0.453 
1.181 1.083 0.496 
1.417 Syn 0.748 
1.594 1555 0.811 
1.811 1.811 1.142 
2.165 2.283 1.181 
3.346 2.756 2/5) 


DO NOT EXCEED CAPACITY! 
See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


R 
led 
1.988 
2.441 
2.835 
3.437 
4.134 
4.449 
5.236 
a) 


C1 
4.724 
5.512 
6.299 
7.480 
9.055 
10.827 
13.386 
13.780 


Lbs. Per 
Each 


6.4 

6.8 
11.0 
22.0 
Bip 
61.3 
93.0 
132.5 


WLL 3-4 Leg 
Chain Sling 
@ 60° 


11,200 
14,800 
22,900 
39,000 
58,700 
91,700 
110,900 
155,105 


Approved for 
Overhead Lifting 


Lbs. Per 


Each 
0.20 
0.33 
0.45 
0.80 
1.68 
3.25 
5.80 
7.56 
15.68 


Working Load 
Limit (Lbs.) 


3,100 
4,300 
5,700 
8,800 
15,000 
22,600 
35,300 
42,700 
59,600 


Shortening Clutch 


No reduction in working load limit. Presence of a 


chain shape groove for optimal chain position. 


A 
Trade Size a Dimensions (Inches) Mis: Par Working Load 
Stock # Mfr.# — Inches MM A B C D E F G PxL Each Limit (Lbs.) 
P@E8948100)) PEGEXX06| 7/32) 6 | O35 | 0315 |) 0394 | O35 | 10.748 | 1.772) | 01906 | 0:30x0!69 0.46 3,100 
PCC8948200 PCCCXX07 9/32 7 0.374 0.374 0.394 0.374 0.925 2.205 1.142 0.35x0.89 1.06 4,300 
PEE8948300!| PEGEXX08'| 5/116) 8 | 01374 | 01374 | 0.394 | 0374 | 0.925 | 2.205 | 1.142 | 0:39x0189 1.06 5,700 
PCC8948400 PCCCXX10 3/8 10 0.472 0.472 0.571 0.472 1.280 3.071 1.417  0.51x1.24 2.47 8,800 
PEE8948600!) PEGEXK13 | 1/2') 13°) O60 |) 0/610! | 0.709 | O/6110 | 1.732 | 3/543) | 1.378 | 0/63x1.65 4.04 15,000 
PCC8948700 PCCCXX16 5/8 16 0.748 0.827 0.827 0.748 1.969 4.173 1.496  0.83x2.03 6.24 22,600 
Eye Grab Hook 
No reduction in working load limit. Presence of 
a chain shape groove for optimal chain position. 
Chain Size Dimensions (Inches) ibs Per | Wwarking Load 
Stock # Mfr. # Inches MM A D G H M O R Each Limit (Lbs.) 
PCC8927100 PCCCDX06 7/32 6 0.866 0.866 1.398" | Of472- |) 21028 0.40 3,100 
PCC8927200 PCCCDX08 9/32-5/16 7-8 1.181 1.102 1.850 0.669 2.717 0.92 5,700 
PCC8927400 PCCCDX10 3/8 10 1.732 1.339 | 21165) 0866 | 3:406 1.94 8,800 
PCC8927600 PCCCDX13 1/2 13 2.087 1.850 3.189 1.024 4,350 4.30 15,000 
PCC8927700 PCCCDX16 5/8 16 RisyA) | geste | sey 1.260 5.079 7.06 22,600 
PCC8927810 PCCCDX20 3/4 20 3.346 2.520 3.937 1.496 6.024 16.00 35,300 
PCC8927900 PCCCDX22 7/18 DD 3.622 | 2.559) 4.764 | 1.614 | 7.087 16.98 42,700 
PCC8928000 PCCCDX26 | 26 3.937 3.543 5.000 2.165 8386 28.74 59,600 
Eye Sling Hook w/Latch . 
Chain Size Dimensions (Inches) Working 
Lbs. Per Load Limit 
Stock # Mfr. # Inches MM A Al D G H (0) R Each (Lbs.) 
PCC8917100 PCCCAXO6SF 7/32 6 1,024" | 01748" || 01394 | (01630 | 0.787 | 0:807 3.189 0.73) 3,100 
PCC8917200 PCCCAXO8SF 9/32-5/16 7-8 1.299 1.024 0.433 0.748 1.142 0.984 3.976 1.23 5,700 
PCC8917400 PCCCAX10SF 3/8 10 | 1575 1.220 0.630 1.024 1.299 1.339 Sly 2.59 8,800 
PCC8917600 +PCCCAX13SF 1/2 13 ~—- 2.008 1.575 0.748 1.299 1.654 1.693 6.260 4.96 15,000 
PCC8917700 PCCCAX16SF 5/8 (6 | 2205 1.772) 0.965 ESS) 1.969 1.969 7.205 7.89 22,600 
PCC8917800 PCCCAX20SF 3/4 20 ~=—.2.362 2.047 1.063 1.890 2.087 2.165 7.992 14.14 35,300 
PCC8917900 PCCCAX22SF 7/8 22) 2156) |) 2.444 1.142 1.969 2.362 2.362 8.819 17.60 42,700 
PCC8918000 PCCCAX26SF 1 22 ~—-3.031 2.874 1.378 2.362 2.953 2.756 10.118 31.66 59,600 


DO NOT EXCEED CAPACITY! 
See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


Approved for 


Clevis Grab Hook (w/tatch*) 


Stock # 
PCC8928100 
PCC8938100* 
PCC8928200 
PCC8938200* 
PCC8928300 
PCC8938300* 
PCC8928400 
PCC8938400* 
PCC8928610 
PCC8938600* 
PCC8928710 
PCC8938700* 
PCC8928810 
PCC8928910 


Mfr. # 
PCCCFX06 
PCCCFX06S 
PCCCFX07 
PCCCFX07S 
PCCCFX08 
PCCCFX08S 
PCCCFX10 
PCCCFX10S 
PCCCFX13 
PCCCFX13S 
PCCCFX16 
PCCCFX16S 
PCCCFX20 
PCCCFX22 


Approved for 


Overhead Lifting 


Chain Size 
Inches MM 
7/32 6 
9/32 7 
16 = 8 
3/8 10 
1/2 13 
5/8 16 
3/4 | 20 
7/8 = 22 


Clevis Sling Hook w/Latch 


Stock # 
PCC8918100 
PCC8918200 
PCC8918300 
PCC8918400 
PCC8918600 
PCC8918700 
PCC8918800 
PCC8918900 


Mfr. # 
PCCCBXO6SF 
PCCCBXO7SF 
PCCCBXO8SF 
PCCCBX10SF 
PCCCBX13SF 
PCCCBX16SF 
PCCCBX20SF 
PCCCBX22SF 


Chain Size 
Inches MM 
7/32 6 
9/32 7 
5/16 8 
3/8 10 
1/2 13 
5/8 16 
3/4 20 
7/8 22 


A 


0.310 


0.390 


0.394 


0.512 


0.669 


0.748 


0.920 
1.024 


0.394 


0.394 


0.512 


0.669 


0.748 


0.906 
1.024 


0.449 


0.429 


0.591 


0.689 


0.720 


0.866 
0.984 


DO NOT EXCEED CAPACITY! 
See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


Dimensions (Inches) 


G 


0.866 


1.181 


1.181 


1.732 


2.087 


2.520 


3.346 
3.622 


H 


0.866 


1.102 


1.102 


1.339 


1.850 


2.362 


Zio 59) 
2.677 


M 


1.398 


1.850 


1.850 


2.165 


PxL 


0.295 x 0.689 


0.354 x 0.886 


0.394 x 0.886 


0.512 x 1.240 


0.630 x 1.654 


0.827 x 2.028 


0.945 x 2.421 
1.024 x 2.835 


2.579 


235) 


3.146 


4.150 


4.402 


4.646 
6.063 


Dimensions (Inches) 


C 
0.315 
0.394 
0.394 
0.531 
0.669 
0.866 
1.024 
1.142 


G 
0.591 
0.748 
0.748 
0.984 
1.181 
1.457 
2.008 
1.969 


H 
0.787 
1.102 
EO? 
1.299 
las/'5) 
1.890 
2.047 
2.480 


PXL 
0.295x0.689 
0.354x0.886 
0.394x0.886 
0.512x1.161 
0.630x1.457 
0.787x2.047 
0.945x2.874 
1.024x2.835 


Lbs. 
Per 
Each 


0.44 


1.06 


1.02 


2.20 


4.70 


7.98 


11.47 
17.20 


Lbs. 
Per 
Each 


0.66 

1.40 

1.38 

2.60 

472 

7.60 

15.20 
20.22 


Working 
Load Limit 
(Lbs.) 


3,100 


4,300 


5,700 


8,800 


15,000 


22,600 


35,300 
42,700 


Working 
Load Limit 
(Lbs.) 


3,100 
4,300 
5,700 
8,800 
15,000 
22,600 
35,300 
42,700 


Approved for 
Overhead Lifting 


Eye Self-Locking Hook 


Chain Size Dimensions (Inches) Working 
Lbs. Per Load Limit = 2 
Stock # Mfr. # In MM A D G H 0 R T Each (Lbs.) Swivel Self-Locking Hook 
PCC8997100 | PCCCROX06 7/32 6 | 1102 | 0.433 | 0630 | 0.827 | 0.827 | 4.291 | 1.378 | 1.20 3,100 Chain Size Dimensions (Inches) Working 
Lbs. Per Load Limit 
PCC8997200 PCCCROX08 9/32-5/16 7-8 1.339 0472 0.787 1.024 0.984 5.315 1.693 1.95 5,700 Stock # Mfr. # Inches =MM A B D G H R O Each (Lbs.) 
PCC8997400 PCCCROX10 3/8 10 | 1.772) 01630 | 0.984 | 1.181 | 1.299 | G.él4 | 2.205 | 3:36 8,800 PCC8999100 —PCCCRGX06 7132 6) 12102) ) O!S06)) Gis 12)) Ol680) ) 0'827— | 62205) 1417), 2200 3,100 
PCC8997600 PCCCROX13 1/2 13. 2.008 0.787 1.378 1.575 1.575 8.071 2.717 7.24 15,000 PCC8999200 PCCCRGX08 9/32-5/16 7-8 1.339 1.063 0.512 0.787 1.024 7.165 1.417 2.72 5,700 
PCC8997700 PCCCROX16 5/8 16 2362 1.063 1417 1969 1.969 9882 3.150 13.25 22,600 PCC8999400 = PCCCRGX10 3/8 10) 1.7725) 1.378") 06307) 0984") 1.181) | 8.5435) 1.654) 4:78 8,800 
PCC8997800 PCCCROX20 3/4 20 2.756 «1.181 2362 2638 2.362 11.417 3.543 2344 35,300 PCC8999600 = PCCCRGX13 1/2 130 2.126 =1.693 0.827 1.378 =61.575 10.669 1.969 9.73 15,000 
PCC8997900 PCCCROX22 7/8 Ve \0) 1.260 2.441 2.756 2.756 12.677 3.937 29.84 42,700 PCC8999700 PCCCRGX16 5/8 16 2.441 2.283 0.945 1.496 1-969" | 127598) | 2.444 16.96 22,600 
L 
sai 
v \ 
p a re 1 
FN RUG C 
Approved for Wor. 
Overhead Lifting 5 ak. 
T A 
H 
YUU 
G 
Clevis Self-Locking Hook 
Chain Size Dimensions (Inches) Working Eye Foundry Hook 
Lbs. Per Load Limit rae : , . 
Stock # Mfr.# Inches MM A B C G H R T PxL Each __(Lbs.) Chain Size Dimensions (Inches) heBerl code 
PCC8998100 PCCCRFX06 7/32 6 1.102 0.276 0.315 0.630 0.827 3.701 1.378 0.295x0.689 1.15 3,100 Stock # Mfr. # Inches MM A D G H O R Each (Lbs.) 
PCC8998200 PCCCRFXO7 9/32 7 ~~ 1.339 0.354 0.394 0.787 1.024 4843 1.693 0.354x0.886 2.08 4,300 PCC8977100 | PCCCYX06 7/32 6 2.106 0.453 0.866 1.024 0.591 4.035 1.32 3,100 
PCC8998300 PCCCRFXO8 5/16 8 1.339 0.354 0.394 0.787 1.024 4843 1.693 0.394x0.886 2.12 5,700 PCC8977200 PCCCYX08 —-9/32- 5/16 7-8 2.520 0.531 0.984 1.142 0.709 4.921 2.36 5,700 
PCC8998400 PCCCRFX10 3/8 10 1.772 0.472 0.551 0.984 1.181 5.630 2.205 0.512x1.240 3.40 8,800 PCC8977400 PCCCYX10 3/8 10 2.992 0.551 0.906 1.181 1.260 5.906 252 8,800 
PCC8998600 PCCCRFX13. 1/2 13 2.008 0.591 0.669 1.378 1.575 7.087 2.717 0.630x1.654 6.70 15,000 PCC8977600 = PCCCYX13 1/2 13 3.504 0.748 1.496 1.575 1.063 6.811 7.60 15,000 
PCC8998700 PCCCRFX16 5/8 16 2.362 0.748 0.748 1417 1.969 8465 3.150 0.827x2.028 13.23 22,600 PCC8977700 = PCCCYX16 5/8 16 4.016 0.945 72 1.890 1.850 8.268 11.50 22,600 
PCC8998800 PCCCRFX20 3/4 20 2.756 0.906 1.024 2.362 2.638 9.961 3.543 0.945x2.874 2448 35,300 PCC8977800 PCCCYX20 3/4 20 4.488 1.102 2.126 2.362 2.205 10.236 23.46 35,300 


PCC8998900 PCCCRFX22 87/8 22. 3.228 «1.024 =1.260 2441 2.756 11.299 3.937 1.024x2.835 29.66 42,700 


DO NOT EXCEED CAPACITY! DO NOT EXCEED CAPACITY! 
See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


Latch Kits for Sling Hooks 


Chain Size 
Stock # Mfr. # Inches MM Use With Stock # 
PCC8910077 PCCCKSX06 6 PCC8917100, PCC8918100 
7/32 


PCC8910177 PCCCKSX08 9/32- 7-8 PCC8917200, PCC8918200, 
5/16 PCC8918300 


PCC8910277 PCCCKSX10 3/8 10 PCC8917400, PCC8918400 
PCC8910377 PCCCKSX13. 1/2, 13. PCC8917600, PCC8918600 
PCC8910477 PCCCKSX16 5/8 16 PCC8917700, PCC8918700 
PCC8910577 PCCCKSX20 93/4. 20 = PCC8917800, PCC8918800 


Clevis Foundry Hook 


Chain Size Dimensions (Inches) Working PCC8910677 PCCCKSX22 7/8 22 PCC8917900, PCC8918900 
Lbs. Per Load Limit 
Stock # Mfr. # Inches MM A B C G H R PxL Each (Lbs.) SASS ce PeCeats000 
PCC8987100 | PCCCYFK06| 7/32 | 6 | 2.106 | 0.335 | 0256 | 0866 | 1024 | 3583 | 0295x0689 | 1.42 3,100 Latch Kits for Self- 
PCC8987200 PCCCYFXO7 9/32 7 2520 0.394 0.453 1.024 1.220 4.740 0354x0886 240 4,300 Latch Kits for Shortening Clutch Locking Hooks 
PCC8987300 PCCCYFXO8 5/16 8 2.520 0394 0453 1.024 1220 4740 0394x0886 2.43 5,700 aianrsie aaase 
PCC8987400 PCCCYFX10 3/8 10 2.992 0512 0591 1.181 1339 5.157 0512x1.240 3.84 8,800 er eas ‘Tincnee Ea iieennehvcraciw! ue see, Iincreclii|  weeedwnceeiet 
Pec8e87600 | PCCCYFX13| 1/2 | 13 | 3.504 | 0.600 | G.689 | 1.575 || 1.752| 5.827 | O.630x 1.654 | 830 15,000 SSESOION (RECO OUE IESE CEEOVEMGLA 5C899019511 PCCCKSLOOE P PCC8997 100, 
PCC8987700 PCCCYFX16 5/8 16 3.976 0.748 0.846 1.772 1.988 7.815 0.827x2.028 12.68 22,600 PCC8948299 PCCCKXO7 9/32 7 PCC8948200 7/32 aan 
PCC8948399 PCCCKX08 5/16 8 PCC8948300 PCC8990299 PCCCKSLX08 9/32- 7-8 PCC8997200, 
5/16 PCC8998200, 
PCC8948499 PCCCKX10 3/8 10 PCC8948400 pr Eeaeaor 
PCC8948699 PCCCKX13 1/2 13 PCC8948600 PCC8999200 
Pins for Clevis Hooks PCC8948799 PCCCKX16 5/8 16 PCC8948700 PCC8990399 PCCCKSLX10 38 10 PCC8997400, 
PCC8998400, 
Chain Size PCC8999400 
Stock # Mfr. # Inches MM Use With Stock # a a ec ecoscoe 
4 PCC8928100, PCC8948100, _eEeEaSaSaSaSaSaSaSaSaaa PCC8999600 
2 ey iceecariion pecaaesio0 PCC8991599 PCCCKSLX16 5/8 16 PCC8997700, 
1 PCC8998700, 
PCC8910199  PCCCKPXO6B 7/32 6 a Ae 
PCC8910299 PCCCKPXO7 9/32 7 PCC8948200, PCC8987200, PCC8991699 PCCCKSLX20 3/4 20 Beene 
PCC8998200 
PCC8918300, PCC8928300, eee | NOS? Tienes Boece ae 
PCC8910399 PCCCKPXO8 5/16 8 PCC8948300, PCC8987300, 
PCC8998300 
PCC8991399 PCCCKPX10 3/8 10 PCC8948400, PCC8998400 Spare Pin $ Color Set 
PCC8910499 PCCCKPX1OF 3/8 10 PCC8928400, PCC8987400 <—_ 
PCC8990599  PCCCKPX13. ~—«-:1/2.-:«113.-«~PCC8948600, PCC 8998600 Chain Size . 
PCC8910599  PCCCKPX13B 2 13 PCC8918600 Stock # Mfr. # Inches MM Use With Stock # 
PCC8911599  PCCCKPX13F 1/2 13. PCC8928610, PCC8987600 PCC8952999 PCCCLKX06 7/32 6 PCC8952900 
PCC8910699 PCCCKPX16 5/8 16 PCC8948700, PCC8998700 PCC8953199 PCCCLKXO7 9/32 7 PCC8953100 
peesoiecer NReeeneeen Ge Tae See eaIeIO PCC8953099 PCCCLKX08 5/16 8 PCC8953000 
PCC8916699 PCCCKPXI6F 5/8 16 PCC8928710, PCC8987700 PCC8953299 PCCCLKX10 3/8 10 PCC8953210 
SEESaree: leceaveee: |-Siatl 30 PEEREAeS TO PCC8953399 PCCCLKX13. 1/2 13 PCC8953300 
PCC8910799  PCCCKPX20B 3/4.-:«-20:~-PCC8918800, PCC8998800 PCC8953499 PCCCLKX16 5/8 16 PCC8953400 
PCC8953589 PCCCLKX20 3/4 20 PCC8953510 
j PCC8918900, PCC8928910, 
PCC8910899 — POCCKPX22 7/8 22 PCC8998900 PCC8953699 PCCCLKX22 7/8 22 PCC8953610 


DO NOT EXCEED CAPACITY! DO NOT EXCEED CAPACITY! 
See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


HD Alloy Square 


Truck Chain 


Quik Grip HD Alloy cross chains are made from high grade 
manganese alloy steel. Alloy tire chains wear considerably longer 
than regular carbon steel chains. This makes them ideal for trucks 
that use their chains often and/or for extended periods of time. 
The “square rod” links have more gripping power than round 
rod chains. The heavy duty cross chains will out perform any 
traditional ladder link chain on the market, lasting longer and 
providing much more aggressive traction. 


HD ALLOY SQUARE ROD FEATURES: 


m Short pitch (length). 7mm or 8mm square rod cross chain links. 


w Bell shaped cross chain end hooks. 
a Yellow zinc finish. 


CAM tool (QG20095) included in each bag of chain. 
Square Rod Alloy Highway Serivce Dual/Triple CAM (truck) 


© 


YO" 


oO” 


=aB 


Oo 


ee 
ee 


SG 


> 


Weight Cross Chain Side Chain 
per pair Dia. No. of Dia. Fastener 
Stock# **Partial listing of tire sizes (Ibs.) | CCStock# (mm) links = CC Hook# CC Stock# —(in.) Stock# 
PCCQG2143  275/75-22.5, 275/80-22.5, 61.20 |PCCQG6155) 7 15 | PCCQG20154 | PCCQG30160 0.281 PCCQG20186 
285/75-22.5, 295/70 22.5, 295/75-22.5 
PCCQG2145_ 10.00-20, 10.00/90-20, 11-22.5, 61.50 |PCCQG6153) 7 13) | PCCQG20154 | PCCQG30160 0.281 PCCQG20186 
285/70-24.5, 305/70-22.5, 315/70-22.5 
PCCQG2147 275/80-24.5, 285/75-24.5 65.50 |PCCQG6155) 7 15. | PCCQG20154 | PCCQG30160 0.281 PCCQG20186 
PCCQG2149 10.00-22, 11-24.5 65.40 PCCQG6153, 7 13, | PCCQG20154 | PCCQG30160 0.281 PCCQG20186 
PCCQG2151  11.00-20, 12-22.5, 285/80-22.5, 61.00 PCCQG6160 8 9 PCCQG20154 PCCQG30160 0.281 PCCQG20186 
285/80-24.5, 295/80-22.5, 305/80-22.5 
PCCQG2155. 11.00-22, 12.00-20, 12.75-22.5, 63.00 PCCQG6163 8 11. | PCCQG20154 | PCCQG30160 0.281 PCCQG20186 


305/75-24.5, 305/85-22.5, 315/80-22.5 
Packaged: 7 pair per bag Order unit: Pair 


Square rod links ¥ fe 1 


Square Rod Alloy Highway Serivce Dual/Triple CAM (truck) 


Weight Cross Chain Side Chain 
per No. 
air Dia. of Dia. Fastener 
Stock# **Partial listing of tire sizes Ibs.) © CCStock# (mm) links CC Hook# CC Stock# = (in.) Stock# 
PCCQG4143 275/75-22.5, 275/80-22.5, 285/75-22.5, 109.70 PCCQG6155, 7 15 PCCQG20154 | PCCQG30160 0.281 PCCQG20186 
295/70-22.5, 295/75-22.5 
PCCQG4145 | 10.00-20, 10.00/90-20, 11-22.5, 109.50 | PCCQG6153, 7 13 PCCQG20154 | PCCQG30160 0.281 PCCQG20186 
285/70-24.5, 305/70-22.5, 315/70-22.5 
PCCQG4147  275/80-24.5, 285/75-24.5 117.60 |PCCQG6155| 7 15 | PCCQG20154 | PCCQG30160 0.281 PCCQG20186 
PCCQG4149 | 10.00-22, 11-24.5 116.80 |PCCQG6153, 7 13 PCCQG20154 | PCCQG30160 0.281 PCCQG20186 


Packaged: 1/2 pair per bag Order unit: Pair 


Z\ WARNING: 


DO NOT EXCEED CAPACITY! 
See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


So 


Wide Base Mud Service, Skid Steer 
& Skid Loader Chain 


Stock# 
PCC0341055 
PCC0341056 
PCC0341095 
PCC0341096 
PCC0342755 
PCC0342756 


PCC0342955 
PCC0342956 
PCC0342995 
PCC0342996 
PCC0343555 
PCC0343556 
REGIS 55 


= Chain tighteners are NOT required 
m Square link alloy & heavy twist link 


QIK 
bRIP 


a 2 link & 4 link 
Spacing **Partial listing of tire sizes CC Stock# 
4 Link PCC0625110 
2 Link 7.50-16, 8.00-16, 10x15, 10-16.5NHS, 29-12.00NHS, 29x13.50x15, 38x10x18, 235/70-15, PCC0625110 
235/80-16, 235/75-16.5, 245/75-16, 245/70-17.5, 255/75-15, 255/70-16, 265/70-15, 
Alink 265/75-15, 265/60-17, 275/55-17, 275/60-17 mee 
2 Link --- 
4Link | 10-17.5NHS, 11x15, 29x12.5-16, 31x10.50-15, 31x10.50-16.5, 31x11.50-15, 31x12x16.5, PCC0642610 
Link 32x12-16, 32x12x16.5, 235/85-16, 235/80-17, 265/70-17, 255/75-16, 255/70-17, 265/70-16, PCC0642610 
INK 275/70-16, 275/45-20, 285/70-15, 285/60-16 
Alink 12x15, 12-16.00, 12-16.5NHS, 12.5-15, 31x13.50-15, 31x13-16.5, 31.5x12.5-15, PCC0643410 
ine 31.5x13-16.5, 32x11.5-15, 33x10.5-15, 33x12.5-15NHS, 33x12.5-16.5, 33x12.50-16, PCC0643410 
35x7.50-16.5, 265/85-16, 275/75-16, 285/70-16, 285/75-16, 295/75-16, 305/70-16, 
ALink 315/70-15, 325/60-15, 345/55-16 oe 
2 Link --- 
Alink 11-17.5, 12.5x80-18, 14-17.5NHS, 14-17.5SS, 35x12.5-15, 35x12.5-16, 35x12.5-16.5, 35x12.5-  PCC0643610 
2 Link 18, 36x13.5-15NHS, 36x12.5-16.5, 37x12.5-15, 305x85-16, 305x70-16.5, 305/70-19.5 
Alink 33x15.5x16.5 PCC0644610 


Packaged: 7 pair per bag Order unit: Pair 


ee 


Weight per 
pair (Ibs.) 
34.00 
50.00 
45.00 
67.00 
58.00 
99.00 


61.00 
99.00 
55.00 
92.00 
70.00 


67.00 


A a Chain tighteners (PCCQG20070 - 10"-14" tires; and PCCQG20074 - 15"-17.5" tires) are recommended, sold separately. 
)) w Heavy duty twist link cross chains & 5.5mm square rod cross chains. 


Stock# 
PCC1191055 


PCC1192055 


PCC1193055 
PCC1195055 
PCC1196055 
PCC1197055 
PCC1198055 
PCC1199055 
PROCESS 
PCCQG0103 
PCCQGO0107 


PCCQGO111 
PCCQGO0117 


PCCQG0125 
PCCQG0129 
PCCQG0137 


Weight Cross Chain Side Chain 
per Dia. No. 
air (in. & of Dia. Fastener 
**Partial listing of tire sizes Ibs.) | CCStock# mm) links CC Hook# SC Stock# —(in.) Stock# 
6.50-10, 23x9.00x10, 5.70x12, 6x12, 15.00 PCC0621810 0.234 8 | PCCQG20051 PCCQG30040 0.219 PCC2034020 
23x5.70x12, 5.00x14 
7.50-10, 25x8.5x14, 25x7.5-15, 19.00 PCCQG6221 0.234 10 PCCQG20051 PCCQG30040 0.219 PCC2034020 
23x9.00x15, 27x8x16 
7.00-12, 27x8.50x15 20.00 PCCQG6221 0.234 10 PCCQG20051 PCCQG30040 0.219 PCC2034020 
7.00-15, 28x8.50x15, 28x9-15, 29x8-15. = 22.00 —PCCQG6221 0.234 10 PCCQG20051 PCCQG30040 0.219 PCC2034020 
7.50-15, 28x12-15, 7.5-16 26.00 PCCQG6225 0.234 12 PCCQG20051 PCCQG30040 0.219 PCC2034020 
8.15-15, 23x12.5x15 20.00 PCCQG6225 0.234 12 PCCQG20051 PCCQG30040 0.219 PCC2034020 
8.25x15 28.00 PCCQG6225 0.234 12 PCCQG20051 PCCQG30040 0.219 PCC2034020 
250-15, 27x10.50-15 24.00  PCCQG6225 0.234 12 PCCQG20051 PCCQG30040 0.219 PCC2034020 
14-17.5 45.00 PCCQG6259 0.281 12 PCCQG20053 PCCQG30060 0.281 PCC2006520 
6x12, 6.50-10 14.60 PCCQG6046 5.5 11. | PCCQG20151 PCCQG30040 0.219 PCCQ620061 
7.50-10, 23x9-15, 25x7.5-15, 25x8.5- 15.00 PCCQG6046 5.5 11. | PCCQG20151 PCCQG30040 0.219 PCCQ620061 
14SS 
7.00-15NHS, 27x8.5015NHS, 28x9-15, 19.75  PCCQG6046 5.5 11. | PCCQG20151 PCCQG30040 0.219 PCCQ620061 
29x8-15, 29x9-15, 30x8-15NHS, 7.00x12 
7.50-15, 7.50-16, 27x10.50-15NHS, 23.40 PCCQG6046 5.5 11. | PCCQG20151 PCCQG30040 0.219 PCCQ620061 
28x12-15 
23x10.5-12 17.60 PCCQG6048 5.5 13 | PCCQG20151 PCCQG30040 0.219 PCCQ620061 
27x10.5-15, 250-15 21.45 PCCQG6048 5.5 13 | PCCQG20151 PCCQG30040 0.219 PCCQ620061 
8.25-15NHS 26.85  PCCQG6048 5.5 13 | PCCQG20151 PCCQG30040 0.219 PCCQ620061 


Packaged: 7 pair per carton Order unit: Pair 


Z\ WARNING 


DO NOT EXCEED CAPACITY! 
See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


VIdUei 
AVatheir let 


Vz 
Vy; 
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* NOTE: 2 link spating-available 


Grader, Scrapers & Heavy Equipment - Type OTR (off Road Use) 


Stock# 
PCC0261220 


PCC0261520 


PCC0262420 
PCC0262720 
PCC0263320 


PCC0263620 


PCC0264220 
PCC0264520 
PCC0264820 
PCC0265120 
PCC0265420 
PCC0265720 
PCC0266020 


PCC0266320 
PCC0266620 
PCC0267220 
PCC0267520 


**Partial listing of tire sizes 


12x25, 13.00-24, 13.00-25, 14.00-20, 
14.00-21, 15.5x25, 16.9-20, 380/70-28 


12.4-32, 14.00-24, 14.00-25, 14.9-26, 
385/95-25 


16.00-20, 16.00-21, 17.5-25, 445/95-25 
16.00-24, 16.00-25, 560/65-24 


20.5-25, 540/60-30, 555/70-25, 
700x40x22.5, 560/65-25, 540/65-28 


18.00-24, 18.00-25, 18.00-26, 520/70-34, 


525/80-25 
18.00x33 


23.5-25, 25.5x25, 625/70-25, 28x26 
21.00-24, 21.00-25 

21.00x28/29, 750/65-25 

21.00x35 

26.5x25 


24.00x25, 26.5x29, 30.5x32, 620/70-42, 
650/-42 


24.00x29, 710/70-38 
24.00x33, 850/55-42 
29.5x25 
29.5x29 


Packaged: 7 pair per drum Order unit: Pair 


Grader, Scrapers & Heavy 
Equipment - Type OTR (off Road Use) 


Stock# 
PCCQG2612 


PCCQG2615 
PCCQG2624 
PCCQG2627 


PCCQG2633 
PCCQG2636 


PCCQG2645 
PCCQG2648 


**Partial listing of tire sizes 


13.00-24, 13.00-25, 14.00-20 GRADER, 
14.00-21, 16.9-20, 380/70-28 


12.4-32, 14.00-24 GRADER, 14.00-25, 
14.9-26, 385/95-25 


16.00-20 GRADER, 16.00-21 GRADER, 
175-25 


16.00-24 GRADER, 16.00-25 GRADER, 
445/95-25 


20.5-25, 540/60-30, 555/70-25 


18.00-24, 18.00-25, 18.00-26, 
520/70-34 


2315-25 
211-24, 21.00-25 


Packaged: 1/2 pair per bag Order unit: Pair 


7 WARNING: 


Weight Cross Chain 
per No. 
air Dia. of 
Ibs.) | CCStock# (mm) links) CC Hook# 
110.00 PCCO742210 0.375. 17  PCC2005510 
118.00 PCCO742210 0.375, 17  PCC2005510 
164.00 PCC0664010 0.437. 15 PCC2005710 
178.00 PCC0664010 0.437, 15  PCC2005710 
188.00 PCC0665010 0.437. 19 PCC2005710 
210.00 PCC0665010 0.437. 19 PCC2005710 
246.00 PCC0665010 0.437. 19 PCC2005710 
344.00 PCC0675010 0.531. 19 PCC2005410 
366.00 PCC0675010 0.531. 19 PCC2005410 
388.00 PCC0675010 0.531. 19 PCC2005410 
432.00 PCC0675010 0.531 19 | PCC2005410 
430.00 PCC0675310 0.531 22 | PCC2005410 
454.00 PCC0675310 0.531 22 | PCC2005410 
480.00 PCC0675310 0.531 22 | PCC2005410 
530.00 PCC0675310 0.531. 22 PCC2005410 
486.00 PCC0675610 0.531 26 PCC2005410 
514.00 PCC0675610 0.531. 26 PCC2005410 
Weight Cross Chain 
per No. 
pair Dia. of 
(lbs.) CC Stock# (mm) links CC Hook# 
112.00 PCCQG6630R 0.375 17 PCCQG20055 
125.00 PCCQG6630R 0.375 17 PCCQG20055 
160.00 PCCQG6640 0.437. 15 PCCQG20058 
184.00 PCCQG6640 0.437. 15 PCCQG20058 
198.00 PCCQG6650 0.437. 19 PCCQG20058 
212.00 PCCQG6650 0.437. 19 PCCQG20058 
326.00 PCCQG6660 0.531 20 PCCQG20059 
348.00 PCCQG6660 0.531 20 PCCQG20059 


DO NOT EXCEED CAPACITY! 
See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


Pr LIS 


Side Chain 


CC Stock# 
PCC3007010 


PCC3007010 


PCC300901 
PCC300901 
PCC3009010 


S| & 


PCC3009010 


PCC3009010 
PCC3009510 
PCC3009510 
PCC3009510 
PCC3009510 
PCC3009510 
PCC3009510 


PCC300951 
PCC300951 
PCC300951 
PCC300951 


QUIK 
bRIP 


Dia. 
(in.) 
0.312 


0.312 


0.375 
0.375 
0.375 


0.375 


0.375 
0.437 
0.437 
0.437 
0.437 
0.437 
0.437 


0.437 
0.437 
0.437 
0.437 


Fastener 
Stock# 


PCC2006520 


PCC2006520 


PCC2009320 
PCC2009320 
PCC2009320 


PCC2009320 


PCC2009320 
PCC2009320 
PCC2009320 
PCC2009320 
PCC2009320 
PCC2009320 
PCC2009320 


PCC2009320 
PCC2009320 
PCC2009320 
PCC2009320 


Side Chain 


CC Stock# 
PCCQG30070 


PCCQG30070 
PCCQG30090 
PCCQG30090 


PCCQG30090 
PCCQG30090 


PCCQG30100 
PCCQG30100 


Dia. 
(in.) 
0.312 
0.312 
0.375 
0.375 


0.375 
0.375 


0.437 
0.437 


Fastener 
Stock# 
PCCQG20065 
PCCQG20065 
PCCQG20066 
PCCQG20066 


PCCQG20066 
PCCQG20066 


PCCQG20066 
PCCQG20066 


ee 


= 108 Series Hi-Way chains use 
a heavy duty cross chain for 
longer wear under extreme 


conditions. 


* NOTE: Order unit is piece - 2 pieces equal 1 pair. 


Stock# 
PCC1081010 
PCC 1082010 
PCC 1082210 


PCC1083010 


PCC1083210 
PCC1083510 
PCC 1084410 
PCC 1084610 


PCC 1084910 
PCC1085410 


PCC1087110 


PCC1087710 


PCC1087910 


PCC 1088010 
PCC 1088210 
PCC 1088310 
PCC1088410 
PCC 1088510 
PCC 1088610 
PCC 1088710 
PCC 1088810 
PCC 1088910 
PCC1089110 
PCC1089310* 
PCC 1089410 
PCC 1089510 
PCC1089710 
PCC 1089810 
PCC1089910* 


**Partial listing of tire sizes 
8.3x22, 8.3x24, 8x24 
8.3x28, 9.5x24 
12.5x18, 12.5x80x18, 
11.2x24, 9.5x28 
400x70-18, 340/80-20, 
12.4x24 
10x28, 11.2x28, 9.5x32 
13.5x16.1, 13.6x16 
LAS, 11ASS, 112s 
13.6x24, 12.4x28, 11.2x30, 
340/85-24 
320/85/-34, 12.4x36, 12.4x38 
380/85-34, 13.9x36, 13.6x38, 
290/90-42, 11x42 
44x16x20, 14.9x24, 380/85- 
24, 420/70-24, 13.6x28 


14.9x26, 14.9x28, 380x85-28, 


420/70-28 

16.9x24, 16.9x26, 17.5x24, 
420/80-26, 420/70-30, 
425/85-26 

460/85-38, 18.4x42 
18.4x24, 18.4x26, 19.5x24 
18.4x16.1 

18.4x28 

18.4x30 

14.9x38, 380/80-38 
21Lx24, 18.4x34 

16.9x34, 15.5x38 
18.4x46, 480/80-42 
16.9x38 

20.8x42 

16.9x28, 16.9x30 
23.1x26, 600/65-28 
23.1x34, 24.5x32 

18.4x38, 14.9x46 

20.8x38 


Weight 
per 
air 
Ibs.) 
30.00 
35.00 


38.00 
42.00 


39.00 
32.00 
52.00 
43.00 


53.00 
59.00 


48.00 
54.00 


53.00 


103.00 
73.00 
55.00 
76.00 
82.00 
62.00 
87.00 
64.00 

108.00 
68.00 

113.00 
57.00 
98.00 

110.00 
98.00 

108.00 


HiWay Tractor Chains 108 Series 


CC Stock# 
PCC0981110 
PCC0981110 
PCC0981210 


PCC0981410 


PCC0981210 
PCC0981610 
PCC0981210 
PCC0981410 


PCC0981410 
PCCO0981610 


PCC0981610 


PCC0981610 


PCC0981910 


PCC0981710 
PCC0981710 
PCC0981710 
PCC0981710 
PCC0981710 
PCC0981910 
PCC0981710 
PCC0981910 
PCC0981710 
PCC0981910 
PCC0985510 
PCC0981910 
PCC0982210 
PCC0982210 
PCC0981710 
PCC0985510 


Cross Chain 


Dia. 
(mm) 
0.375 
0.375 


O75 
O75 


O75 
0.375 
0875 
0.375 


0.375 
0S75 


0.375 
0375 


OS75 


0.437 
0.437 
0.437 
0.437 
0.437 
O75 
0.437 
0.375 
0.437 
0.375 
0.437 
0.375 
0.437 
0.437 
0.437 
0.437 


No. 
of 
links 


10 
13 
13 


16 


14 


19 
13 
10 
14 
lip 
18 
16 
iI 
20 
18 
20 
13 
14 
Wd 
18 
19 


CC Hook# 
PCC2005510 
PCC2005510 
PCC2005510 


PCC2005510 


PCC2005510 
PCC2005510 
PCC2005510 
PCC2005510 


PCC2005510 
PCC2005510 


PCC2005510 


PCC2005510 


PCC2005510 


PCC2005710 
PCC2005710 
PCC2005710 
PCC2005710 
PCC2005710 
PCC2005510 
PCC2005710 
PCC2005510 
PCC2005710 
PCC2005510 
PCC2005710 
PCC2005510 
PCC2005710 
PCC2005710 
PCC2005710 
PCC2005710 


Side Chain 


CC Stock# 
PCC3007110 
PCC3007010 
PCC3007110 


PCC3007010 


PCC3007110 
PCC3007110 
PCC3007010 
PCC3007110 


PCC3007110 
PCC3007110 


PCC3007110 


PCC3007010 


PCC3007110 


PCC3007110 
PCC3007110 
PCC3007110 
PCC3007110 
PCC3007110 
PCC3007110 
PCC3007110 
PCC3007110 
PCC3007110 
PCC3007110 
PCC3007110 
PCC3007110 
PCC3009010 
PCC3007110 
PCC3007110 
PCC3007110 


Packaged: 7 pair per bag (*1/2 pair per drum) Order unit: Piece *NOTE: Order unit is piece - 2 pieces equal 1 pair 


Z\ WARNING 


DO NOT EXCEED CAPACITY! 
See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


Dia. 
(in.) 
O.312 
Orie 


O32 
0.312 


O32 
0.312 
O32 
0.312 


312 
O32 


O.312 
O32 


O32 


0.312 
O32 
0.312 
0.312 
0.312 
O32 
O32 
O32 
0.312 
O32 
0.312 
O32 
0.375 
0.312 
0.312 
0.312 


Fastener 
Stock# 


PCC2006420 
PCC2006420 
PCC2006420 


PCC2006420 


PCC2006420 
PCC2006420 
PCC2006420 
PCC2006420 


PCC2006420 
PCC2006420 


PCC2006420 


PCC2006420 


PCC2006420 


PCC2009320 
PCC2009320 
PCC2009320 
PCC2009320 
PCC2009320 
PCC2006420 
PCC2009320 
PCC2006420 
PCC2009320 
PCC2006420 
PCC2009320 
PCC2006420 
PCC2009320 
PCC2009320 
PCC2009320 
PCC2009320 


Vid UCT 


ATicCiMGda 


NOT for highway use. 


a Adjacent cross chains interconnected to prevent cross 
chain from dropping into the grooves of the tire tread. 
Maximum traction in extreme mud or snow conditions. 


* NOTE: Order unit is piece / 2 pieces equal 1 pair. 
Duo-Trac Tractor Chain - 107 Series (off Road Use) 


Weight Cross Chain Side Chain 
per No. 
pair Dia. of Dia. Fastener 
Stock# **Partial listing of tire sizes (Ibs.) | CCStock# (mm) links CC Hook# SC Stock#  (in.) Stock# 
PCC1070010 7x12 11.00 PCC0960810 0.234. 9 PCC2005110 PCC3004010 0.234 PCC2034020 
PCC1070110 | 7x14, 25x8.50x14 22.00 PCCO960810 0.234. 9 PCC2005110 PCC3004010 0.234 PCC2034020 
PCC1070210 7x16, 6.00x16 13.00 PCC0960810 0.234. 9 PCC2005110 PCC3004010 0.234 PCC2034020 
Ladder Style Farm Tractor - Type OTR PCC 1070310 | 8x16, 8.3x16 15.00 PCC0961010 0.234. 11 PCC2005110 PCC3004010 0.234 PCC2034020 
acne caer Side Chain PCC1070710 9.5x16, 29x12.5x16 32.00 PCCO970810 0.375, 9 PCC2005110 PCC3007010 0.312 PCC2006420 
Bet ne PCC1070810 | 31x15.50x15, 11.2x16, 8.3x22 38.00 PCCO970810 0.375, 9 PCC2005110 PCC3007010 0.312 PCC2006420 
a _ air Dia. of Dia. Fastener PCC1070910 12.4x16, 12x16.00, 12.5x16, 9.5x20 40.00 PCC0970810 0.375. 9 PCC2005110 PCC3007010 0.312 PCC2006420 
Stock# **Partial listing of tire sizes lbs.) CC Stock# (mm) links CC Hook# SC Stock# —(in.) Stock# PCC1071010 83x24. 8x24 40.00 PCC0970810 0.375. 9 PCC2005110 PCC3007110 0.312 PCC2006420 
PCCQG0822* 8.3-24 65.50 PCCQGE435 0.375 11 | PCCQG20054 PCCQG30070 0.312 PCCQG20065 PCC1071210 12x16.5 34.00 PCC0970810 0.375. 9 PCC2005110 PCC3007010 0.312 PCC2006420 
PCCQG0832 | 7.2-24, 9.5-24 71.00 | PCCQG6435 0.375 11 PCCQG20054 PCCQG30070 0.312 PCCQG20065 PCC1072010 9.5x24, 340/80-18 45.00 PCC0971010 0.375, 11 PCC2005110 PCC3007110 0.312 PCC2006420 
PCCQG0834_12.5/80-18 72.00 PCCQG6445 0.375. 14 PCCQG20055 PCCQG30070 0.312 PCCQG20065 PCC1072210 340x80-20, 360/70-20, 11.2X24, 47.00 PCCO971010 0.375. 11 PCC2005110 PCC3007110 0.312 PCC2006420 
PCCQG0836  9.5-28, 11.2-24, 15-19.5 NHS 84.00 PCCQG6445 0.375. 14 PCCQG20055 PCCQG30070 0.312 PCCQG20065 41x14.00x20 
SCTORUEEE | SES2 Gan ESN) SL BaieWal pccocesas|0375| 14 |pccocz00ss (iaeeiee a eae teers PCC 1073010 43x16x20, 12.4x24, 11.2x28, 10x28 50.00 PCCO971010 0.375. 11. PCC2005110 PCC3007110 0.312 PCC2006420 
SU OEE EES 76.00 )PccOG7420103751 16 1PCCOGDO0SS NReieieest ait iene teers PCC1073410 12.4x28, 11.2x30, 9.5x32 53.00 PCCO971010 0.375. 11. PCC2005110 PCC3007110 0.312 PCC2006420 
SCEOEUESE AL ES Bama pccocesas| 0.3751 14 |pccoco00ss (eames Naan tee PCC 1074410 | 11.2x34, 11.2x36 60.00 PCCO971010 0.375, 11 PCC2005110 PCC3007110 0.312 PCC2006420 
41 x14.00-20 NHS, 355/80-20 IND PCC1074810 320/85-34, 12.4x36, 11.2x38, 12.4x38 67.00 PCCO971010 0.375) 11 PCC2005110 PCC3007110 0.312 PCC2006420 
PCCQG0856—11.2-32, 12.4-28 104.00 | PCCQG6445 0.375 14 PCCQG20055 PCCQG30070 0.312 PCCQG20065 PCC1077010 | 44x18x20, 13.00x20, 14.9x24, 13.00x24, 50.00 PCC0971210 0.375. 13 PCC2005110 PCC3007110 0.312 PCC2006420 
PCCQG0859_-13.6-28, 14.9-24 112.00 PCCQG7420 0.375. 16 | PCCQG20055 PCCQG30070 0.312 PCCQG20065 13.6x24/26 
PCCQG0862 _9.5-36, 9.5-38, 9.5-42, 11.2-38, 125.00 PCCQG6445 0.375 14 PCCQG20055 PCCQG30070 0.312 PCCQG20065 PCC1077410 | 15x19.5 oe © 09971210] 0.375] 13 |PCC20051 0 Ee 
12.4-36, 12.4-38, 320/85-38 PCC1077610 | 49x16x20, 420/70-24, 17.5x24, 15.5x25, | 58.00 PCCO971210 0.375. 13 PCC2005110 PCC3007110 0.312 PCC2006420 
PCCQG0866 12.4-40, 12.4-42, 13.6-36, 13.6-38, 142.00 PCCQG7420 0.375. 16 PCCQG20055 PCCQG30070 0.312 PCCQG20065 14.9x26, 420/70-26, 13.6x28 
13.9-36 PCC1077810 14x24, 14.9x28, 380x85-28, 420x70-28 64.00 PCCO971210 0.375, 13 PCC2005110 PCC3007110 0.312 PCC2006420 
PCCQG0869 149.26, 14.9-28, 38085-28 121.00 PCCQG7420 0.375. 16 PCCQG20055 PCCQG30070 0.312 PCCQG20065 PCC 1078410 | 380/85-30, 14.9x30, 13.6x36, 13.9x36 65.00 PCCO971210 0.375, 13 PCC2005110 PCC3007110 0.312 PCC2006420 
ROG aoe acnaSeeRS NSH ROE 095 COGN FEO O31 CONS I cee ns ec 
PCCQG0876 — 14.9-30, 16.9-26, 16.9-28, 380/8530, | 134.00 PCCQG7426 0.375. 19 PCCQG20055 PCCQG30070 0.312 PCCQG20065 des Se * : ; 
420/85-28, 440/80-28 PCC1078810 18.4x46, 480/80-46 109.00 PCC0971410 0.375. 15 PCC2005110 PCC3007110 0.312 PCC2006420 
PCCQG0877 —_16.9-30, 380/85-34 142.00 PCCQG7426 0.375 19 PCCQG20055 PCCQG30070 0.312 PCCQG20065 PCC 1078910 | 14.9x38, 380/80-38 75.00 PCCO971210 0.375, 13 PCC2005110 PCC3007110 0.312 PCC2006420 
PCCQG0879_— 15.5-38, 16.9-34, 380/80-38, 420/8534, | 150.00 PCCQG7426 0.375. 19 PCCQG20055 PCCQG30070 0.312 PCCQG20065 PCC1079010 23.1x38, 20.8x42 138.00 PCC0972610 0.437 18 PCC2005110 PCC3007110 0.312 PCC2009320 
420/90-30 PCC1079110 460/70-24, 16.9x24, 17.5x25, 16.9x26, 64.00 PCCO971410 0.375. 15 PCC2005110 PCC3007110 0.312 PCC2006420 
PCCQG0880 16,9-38 165.00 PCCQG7426 0.375 19 PCCQG20055 PCCQG30070 0.312 PCCQG20065 17.5x26, 420/80-26, 425/85-26, 420/70-30 
PCCQG0882 21.5-16, 21.51-16.1 154.00 | PCCQG9562 0.437. 17 PCCQG20058 PCCQG30090 0.375 PCCQG20066 PCC1079310 18.4x24, 19.5x24, 16.9x28, 420/85-28 71.00 PCC0971410 0.375) 15 PCC2005110 PCC3007110 0.312 PCC2006420 
PCCQG0883 18.4-24, 18.4-26, 19.5L-24, 480/70-28, 174.00 PCCQG9562 0.437. 17  PCCQG20058 PCCQG30090 0.375 PCCQG20066 PCC 1079410 | 18.4x26/28, 16.9x30 70.00 PCCO971410 0.375, 15 PCC2005110 PCC3007110 0.312 PCC2006420 
480/70-30, 550/65-25 PCC1079510 600/65-28, 23.1x30, 20.8x34 122.00 PCC0972610 0.437. 18 PCC2005110 PCC3007110 0.312 PCC2009320 
PCCQG0885__18.4-30, 211-24 194.00 PCCQG9562 0.437 17 PCCQG20058 PCCQG30090 0.375 PCCQG20066 PCC1079610 21Lx24, 480/65-24, 20.5x25, 550/65-25, 75.00 PCC0971410 0.375. 15 PCC2005110 PCC3007110 0.312 PCC2006420 
PCCQG0887_ 18.4-34 208.00 PCCQG9562 0.437. 17 PCCQG20058 PCCQG30090 0.375 PCCQG20066 555/70-25, 18.4x30, 16.9x34, 15.5x38 
PCCQG0889__18.4-38, 480/80-38 223.00 PCCQG9562 0.437. 17 PCCQG20058 PCCQG30090 0.375 PCCQG20066 PCC1079710 24.5x32, 23.1x32, 23.1x34, 20.8x38 125.00 PCC0972610 0.437 18 PCC2005110 PCC3007110 0.312 PCC2009320 
PCCQG0891 231-26 214.00 PCCQG9567 0.437. 22 PCCQG20058 PCCQG30090 0.375 PCCQG20066 PCC 1079810 | 480/85-34, 18.4x38, 480/80-38, 14.9x46 91.00 PCC0971410 0.375. 15 PCC2005110 PCC3007110 0.312 PCC2006420 
PCCQG089323.1-30 242.00 PCCQG9567 0.437. 22 PCCQG20058 PCCQG30090 0.375 PCCQG20066 PCC1079910 21Lx28, 18.4x34, 16.9x38 83.00 PCCO971410 0.375, 15 PCC2005110 PCC3007110 0.312 PCC2006420 


Packaged: 1/2 pair per bag (*Packaged 7 pair per bag) Order unit: Pair 


7 WARNING: 


DO NOT EXCEED CAPACITY! 
See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


Packaged 1/2 pair per bag Order unit: Piece *NOTE: Order unit is piece - 2 pieces equal 7 pair 


Z/\ WARNING 


DO NOT EXCEED CAPACITY! 
See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


Vidudell 


ATcCiMGd 


Build Your Own Duo-Trac Chains 


m Each drum contains enough chain to 
make 2 pair of the longest chain in each 
category and includes connectors and 
fasteners. Stock only 4 sizes of each style 
for complete coverage in both Highway 
tractor and Duo-trac (off-road) tractor. 


FEATURES: 
m Continuous length chain for in-store assembly of chains. 

mu NO WASTE - short ends can be re-connected or sold as repair parts. 
Eliminate inventories for low use sizes. 

u Always have the right size available - Deliver right now. 


Replacement cross chains and end members, see pages 57-58. 


a. | 
eh 


Ag 


Farm Tractor & Industrial Type - Twin Grip (off Road Use) 


20.5x25, 18.4x26, 18.4x30, 18.4x34, 
18.4x38, 18.4x42, 18.4x28, 20.8x38 


Packaged: Bulk Drum Order unit: Each 


Build Your Own Hi-Way 198 Series Type FHT Tire Chains 


4 " 
UF we wees Cross Chain Side Chain 
\pak YEAS. Vi a Weight Length 
So Whee : yo Nghe i per (de No. per 
ANB 4 SPS Drum per Dia. of Drum Dia. Fastener 
GAN , 4 BEE Stock# **Partial listing of tire sizes (Ibs.) Drum CC Stock# | (In.) links) CC Hook# — (ft.) —(in.) Stock# 
ea ¥, y Sa 2 tea PCC1981210 9.5x16, 10x16.5, 9.5x24, 8.3x24, 243,00} 81 |PCC0981210)0.375) 8 |PCC2005510|) 51:5 101312) P@C2009320 
F 3 aa WB" Sisywsy las}, S.Syey2, 
Fi z y k 11.2x34, 11.2x38, 9.5x40, 11.2x36 
. PCC1981610 13.6x16, 15x19.5, 12.4x24, 13.00x24, 311.00} 89 }|PCC0981610)0.375) 11 |PCC2005510| 57:0 |0:312)PCC2009320 
. 13.6x24, 14.00x24, 14.9x24, 15.5x25, 
NOT for highway use. 13.6x26, 14.9x26, 12.4x28, 13.6x28, 
Adi hains i hain ¢ 14.9x28, 14.9x30, 12.4x36, 13.6x36, 
m Adjacent cross chains interconnected to prevent cross chain from 13.9x36. 12.4x38, 13.6x38, 14.9x38. 
dropping into the grooves of the tire tread. Maximum traction in 15, 5x38. 12 4x40, 13. 6x40. 12 4x42 
extreme mud or snow conditions. Se a 
: : PCC1981910 16.9x24, 17.5x24, 17.5x25, 16.9x26, 342,00} 89 |PCC0981910)0.375) 13 }PCC2005510| 57.0 |0:312)PCC2009320 
* NOTE: 2 link back space on last cross chain 16.9x28, 16.9x30, 16.9x34, 16.9x38 
section of each 1/2 pair. PCC1982110 18.4x16.1, 18.4x24, 19.5x24, 21x24, 420.00 97 |PCC0982110 0.375. 16 PCC2005510 62.0 0.312 PCC2009320 


Weight Cross Chain Side Chain 
er No. tl = = 
Le Biliegr Diampceener #= Build Your Own Duo-Trac 197 Type DT Tire Chains 
Stock# **Partial listing of tire sizes (Ibs.) | CC Stock# (mm) links CC Hook# SC Stock# —(in.) Stock# eee Sasa 
PCCQG9338 -9.5-32, 12.2-24 110.80 PCCQG8330 0.375. 11 PCCQG30070 PCCQG30070 0.375 PCCQG20065 wet ear 
PCCQG9342* 9.5-36, 11.2-28, 11.2-30, 11.2-32, 123.50 PCCQG8330 0.375. 11 PCCQG30070 PCCQG30070 0.375 PCCQG20065 na CC No. A 
12.4-28, 250/95-34 oe _ Drum Drum | per Dia. _ of Drum Dia. Fastener 
PCCQG9346* 9.5-40, 11.2-34, 11.2-36, 290/95-34 136.00 PCCQG8330 0.375. 11  PCCQG30070 PCCQG30070 0.375 PCCQG20065 Stock# **Partial listing of tire sizes | Type | (Ibs.) Drum CCStock# = (In.) links CCHook# (ft) —(in.) Stock# 
PCCQG9348* | 9.5-42, 11.2-38, 11.2-40, 12.4-36, 154.00 | PCCQG8330 0.375. 11  PCCQG30070 PCCQG30070 0.375 PCCQG20065 PCC1971010 eee reer oer DIA 321 40. PCC0981210 0.375) 11 PCC2005510 530.312 PCC2009320 
12.4-38, 320/85-38 5x24, 11.224, 12.4x24, 
: 12.4x26, 9.5x28, 11.2x28, 
PCCQG9373—-13.6-26 125.00 PCCQG8350 0.375. 14 PCCQG30070 PCCQG30070 0.375 PCCQG20065 12.428" 11.2130, 95x32. 
PCCQG9374* | 13.6-28, 14.9-24, 14.9-26, 14.9-28, 142.00 PCCQG8350 0.375. 14 PCCQG30070 PCCQG30070 0.375 PCCQG20065 11.2x32, 9.5x34, 11.2x34, 
380/85-28, 335/95-25, 420/70-28 aoe ey ee 
PCCQG9376* 13.6-36, 13.9-36, 14.9-30, 380/85-30 158.00 PCCQG8350 0.375 14 PCCQG30070 PCCQG30070 0.375 PCCQG20065 95x40, 11.2x40, 95x42 
PCCQG9377_—-13.6-38 156.00 PCCQG8350 0.375. 14 PCCQG30070 PCCQG30070 0.375 PCCQG20065 PCC1971210  13.6x16, 44x18x20, 13.00x24, DBA | 381 44 | PCC0981610 0.375) 13 PCC2005510 58 0.312 PCC2009320 
PCCQG9379* +14.9-36, 14.9-38, 320/90-42 180.00 PCCQG8350 0.375. 14 PCCQG30070 PCCQG30070 0.375 PCCQG20065 ee ee 
PCCQG9387* | 16.9-24 135.00 _PCCQG8360 0.375. 16 PCCQG30070 PCCQG30070 0.375 PCCQG20065 13.6x28, 14.9x28, 13.6x36, 
PCCQG9389 16.9-26, 16.9-28, 18.34-24, 19.5L-24, 154.00 PCCQG8360 0375 16 PCCQG30070 PCCQG30070 0.375 PCCQG20065 a a 
21.5-16, 21.5L-16.1, 420/85-28, ssete asin) Wee 
440/80-28, 480/70-28 PCC1971410  18.4x16,16.9x24, 17.5x24, DIC 496 52 PCC0981910 0375. 15 PCC2005510 68.5 0.312 PCC2009320 
PCCQG9391_ 16.9-32, 18.4-28 166.00 PCCQG8360 0.375, 16 PCCQG30070 PCCQG30070 0.375 PCCQG20065 eee ee sae 
PCCQG9392* 15.5-38, 16.9-30, 18.4-26, 380/80-38, 175.00 PCCQG8360 0.375 16 PCCQG30070 PCCQG30070 0.375 PCCQG20065 16.9x26, 18.4x26, 23.1x26, 
380/85-34, 420/90-30 16.9x28, 18.4x28, 16.9x30, 
PCCQG9394_ 16.9-34, 16.9-38, 18.4-30, 18.4-34, | 192.00 | PCCQG8360 0.375 16 PCCQG30070 PCCQG30070 0.375 PCCQG20065 ee 23.1x30, 16.9x32, 
420/85-34 5x32, 16.9x34, 18.4x34, 
20.8x34, 23.1x34, 480/85-34, 
PCCQG9396* 18.4-38, 480/80-38 201.00 PCCQG8360 0.375. 16 PCCQG30070 PCCQG30070 0.375 PCCQG20065 15.5x38, 16.9x38, 18.4x38, 
PCCQG9397 _—20.8-34, 23.1-26, 23.1-30 202.00 PCCQG8360 0.375. 16 PCCQG30070 PCCQG30070 0.375 PCCQG20065 20.8x38, 18.4x42, 20.8x42 
* 
SCOTGEESE | SRSaE Sa SA Bema pccocs3co|a375| 16 |pccocs0070 Neier eter PCC 1972610 20.8134, 20.6138, 20.8042 DID 642 | 40  PCC0982110 0.437. 18 PCC2005710 60.0 | 0.3754 PCC2009320 
PCCQG9399 _—-18.4-42, 18.4-46 240.00 PCCQG8360 0.375. 16 PCCQG30070 PCCQG30070 0.375 PCCQG20062XL Packaged Bulk Daim Order unt bach 


Packaged: 1/2 pair per bag Order unit: Pair 


Z\ WARNING: 


DO NOT EXCEED CAPACITY! 


See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


DO NOT EXCEED CAPACITY! 


Z/\ WARNING 


* NOTE: Extra heavy duty 11/0 cross chain 


See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 
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Cross Chain 


2-Link 
060156 
060256 


060356 
060456 
060856 


061056 
061256 


061556 
061756 
061856 
062056 
062156 
062256 
062656 
062756 


062856 
062956 
063056 


063156 


063456 
063856 
063956 
065056* 
065156* 
065256* 
065356* 
065556* 


CCI 
CCI 
CCI 
RACCI 
CCI 


ACC 
ACC 


CCI 


PCC 
REC 


PACCI 


062055 
062155 
062255 
062655 
062755 


062955 
063055 


063155 


063455 
063855 
063955 


**Partial listing of tire sizes 
10x2.75, 10x10.50x2.75 
9.5x3, 10.25x3.25, 10x3.50 


12x3, 10.5x4.50x4, 4.10/3.50x5 
4.10/3.50x4, 3.40/3.00x5 


4.10x3.50x6, 11x4x4, 12x3.25, 12.25x3.50, 12x4x6, 
4.10x3.50x8 


5.30/4.50x6, 14x5.00x6, 15x3.50x6, 13x4x8, 14x5.30x6 


12.5x4.50x6, 12x7x4, 13x4.00x5, 10x6x6, 13x5.00x6, 
5.3x12, 13x4x6, 13x4.1, 13x5.00x7 


4.00x4.80x8 

14x5.50x5, 15x5.00x6, 15x6.00x6 

18x6.50x8, 17x8x8, 18x7x8 

5.00x5.70x8, 16x6.50x8, 16x5.50x8 

16x7.50x8, 18x8.50x8 

18x8.50x10, 18x9.50x8, 19x9.50x8 

20x7x12, 20x8.00x8, 20x8.00x10, 20x9.00x8, 21x7x10 


20x9.00x10, 20x10.00x8, 22x10x8, 20x10.00x10, 
21x8x10 


22x9.50x12, 22x8x12 
22x8x10, 8x12, 22x9x12, 23x6.50x12, 23x8.50x12 


20x10.5x12, 21x10.50x12, 21x11.00x8, 22x10x12, 
23x9.50x12, 24x8.50x12, 24x8.00x14, 22x10x10 


22x11.00x8, 22x11x10, 23x10.00x12, 23x10.50x12, 
24x9.50x12 


25x10x8, 24x13x12, 26x10x12, 26x11x12, 26x12x12 
22.5x12x9, 26x13.00x10, 29x12x15 

24x12x10, 24x12.00-12 

4.10/3.50-4 

12.00x3.50x6, 4.10/3.50x6 

4.00/4.80x8, 16x4.8x8 

16x6.50x8, 16x6.50x6 

13x5.00x6, 14x4.00x6 


Packaged: 1 pair per carton Order unit: Pair 


/\ WARNING 


DO NOT EXCEED CAPACITY! 


~™ 
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Size 


— 


— ie ee lhe dL hee 


MAX-TRAC Snowblower & Garden Tractor Tire Chains 


2-LINK cross chain 
spacing 


No. of 
Cross 
1/2 pair 
0 
0 


N 


DN nD BRWHDYM OD 


NN 
(Sy Gr | Tes) 


19 


Tightener Chains per per pair 


(Ibs.) 
3.00 


4.00 


5.00 
4.00 
5.00 


7.00 
5.00 


8.00 
7.00 
1.00 
9.00 
1.00 
1.00 
2.00 
5.00 


4.00 
5.00 
5.00 


7.00 


22.00 
26.00 
18.00 
6.00 
7.00 
12.00 
13.00 
9.00 


¢ Chain tighteners: MEDIUM (PCCQG20030), 
or LARGE (PCCQG20032) are recommended. 
¢ Available in 2-Link and 4-Link spacing. 


4-LINK cross chain &. 


See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


spacing 


Weight No. of Cross Weight 
Chains per 
1/2 pair 


ATV-TRAC / & ATV WV-Bar Tire Chains (off Road Use) 


CL isirh 
w e174, 
= 


**Partial listing of tire sizes 


21x9x10, 21x10x12, 22x8x10, 22x8x12, 22x9x8, 22x10x8, 22x10x9, 
22x10x10, 23x7x10, 23x8x10, 23x8x11, 23x10x10, 22x9x10, 


22x9x12, 23x8.5x12 


23xX10.5x12, 24x11x8, 24x11x9, 24x11x10, 24x11x12, 24x11.5-10, 
24x13x9, 25x10x10, 25x10x12, 25x11x10, 25x11x12, 25x12x9, 
25x12x10, 25x11x9, 22x12.50x10, 24x10.50x10, 25x10x11, 
24x11.50x12, 25x10.50x12, 26x9x12, 26x10x12, 26x9x14, 255/65-12 


22xX11x8, 22x11x9, 22x11x10, 23x11x10, 24x9x11, 24x9.5x10, 


24x10x11, 24x10x12 


24x8x11, 24x8x12, 26x8x12, 24x9x12, 25x8x12, 6x16 


25x12x11, 25x12x12, 26xX11x12, 26X12x12, 27x11x12, 28x10x12, 
26x11x14, 25x13x9 


per pair 

(Ibs.) 
7 Cross Chain 
= 2-Link 4-Link 

PCC1064156 PCC1064155 

_ PCC 1064356 PCC 1064355 

6.00 

7.00 

700 PCC 1064556 PCC 1064555 

8.00 

10.00 PCC1064656 PCC1064655 
: PCC1064756 PCC1064755 
a Packaged: 1 pair per carton Order unit: Pair 

9.00 

10.00 

11.00 

13.00 

17.00 


SHOWN: 2-Link spacing, 


V-Bar with optional 


= QG20048 chain 


tightener. 


WARNING 


DO NOT EXCEED CAPACITY! 


\ Chain tighteners (PCCQG20032 or 
- » PCCQG20048) are recommended. 
<4 ¢ Available in 2-Link and 4-Link spacing. 


on YE 
RE 


OY ae ial) Saw 


4-LINK cross chain 


2-LINK cross chain 


spacing spacing 
No. of 

Cross Weight No. of Cross Weight 
Chains per per pair Chains per _ per pair 

1/2 pair (Ibs.) 1/2 pair (Ibs.) 

19 24.00 10 14.00 

Z| 29.00 11 17.00 

WS) 26.00 10 16.00 

20 24.00 11 15.00 

24 32.00 13 20.00 


Packaged in corrugated cartons. 
Clear step-by-step installation and 
removal instructions included. 

All packaging is UPC coded for 
inventory control and 
point-of-purchase. 


See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


—_— 
———I 
——~ 


VIdUelll 
Nitieairies| 


_e V-Bar Standard Link 
Standard Link =~ . 
Domestic V-Bar Replacement Cross Chain w/End Hooks (sulk packaging) 


Domestic Regular Link Replacement Cross Chain w/End Hooks (Bulk Packaging) 


Number Inside length Cross chain Cross chainend Weight per bag 
Number Inside length Cross chain Cross chainend — Weight per bag Stock# of links Diameter of links (Inches) —_ with end hooks (In.) hook number (Lbs.) Factory Packaging 
Stock# of links Diameter of links (Inches) — with end hooks (In.) hook number Lbs.) Factory Packaging PCC0681910 9 15/64 0.234 12 7/16" PCC2005110 15.00 25 / bag 
PCC0621810 8 15/64 0.234 11 7/16" PCC2005110 13.00 25 / bag PCC0682110 10 15/64 0.234 137/16" PCC2005110 16.00 25 / bag 
PCC0621910 9 15/64 0.234 12 7/16" PCC2005110 15.00 25 / bag PCC0682210 9 9/32 0.281 14 3/8" PCC2005310 28.00 25 / bag 
PCC0622110 10 15/64 0.234 13 7/16" PCC2005110 16.00 25 / bag PCC0682410 11 15/64 0.234 14 7/16" PCC2005110 18.00 25 / bag 
PCC0622410 11 15/64 0.234 14 7/16" PCC2005110 18.00 25 / bag PCC0682510 12 15/64 0.234 15 7/16" PCC2005110 19.00 25/bag 
PCC0622510 ie 15/64 0.234 15 7/16" PCC2005110 19.00 25 / bag PCC0682610 11 9/32 0.281 16 7/16" PCC2005310 32.00 25 / bag 
PCC0623410 13 5/16 0.312 16 1/4" PCC2005310 37.00 25 / bag PCC0683410 12 9/32 0.281 18 1/8" PCC 2005310 34.00 25 / bag 
PCC0625110 g 9/32 0.281 14 3/8" PCC2005310 24.50 25 / bag PCC0683810 12 5/16 0.312 20 7/16" PCC2005510 48.00 25/ bag 
PCC0625310 10 9/32 0.281 15/58" PCC2005310 26.00 25 / bag PCC0684610 14 5/16 Ni2 23 5/16" PCC2005510 54.00 25 / bag 
PCC0625410 11 9/32 0.281 16 7/8" PCC2005310 27.00 25 / bag PCC0685310 10 9/32 0.281 15 5/8" PCC 2005310 26.00 25 / bag 
PCC0625610 8 5/16 0.312 14 15/16" PCC2005510 33.00 25 / bag PCC0686010 9 5/16 0.312 16 5/16" PCC2005510 38.00 25 / bag 
PCC0625910 12 9/32 0.281 18 1/8" PCC2005310 30.00 25 / bag PCC0686310 10 5/16 0.312 17 11/16" PCC2005510 40.00 25 / bag 
PCC0626010 9 5/16 0.312 16 5/16" PCC2005510 38.00 25 / bag PCC0686610 11 5/16 0.312 19 1/8" PCC 2005510 43.00 25 / bag 
PCC0626310 10 5/16 0.312 15 5/8" PCC2005510 40.00 25 / bag Packaged: Bulk Order unit: Each 
PCC0626510 16 9/32 0.281 23 1/8" PCC 2005310 37.00 25 / bag 
PCC0626610 11 5/16 0.312 19 1/8" PCC2005510 43.00 25 /bag = Diameter Inside length Weight 
PCC0626710 17 9/32 0.281 24 3/8" PCC 2005310 38.00 25 / bag SS Number oflinks CCwithend Cross chain perbag Factory 
PCC0642610 10 3/8 0.375 16 7/16" PCC2005510 51.00 25 / bag Domestic Duo-trac Cross SAMS ranean tin ee 
PCCO960810* 9 0.234 12 13/32 PCC2005110 624 5/bag 
PCC0643410 1 3/8 0.375 17 3/4” PCC2005510 55.00 25 / bag Chain “H” Pattern & End errr are ee ecoooosii0 | 7.00 | S/b 
ag 
PCC0643610 12 3/8 0.375 19" PCC2005510 59.00 25 / bag Member w/*End Hooks Pccog70810. «C«9)—(<«té«iBTSSCSC*«G B82" ~—~=«PCC 200510 24.005 bag 
PCC0643810 13 3/8 0.375 20 1/4" PCC2005510 62.00 25 / bag PCC0971010 1 0.375 19 7/3" PCC2005510 27.05 5 /bag 
PCC0644610 15 3/8 0.375 22 3/4" PCC2005510 67.00 25 / bag — PCC0971210 13 0.375 Fee PCC2005510 30.15 5/bag 
PCC0664010 15 7/16 0.437 28 35/64" PCC2005710 45.00 10/ bag ee oe Race a PCC0971410 5 0.375 a7 ee PCC2005510 34.95 5/bag 
PCCO665010 «19 76 0.437 34 51/64" PCC2005710 54.00 10/ bag +B Bf < pccog72610 «18 = 0.437, = 357/64" PCC2005710 61.00 5/bag 
PCC0675010 19 17/32 0.531 39 3/4" PCC2005410 87.00 10/ bag PE). Mt} End Member PCC0971218* 2 0.375 2111/16" ~~ PCC2005510 15.00 5/bag 
PCC0675310 22 17/32 0.531 45 5/16" PCC2005410 100.00 10/ bag ees i WETS aE Ibe BSE Z OUD SD eS OO aiibad 
PCC0675610 26 17/32 0.531 52 23/32" PCC 2005410 116.00 10/ bag ee / (aes grace BCS SEN BEE TE 
Packaged: Bulk Order unit: Each 
PCC0721310 13 5/16 0.312 ZS" PCC2005510 46.00 25 / bag <= 
PCC0721410 14 5/16 0.312 23 1/4" PCC 2005510 48.00 25 / bag = : : 7 7 
PCCO721510 15 5/16 0312 24 21/32" PCC2005510 50.00 25 / bag Domestic Straight Link Side Chain (Non-harded & *Case hardened) 
PCC0721610 20 5/16 0.312 31 39/64" PCC2005510 62.00 25 / bag Rod Inside Weight Feet 
PCC0742010 6 3/8 Ors 75 24 3/64" PCC2005510 70.00 25 / bag on erat ice ce ype se a a oat suas Ae 
PCCo742210 | 17 3/8 0.375 25 5/16" POC 2005510 g500 25 / bag PCC3000110 5/32. ~—Ss #1._~—Ss«#Bzright Zinc Passenger 124 19.00 100ft/bag PCC3000185 1,500 
Pcco742610 19 3/8 0.375 27 27132" Hate Sune 25 / bag PCC3001010 11/64 ~~ 1/0 Bright Zinc Passenger 125 23.00 100ft/bag PCC3001085 1,500 
PCC0981110 7 3/8 0.375 16 1/2" PCC2005510 44.00 25 / bag PCC3002010 3/16 2/0 Bright Zinc Garden Tractor-PL 1.31 27.00 100 ft/bag PCC3002085 1,000 
PCC0981210 8 3/8 0.375 18 1/4" PCC2005510 51.75 25 / bag PCC3004010 7/32 4/0 Bright Zinc Light Truck 1.38 31.00 100ft/bag PCC3004085 1,000 
PCC0981410 10 3/8 0.375 21 7/8" PCC2005510 61.00 25 / bag PCC3006010 =—-9/32 6/0 Bright Zinc Light Truck- Truck 1.82 53.00 100ft/bag PCC3006085 500 
PCC0981610 11 3/8 0.375 23 5/8” PCC2005510 65.75 25/bag PCC3007010 5/16 7/0 Shot Blasted Truck 1.92 66.00 100ft/bag PCC3007085 500 
PCC0981710 14 7/16 0.437 ap PCC2005710 44,90 10/ bag PCC3007110 —- 5/16 7/0 Bright Zinc Tractor 2.12 64.00 100ft/bag PCC3007185 500 
BECOIEINIO 7s 38 asa SEAS BECIOOEETO 75.00 Tay bag PCC3008010 11/32 8/0_—Bright Zinc Truck 2.17 100.00 100ft/bag PCC3008085 500 
SoaTTTET ‘ce oe ae ET rE he aa ior eeg PCC3009010 3/8 9/0 Bright Zinc OTR-Tractor 2.13 72.00 100ft/bag PCC3009085 500 
. - : PCC3009510 7/16 ~=— 11/0 Bright Zinc OTR 2.12 64.00 100 ft/drum PCC3009585 350 2 
POON Oe 1 2 JK ned ene pee eo’ SE PCC3007190* 5/16 7/0 Bright Zinc OTR 2.17 100.00 100ft/bag PCC3007195 84 
PCCO985510 15 76 0.437 33 1/4" PCC 2005710 46.30 10/ bag PCC3009090* 3/8 9/0 Bright Zinc OTR 225 149.00 100ft/bag PCC3009084 400 i, ae 
Packaged: Bulk Order unit: Each Packaged: Bulk Order unit: Each wi end hooks 


DO NOT EXCEED CAPACITY! DO NOT EXCEED CAPACITY! : 
See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


Super Z° Rubber Tighteners (2 per bag) 
Weight per Factory 


Stock# = Size (mm) Used on final assembly # ctn. (Ibs.) packaging 
PCCZT1869 10x270 Custom 3.60 6 bags/ctn 
PCCZT1870 10x300 PCCZT881, PCCZT887, PCCZT897, PCCZT899 3.60 6 bags/ctn 
PCCZT1874 10x 380 PCCZT-118 3.60 6 bags/ctn 
PCCZT1875 13.5 x 400 Custom 3.60 6 bags/ctn 
PCCZT1876 13.5x 450 PCCZT898, PCCZT-132, PCCZT-141, PCCZT-143, PCCZT-145 3.60 6 bags/ctn 
PCCZT1878 9.5x 139 Custom 3.60 6 bags/ctn 
PCCZT1882 10 x 195 PCCZT835, PCCZT837, PCCZT841, PCCZT853, PCCZT859, 3.60 6 bags/ctn 

ee PCCZT869, PCCZT877, PCCZT891, PCCZT892, 


Packaged: 2 per poly bag Order unit: Pair 


Whitestar Alloy® Rubber Tighteners (2 per bag) 


Weight per _—_ Factory 


Stock# Size (mm) Used on final assembly # ctn. (Ibs.) | packaging 
PCCWS8222 10 x 160 PCCWS1604, PCCWS1605, PCCWS1606 4.50 10 bags/ctn 
PCCWS8223 10 x 195 PCCWS1608, PCCWS1610, PCCWS1612 5.20 10 bags/ctn 
PCCWS8224 12 x 226 PCCWS1614, PCCWS1705, PCCWS1707 7.50 10 bags/ctn 


Packaged: 2 per poly bag Order unit: Pair 


Multi-Arm Tire Chain Tensioners (2 per bag) 
Weight per Factory 

Stock# Description Used on ctn. (Ibs.) | packaging 
PCCQG20007 Rubber w/5 hooks —BLUE- Light truck with 16" - 19.5" wheels 8.50 10 bags/ctn U 
PCCQG20009 Rubber w/ 5 hooks YELLOW- Light truck with 18" - 24.5" wheels 15.0 10 bags / ctn 


Packaged: 2 per poly bag Order unit: Pair QG20009 


Quick Grip® Link Chain Rubber Tighteners 


Weight QG20030 & 
per ctn. Factory QG20032 

Stock# Description Size (mm) Used on (Ibs.) packaging 

PCCQG20030 Rubber w/ 4 hooks Qi) 1159) Medium garden tractor, 4.00 10 bags / ctn 
snow blower 
PCCQG20032 Rubber w/ 4 hooks 10 x 160 Large garden tractor, 4.00 10 bags / ctn 
snow blower & ATV & 
PCCQG20069 Rubber w/ 5 hooks 13.5 x 400 Truck link 16.00 12 bags / ctn 
PCCQG20070 Rubber w/ 5 hooks 8.5 x 250 Passenger link 20.00 50 bags / ctn 
PCCQG20070-10 = Rubber w/ 5 hooks 8.5 x 250 Passenger link 5.00 10 bags /ctn QG20069, 
PCCQG20074 Rubber w/5 hooks — 10.0 x 300 Light truck link 28.00 50 bags/ctn 9620070 & 
PCCQG20074-10 = Rubber w/ 5 hooks 10.0 x 300 Light truck link 6.00 10 bags / ctn ; eee 
Packaged: 2 per poly bag Order unit: Pair | 
QG20048 
Quick Grip® Link Chain Spring Tighteners ‘ | Pee 
# Springs per Weight per — Factory ~.QG20073 
Stock# Description Used on tightener ctn. (Ibs.) | packaging fp \ 

PCCQG20048 Ring and springs ATV 8"-12" wheels 4 9.00 10 bags / ctn Ge! 
PCCQG20071 Chain and springs Light truck link 5 25.00 12 boxes / ctn \ 
PCCQG20072 Chain and springs Medium truck link 4 45.00 12 boxes / ctn \ 
PCCQG20073 Chain and springs Large truck link 6 60.00 12 boxes / ctn \ 
Packaged: 1 pair per box Order unit: Pair 7 ic Sl \ 


DO NOT EXCEED CAPACITY! 
See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


Super Z° Inside Fastener Speed Hook 
Rod diameter Inside Length Weight per Factory 


Stock# Used on final assembly # (inches) (inches) ctn. (Ibs.) | Packaging 
PCCZT1802 All PCCZT800 stock #'s 0.280 1.68 1.50 25/ carton 
PCCZT1803 = All PCCZT100 & PCCZT900 stock #’s 0.380 2.18 4.00 25 / carton 


Packaged: Bulk Order unit: Each 


TA Alloy Radial Chain® Fastener Repair Kit 


Weight per —_ Factory 


Stock# Used on final assembly # Description ctn. (Ibs.) | Packaging 
PCCTA8094 All TA truck chains Complete fastener kit for 20.00 10 kits / 
1/2 pair carton 


Packaged: 1 kit per bag Order unit: Each 


Pm PCCQG20062 
MA -&PCCQG20062XL 


“< > PCCQG20064 ad - 


PCCQG20060 : ; PCCQG20061, ) 


PCCQG20063 & 
PCCQG20065 


PCCQG20068 
PCCQG20066 


Link Chain Side Chain End Fastener 
PCCQG20022 & 


Stock# Type aN bn PCCQG20023 
PCCQG20022 Snowblower/garden tractor (0.122 - 0.150 side chain) 0.75 25 / bag 
PCCQG20023 Snowblower/garden tractor (0.162 - 0.192 side chain) 0.75 25 / bag 
PCCQG20060 RP passenger & light truck 3.00 25 / bag 
PCCQG20061 HD CAM truck (with keeper link) 12.50 25 / bag 
PCCQG20062 CTO truck (with keeper link) 17.50 25 / bag 
PCCQG20062XL Stud chain 62.50 50/bag 
PCCQG20063 Light truck 8.00 25/ bag 
PCCQG20064 PL passenger 1.00 25 / bag 
PCCQG20065 9/32", 5/16" side chain 12.00 25/ bag PCC2009320 
PCCQG20066 3/8", 7/16" side chain 23.00 25,/ bag 
PCCQG20068 9/32", 5/16” with clevis attachment 5.00 10/ bag 
PCC2006420* Tractor 6.00 10/ctn 
PCC2009320* Heavy Tractor - OTR 10.00 10/ctn 


Packaged: Bulk Order unit: Each 


DO NOT EXCEED CAPACITY! 
See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


Link Chain Inside Fastener Speed Hook 


Domestic Factory Weight per Factory Weight per Rod Diameter 
Stock# packaging bag (Ibs.) Import Stock# packaging bag (Ibs.) (Inches) Used on final assembly 

PCC2008220 25 / bag 2.00 PCCQG20080 100 / bag 6.00 0.250 Passenger, Light truck 
PCC2008020 25 / bag 3.00 PCCQG20081 100 / bag 2.00 0.177 PL Passenger 
PCC2008420 25 / bag 4.00 PCCQG20084 50 / bag 6.00 0.312 Truck 
PCC2008520 10 / bag 3.00 PCCQG20085 50 / bag 9.00 0.375 LT CTO, Mud, Off-Road, Tractor 

= =" === PCCQG20086 25 / bag 4.00 0.375 CAM, CAM HD 

“ o- a PCCQG20087 50 / bag 24.00 0.393 CTO 

--- --- --- PCCQG20186 25 / bag 4.50 0.375 Alloy square rod truck 

--- -— - PCCQG20287 100 / bag 27.50 0.393 Alloy stud chain 


Packaged: Bulk Order unit: Each 


QG20098 Cross Chain Swivel Hooks 


For use w/ Weight per Factory 
Stock# For use w/ side chain cross chain Type ctn. (Ibs.) Packaging 
PCCQG20098 7/0 0.312 9/0 Swivel hook 13.00 50 
PCCQG20099 9/0 0.375 11/0 Swivel hook w/washer 22.50 50 
PCCQG20100 11/0 0.437 14/0 Swivel hook w/washer 25.00 50 


Packaged: Bulk Order unit: Each 


QG20099 & QG20100 


Cross Chain End Hook 


Domestic Factory Weight per Factory Weight per Rod Diameter Inside Length 
Stock# packaging bag (Ibs.) Import Stock# packaging _ bag (|bs.) (Inches) (Inches) Used on final assembly 

PCC2005010 50/bag 3.00 PCCQG20050 =.25/ bag 2.00 13/64 = 0.207 USS) Passenger 
PCC2005110 50/bag 5.00 PCCQG20051 25 / bag 2.00 1/4 0.250 1.562 Light Truck 
PCC2005310 50/bag 8.00 PCCQG20053 = 25/ bag 4.00 5/16 0.312 1.562 Truck 
PCC2005510 50/bag 14.00 PCCQG20054 8 25/bag 6.00 3/8 0.375 1.750 Mud, Off-Road, CTO 

—- + ——- PCCQG20055 = 25/ bag 8.00 13/32 0.406 1.750 Tractor, Off-Road 
PCC2004610 50/bag 2.00 PCCQG20056 §=25/ bag 1.00 11/64 0.177 1.060 PL Passenger 
PCC2005710 50/bag 20.00 PCCQG20057 = 25/ bag 9.50 13/32 0.406 ZS) Tractor 
PCC2005410 50/bag 23.00 PCCQG20058 =. 25 / bag 11.00 7/16 0.437 2315) Off-Road 

- =~ = PCCQG20059 =. 25 / bag 19.00 17/32 O53 2a Me) Off-Road 

= -~ PCCQG20151 =25/bag 2.50 1/4 0.250 1.400 Alloy Square Rod LT 

--- =~ == PCCQG20154 25/bag 5.00 5/16 0.312 1.700 Alloy Square Rod truck 


Packaged: Bulk Order unit: Each 


Side Chain End Lap Repair Links 


Fits hoop Weight per Factory 

Stock# size (mm) Used on final assembly # bag (Lbs.) | Packaging 
PCC8030135 0.219 Passenger 1.00 3.00 100/ctn 
PCC8030235 0.250 Light truck 1.22 3.50 50/ctn 
PCC8030335 0.281 Truck iol 7.50 50/ctn 
PCC8030435 0.312 Truck, Large truck 1.65 11.50 50/ctn 
PCC8034435 0.375 Off Road 218 13.50 50/ctn 
PCCQG20046 0.207 Passenger (V-shaped) 0.95 4.00 100/bag 


Packaged: Bulk Order unit: Each 


DO NOT EXCEED CAPACITY! 
See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


Cross Chain Link (self closing) *Note: For older model Stud Chains 
Rod Diameter Weight per Factory 
Stock# (Inches) Finish Description — bag/ctn (Lbs) Packaging 
PCCQG20027 0.207 Bright zinc All passenger 4.00 100 / bag 
PCCQG20028 0.250 Lacquer Light Truck 6.00 100 / bag 
PCCQG20029 0.312 Lacquer Truck 10.00 100 / bag 


Packaged: Bulk Order unit: Each 


Straight Link Side Chain (Non-hardened) a 


Rod Diameter Trade Inside Inside Weight per Factory 

Stock# (Inches) Size Finish Type Width (In.) Length (In.) bag (Ibs.) packaging 
PCCQG30005 95/32 0.162 #1 ~— Bright Zinc PL 0.285 125i 19.00 100 ft / bag 
PCCQG30020 3/16 0.193 2/0 Lacquer RP 0.339 1.300 26.00 100 ft / bag 
PCCQG30040 7/32 0.217 4/0 Lacquer LSH, DH, RLS 0.354 1.390 34.00 100 ft / bag 
PCCQG30060 9/32 0.281 6/0 Lacquer CAM, LSM, RS, RDT, DH, SH, DTH 0.490 1.812 55.00 100 ft / bag 
PCCQG30065 9/32 0.281 6/0 Lacquer CAM HD 0.500 1.956 55.00 100 ft / bag 
PCCQG30070 5/16 0.312 7/0 Lacquer SM, DTM, OTR, FTH, CTO-RS 0.490 1.921 67.00 100 ft / bag 
PCCQG30090 3/8 +0.375 9/0 Lacquer FTH, OTR 0.530 Zale 110.00 100 ft/ bag 
PCCQG30100 7/16 0.437 11/0 Lacquer OTR 0.637 2.250 74.00 50 ft / bag 
PCCQG30140 7/32 0.217 4/0 Yellow Zinc For QG Alloy LT 0.354 1.921 34.00 100 ft / bag 
PCCQG30160 9/32 0.281 6/0 Yellow Zinc For PCCQG2100 & PCCQG4100 Series 0.490 1.812 59.00 100 ft / bag 
PCCQG30270* 5/16 0.312 7/0 Yellow Zinc For QGS - Stud Chain 0.490 1.900 74.00 100 ft / bag 
PCCQG30272 «5/16 0.315 7/0 Self Color For PCCQGS2900-4900 Stud Chain 0.490 1.968 75.00 100 ft / bag 


Packaged: 100 Feet per bag, except QG30100 @ 50 ft/bag Order unit: Foot 


Square Rod Alloy Cross Chain (case-hardened) C4 ee re 


Inside Width Inside Length Weight per Factory 


Stock# Rod Diameter (Inches) Finish Type (Inches) (Inches) bag (Ibs.) packaging 
PCCQG32155 5.5mm SQ 0.217 Yellow Zinc 5.5mm Alloy LT chains 0.350 1.020 23.70 50 ft / bag 
PCCQG32160 7mm SQ 0.275 Yellow Zinc 7mm Alloy LT & Truck 0.460 0.995 47.00 50 ft / bag 
PCCQG32170 8mm SQ 0.315 Yellow Zinc For QG2151 - 2159 0.525 1.398 45.10 50 ft / bag 


Packaged: 50 Feet per bag Order unit: Foot 


Twist Link Cross Chain (Case-hardened) Cex“ 


Inside Width Inside Length Weight per Factory 


Stock# Rod Diameter (Inches) Finish Type (Inches) (Inches) bag (Ibs.) packaging 
PCCQG32050 ~=—- 15/64 0.234 4/0 Light truck 0.375 1.000 27.00 50 ft / bag 
PCCQG32060 9/32 0.281 6/0 Light truck, Truck 0.495 1.250 35.00 50 ft / bag 
PCCQG32070 5/16 0.312 7/0 Light truck, Truck 0.525 1.390 41.00 50 ft / bag 
PCCQG32090 3/8 0.375 9/0 Truck, Tractor 0.530 1.265 66.00 50 ft / bag 
PCCQG32100 7/16 0.437 11/0 Tractor, OTR 0.637 1.562 89.00 50 ft / bag 


Packaged: 50 Feet per bag Order unit: Foot 


Straight Link Side Chain (Non-hardened) C"3=¢ _2=6- 3 


Rod Diameter Trade Inside Width Inside Length Weight per Factory 
Stock# (Inches) Size Finish Type (Inches) (Inches) bag (Ibs.) packaging 
PCCDB30050 3/16 ~=0.197_ + =2/0 Blue powdercoat Diamond Blue 0.280 1.10 48.00 100 ft / bag 


Packaged: 100 Feet per bag Order unit: Foot 


DO NOT EXCEED CAPACITY! 
See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


Super Z° Tighteners y 
Installation Lever A 
PCCZT1897 

Weight: 0.90 Lbs. /ea. é 


Factory Package: 1 / sleeve 
Order Unit: Each 


D7 
 .@ 
, Passenger Link 
t Q\ Chain Repair Plier 
. . PCCQG20089 


Packaging: 1 / bag with header 
\ \ Factory Package: 10/ ctn 
\ » Order Unit: Each 


\ Weight: 0.40 Lbs. /ea. 


tei, 
Truck Link Chain 
Repair Plier (33”) iia, 
PCCQG20093 


Weight: 9.80 Lbs. /ea. 
Factory Package: 1 / box 
Order Unit: Each 


Super Z° Truck Repair Plier 
PCCZT1893 - 2 


Weight: 7.00 Lbs. /ea. 
Factory Package: 1 / box 


Order Unit: Each 


"Light Truck Link 
Chain Repair Plier 


. PCCQG20094 
+ Weight: 1.25 Lbs. /ea. 
Me. \ Packaging: 1 / box 


Order Unit: Each 


Truck Link Chain 
Replacement Jaws 


PCCQG20092 

Application: Jaws for QG20093 
Weight: 3.00 Lbs. /ea. 

Factory Package: 1 / box 

Order Unit: Each 


30” Bolt/Chain Cutter ss 
PCC4103010 ae 
eat 10.00 ae /ea. i = 
Packaging: 1 / box == 
Ts, Order Unit Each Alloy. Radial Chain 
Repair Tool Kit 
q ' . PCCTC8993 
< XN Weight: 4.50 Lbs. /ea. 


Iceman™Iice Scraper 


The IcemanTM Ice Scraper not only does a great job cleaning ice 
and snow off the windshield, but can also assist in installing tire 
chains. The cut-a-ways near the scraper end can be used to pull 
the chain around the tire during installation. 


PCCES2000 


Weight: 0.15 Lbs./ ea. FEATURES: 


Factory Package: 1 kit / box 
Order Unit: Each 


Factory Package: 12 / carton 
Order Unit: Each 


/\\ WARNING 


= Great promotional give-a-way item!. 


= Only 12” long, conveniently store in door pockets for easy access. 
= 4 color sleeve with punch hole for hanging frompeg board. 


DO NOT EXCEED CAPACITY! 


= 


See the CAUTIONS & WARNINGS section before using these products. Pages 65-68. 


INDUSTRIAL GROUP 


PEERLESS (scc 


USE THE 


Online Tire Chain Finder 


to select the right tractionproduct for your vehicle 
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Peerless Industrial Group - 1416 East Sanborn Street - P.O. Box 5349 - Winona,MN - 55987-5349 - www.peerlesschain.com 
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General Safety Guidelines 


The Working Load Limit of a sling or assembly must not 
exceed the lowest Working Load Limit of the components 
in the sling or assembly. Use only Peerless Industrial 
Group approved parts as replacements when servicing 
or repairing original Peerless Industrial Group slings or 
assemblies. 


Peerless Industrial Group, as a manufacturer of chain, 
can only control the specifications of our chain products 
in accordance with industry and governmental standards 
for chain manufacturing. It would be impossible for any 
warning to contain all of the possible misapplication asso- 
ciated with the use of Peerless Industrial Group products. 
Our warnings are intended to identify only those risks 
which are most common. The responsibility and under- 
standing of the proper safe use and application of the 
products in our catalog, ultimately rest with the end user. 
We are not responsible for the end user's assembly in 
which our products may be used. Failure of the product 
can occur due to misapplication, abuse, intentional altera- 
tion or improper maintenance. Product failure can result 
in property damage, personal injury or death. 


Working Load Limit (WLL) 

The “Working Load Limit” (rated capacity) is the maxi- 
mum load that shall be applied in direct tension to an 
undamaged straight length of chain, strap or fittings. 


Proof Test 

The “Proof Test” (manufacturing test force) is a term 
designating the minimum tensile force which has been 
applied to a product under constantly increasing force in 
direct tension during the manufacturing process. These 
loads are manufacturing integrity tests and shall not be 
used as criteria for service or design purposes. 


Minimum Breaking Force 

The “Minimum Breaking Force” is the minimum force at 
which the product during manufacture has been found 
by testing to break when a constantly increasing force 
is applied in direct tension. Breaking force values are not 
guarantees that all chain or strap segments will endure 
these loads. This test is a manufacturer's attribute accep- 
tance test and shall not be used as a criteria for service or 
design purposes. 


The Working Load Limits and the associated safety fac- 
tor of each Peerless product may be affected by wear, 
misuse, overloading, corrosion, deformation, intentional 
alteration and other use conditions. Regular inspection 
must be conducted to determine whether use can be 
continued at the assigned Working Load Limit, a reduced 
Working Load Limit or whether the product must be with- 
drawn from service. The terms “Working Load Limit”, 
“Proof Test” and “Minimum Breaking Force” contain no 
implication of what load the product will withstand if the 
product is used in such conditions of abuse and misuse. 
Peerless Industrial Group accepts no liability for any such 
abuse or misuse. 
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All Working Load Limits (WLL) shown in this catalog apply 
only to new or “in as new” condition products. USE 
ONLY GRADE 80 OR GRADE 100 ALLOY OR GRADE 50 
STAINLESS STEEL CHAIN AND ATTACHMENTS FOR OVER- 
HEAD LIFTING. 


When using hooks in a shortening (grab) or choker 
application, the Working Load Limit (WLL) of the sling 
must be reduced by 20%. 


PEERLESS INDUSTRIAL GROUP PRODUCTS ARE INTEND- 
ED TO BE USED AT OR BELOW THE WORKING LOAD 
LIMITS (WLL) SPECIFIED IN CONSTANTLY INCREASING 
FORCE APPLICATIONS UNDER DIRECT TENSION OR IN A 
STRAIGHT LINE PULL. 


SHOCK LOADING IS PROHIBITED AND SIDE LOADING 
MUST BE AVOIDED, AS IT EXERTS ADDITIONAL DYNAMIC 
FORCES OR LOADING WHICH THE PRODUCT IS NOT 
DESIGNED TO ACCOMMODATE. 


THE CONDITIONS INVOLVING USE IN CERTAIN 
ENVIRONMENTAL SITUATIONS SUCH AS UNUSUAL (HIGH 
OR LOW) TEMPERATURE, CHEMICAL, ETC..., CAN CAUSE 
CHANGES IN CHAIN PERFORMANCE. 


All chains and attachments in this catalog are capable of 
creating sparks unless otherwise noted. 


Welding Peerless Industrial Group load support parts or 
products can be hazardous. Knowledge of materials, 
heat treatment and welding procedures are necessary for 
proper welding. 


CONSULT PEERLESS INDUSTRIAL GROUP FOR ADDITIONAL 
INFORMATION OR QUESTIONS REGARDING THE USE 
AND APPLICATION OF THE PRODUCTS COVERED IN THIS 
CATALOG. 


Temperature & Chain Guidelines 


“Hot Dip Galvanizing exposes chain to elevated temperatures which results in reduced working load limits for heat treat- 
ed chains. Grade 70 chain working load limit is reduced by 10%, grade 80 chain is reduced by 20% and grade 100 chain 
is reduced by 30%. All users must be notified of this reduction in working load limits” 


Use of Grade 80 Chain 


Under Heat Conditions 


Effect of Elevated Temperature on the Working 
Load Limit of Grade 80 Alloy Chain. 


Chains should not be used outside of the -40° F to 400° 
F (-40° C to 204° C) temperature range without consult- 
ing the chain manufacturer. The specific working load 
limit reductions for Grade 80 chains used at and after 
exposure to elevated temperatures have been estab- 
lished and are shown below. 


Grade 80 Heat Conditions 


Use of Grade 100 Chain 


Under Heat Conditions 


Effect of Elevated Temperature on the Working 
Load Limit of Grade 100 Alloy Chain. 


Chains should not be used outside of the -40° F to 400° 
F (-40° C to 204° C) temperature range without consult- 
ing the chain manufacturer. The specific working load 
limit reductions for Grade 100 chains used at and after 
exposure to elevated temperatures have been estab- 
lished and are shown below. 


Grade 100 Heat Conditions 


Maximum Reduction of Reduction of Working 
Temperature of Working Load Load Limit 
Chain Limit While At After Exposure to 
Temperature Temperature 
Below 400° None None 
400° 10% None 
500° 15% None 
600° 20% 5% 
700° 30% 10% 
800° 40% 15% 
900° 50% 20% 
1000° 60% 25% 
Over 1000° * (see below) * (see below) 


* OSHA 1910.184 requires all slings exposed to 
temperatures over 1000° F to be removed from service. 


General Hook & 
Latch Guidelines 


Aoi Important Safety 
Information - Read & Follow 


® Always inspect hook & latch before using. 

© Never use a latch that is distorted or bent. 

© Always make sure spring will force the 
latch against the tip of the hook. 

© Always make sure hook supports the load. 

Do not point load hooks-load should bear 

on the bowl of hook. The latch must never 
support the load. (See Figure 1 & 2). 

® Latches are intended to retain loose sling 
or devices under slack conditions. 

® Latches are not intended to be an anti- 
fouling device. 


Maximum Reduction of Reduction of Working 
Temperature of Working Load Load Limit 
Chain Limit While At After Exposure to 
Temperature Temperature 
Below 400° None None 
400° 15% None 
500° 25% 5% 
600° 30% 15% 
700° 40% 20% 
800° 50% 25% 
900° 60% 30% 
1000° 70% 35% 
Over 1000° * (see below) * (see below) 


* OSHA 1910.184 requires all slings exposed to 
temperatures over 1000° F to be removed from service. 


Table of Wear 


If chain is worn to less than the 
minimum allowable thickness (T), 
remove the chain from service. 


Min Allowable 


Thickness (T) 


9/32 7mm 0.274 0.279 0.239 0.239 
3/8 10mm Osey 0.404 0.342 0.342 

1/2 13mm 0.510 0.529 0.443 0.443 
5/8 16mm 0.630 0.625 0.546 0.546 
3/4 20mm 0.781 0.821 0.687 0.687 
718 22mm 0.906 = 0.750 

1 26mm 1.032 ~ 0.887 
1-1/4 32mm 1.250 = 1.091 
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CAUTIONS & WARNINGS 


Check #4 


each use. Look for stretched, 


components, including hooks, 
with open throats, cracks or 


from service. 


eae) 


BENT GOUGED STRECHED WORN 


Check #2 


Know the load — 
determine the weight, 
center of gravity, angle 
and lift and select the 
proper size of sling. 


Check #3 


Never overload the sling — check the working load limit on the 
identification tag. Always consider the effect of Angle of Lift — 
the tension on each leg of the sling is increased as the angle of 
lift, from horizontal, decreases. Use the chart in this catalog or in 
the Peerless Chain Sling User's Manual for this purpose. 


Check #4 


Make sure chain is not twisted, 
knotted or kinked before lifting load. 
Slings should not be shortened 

with knots, bolts or other 

make-shift devices. 
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Visually examine the sling before 


gouged, bent or worn links and 


distortion, if damaged, remove 


Protect chain with 
padding when lifting 
sharp edged loads. 


Lift and lower loads 
smoothly. Do not 
jerk. Shock loading 
is prohibited! 


Check #4 


Do not expose alloy chain 
or sling to temperatures 
of 400° F (204° C) or 
higher. Do not drag 
slings on the floor. 


Check #8 


Store slings properly on an A-Frame and protect chainslings 


from corrosion during storage. Do not drag slings on the floor. 


as defined in SAE standard 
J684 of June, 2004 for trailer couplings, hitches and 
safety chains - AUTOMOTIVE TYPE: 


- "Safety Chain” is 
defined as an assembly which provides a secondary 
means of connection between the rear of the towing 
vehicle and the front of the trailer (or towed vehicle); it 
includes link chain and all attaching means. The purpose 
of Safety Chain is to retain connection between the 
towing vehicle and trailer in the event of separation of 
the trailer coupling from the ball of the vehicle or from 
the hitch, long enough to bring the vehicles to a stop. 
It should not be construed that safety chains can ensure 
that vehicle control or connection will be maintained in 
the event of vehicle incidents such as loss of control, 
rollover, jackknife, collision, etc. 


For the purpose of this section: 

A. The “hitch” assembly (including ball and ball 
support platform) is considered part of the towing 
vehicle. 

B. The “safety chain” is considered part of the trailer. 
C. “Attaching means” are defined as the hooks, bolts, 
anchorages, or other devices used to fasten or connect 
link chain, or its equivalent, to the trailer tongue and to 
the rear of the towing vehicle including hitch assembly 
devices provided for such connection. 


Up to 2,000 Ibs. 
gross trailer wt. 


Up to 200 Ibs. 
gross tongue wt. 


Up to 3,500 Ibs. 
gross trailer wt. 


Up to 300 Ibs. 
gross tongue wt. 


- Each individual safety 
chain, and all attaching means, shall meet the minimum 
breaking force tensile load as indicated in Table 4, and 
where applicable such load shall be applied in a 
direction parallel to the trailer’s or towing vehicle's 
longitudinal axis. Any operation performed on the safety 
chain subsequent to its manufacture shall not reduce its 
strength below the requirements of Table 4. 


Safety Chain or Trailer : ras 


Class 1 2000 lbs. (8.9 kN) 
Class 2 3500 Ibs. (15.6 kN) 
Class 3 5000 Ibs. (22.2 kN) 
Table 4 


Two safety chains shall be permanently fastened 
(i.e., bolted, anchored) to the trailer tongue, one on each 
side. The safety chains shall be connected from the trailer 
tongue to the hitch assembly or to other towing vehicle 
members meeting the strength requirements of 7.2. 

Safety chain shall be connected to the towing 
vehicle and trailer so the slack of each length of chain is 
approximately the same when the vehicles are aligned 
on a common front to rear centerline. There shall be no 
more slack than necessary to permit proper turning of 
the vehicles. The safety chain shall be crossed under the 
trailer tongue and connected to the hitch assembly or to 
other towing vehicle members. 


Crossing the chains under the tongue typically 
reduces the probability of stressing or breaking the 
chains when turning. See Figure 3. 


Safety chains shall not be attached to the towing 
vehicle by use of the fasteners that secure the ball to its 
supporting hitch member, nor shall they be connected 
directly to any part of the ball. 


Up to 5,000 Ibs. 
gross trailer wt. 


Up to 500 Ibs. 
gross tongue wt. 


Up to 10,000 Ibs. 
gross trailer wt. 


Up to 1,000 Ibs. 
gross tongue wt. 
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INDUSTRIAL CHAIN ¢ BINDER CHAINS ¢ LOAD BINDERS 


SAFETY CHAINS ¢ CHAIN ACCESSORIES ¢ CORDAGE AND WIRE ROPE 
FASTENERS, TIGHTENERS AND TOOLS e ATV TRAC @ MAX TRAC 
DUO-TRAC @ HI-WAY TRAC ¢ TRUCKS AND BUS CHAIN 
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SOLD AND SERVICED BY: 


